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105-P01 NOISE RESTRICTION 
No construction activities or moving of equipment shall occur between the hours 
of 10:00 pm and 7:00 am except for sawing of new concrete.  When sawing is 
planned to occur during these hours, the Contractor shall distribute written notices 
to residents located within ½ block of the work by 7:30 pm. 

 
105-P02 SHOP DRAWINGS & PRODUCT DATA 

One set of shop drawings and product data, checked and stamped approved by 
the Contractor, shall be submitted to the Engineer for evaluation and approval of 
all materials and equipment required in the plans and specifications prior to 
installation and construction.  Any unique construction techniques shall be 
submitted, along with drawings, to the Engineer for approval.  If the Contractor 
submits changes to any structural drawings they shall be required to be stamped 
by a Professional Engineer. 

 
Shop drawings and product data shall include manufacturer’s or fabricator’s 
drawings, diagrams, schedules, operational curves, test reports, catalog cuts, or 
descriptive data showing model, size, type, weight, ratings, and other information 
as may be considered necessary to determine compliance with the contract 
documents and to enable proper installation of the material or equipment being 
proposed. 

 
In submitting shop drawings, product data, and samples, the Contractor 
represents that they have determined and verified all materials, field 
measurements, and field construction criteria related thereto, or will do so, and 
that they have checked and coordinated the information contained within such 
submittals with the work and the contract documents.  
 

105-P03 LANE CLOSURES ON 25TH STREET S 
Lane closures on 25th Street South will be limited to 7 days for each side. A total 
of 14 days is possible if closures are nonconcurrent.  

 
105-110 PAVEMENT SWEEPING 

Sweep paved areas that were used by construction traffic before opening these 
areas to public traffic. Sweep all newly constructed pavement no more than 24 
hours before a scheduled final inspection. Use a vacuum or pick-up type sweeper 
to perform this work. 

 
202-P01 REMOVAL OF CONCRETE 

The Contractor will remove the concrete barrier in a manner that prevents any 
damage to the parts of the structure to remain. After the barrier has been 
removed, the top of the concrete deck, at the existing barrier location, will be 
ground smooth. The reinforcing steel from the existing concrete barrier will be cut 
off and covered with epoxy paint so it is not exposed to the sidewalk surface. All 
work for barrier removal, deck grinding, reinforcing steel cut off and epoxy paint 
shall be included in the price bid for “Removal of Concrete, LS”. The removal of all 

existing 4.5’ wide sidewalk, ADA curb ramps and the approach shown in plans 
shall be included in the price bid for “Removal of Concrete, SY”.  

 
202-P02 SIGN RELOCATIONS        

Sign Relocations shall include the post and anchor removal and shall be included 
with price bid for “Traffic Control, LS.” 
 

203-P01 TOPSOIL 
Topsoil shall be removed in areas of excavation or embankment.  It is assumed 
that there is 4 inches of top soil. The actual depth may vary. Salvaged topsoil shall 
be placed in the sidewalk removal location.  Upon completion of the paving and 
grading operations, the topsoil shall be spread evenly over the areas to be seeded 
at a minimum depth of 4 inches.  There will be a need to import topsoil. The 
removal, stockpiling and spreading of the salvaged topsoil shall be paid by the 
plan quantity for bid item “Topsoil, CY.”  

 
203-P02 GRADING 

The Contractor shall be responsible for maintaining drainage of the site during 
construction.  Additional final grading may also be necessary along the concrete 
path in order to ensure proper drainage as directed by the Engineer.  This work 
may be in the form of minor swales or re-grading of existing topsoil.  There will be 
no additional compensation made for miscellaneous grading and shall be included 
with price bid for "Sidewalk Concrete 4IN, SY". 

 
251- P01 SEEDING CLASS 1 – HYDRAULIC MULCH 

The Contractor shall seed and mulch the area from the back of curb to the right of 
way within the project limits. All work regarding seeding and hydraulic mulch will 
be paid by plan quantity for the bid items “Seeding Class 1, Acre” and “Hydraulic 
Mulch, Acre.” 
 

251-P02 MOWING 
If areas of hydroseeding are completed and the turf becomes established, the 
contractor will be required to mow and maintain the seeded areas. Mowing shall 
be done within 48 hours of notification by the Engineer in the field. Any clippings 
that land on locations other than the grassed area shall be removed. Mowing shall 
be done when grass is longer than 3” and/or as directed by Engineer in the field. If 
the turf has not been established prior to project 
completion the mowing requirement shall be waived as 
directed by the Engineer. All cost for labor, equipment and 
materials necessary to complete the work shall be 
included in the price bid for “Seeding Class 1, Acre”.  
 

602-P01 SURFACE FINISH “D” 
Surface Finish “D” is required on all surfaces of the 
barrier. The surface finish color will be white, color 
number 27925, and will meet Federal Standard No. 595 B 
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colors. This work will be included in the unit price bid for “Class AAE-3 Concrete.” 
 
612-P01 REINFORCING STEEL 

Dimensions for bent bars are given out to out and to tangent intersections unless 
otherwise noted. Fabrications and tolerances will be in accordance with the CRSI 
Manual of Standard Practice. The proposed concrete barrier will be doweled and 
epoxied into the existing bridge deck. The costs involved with drilling into the 
existing bridge deck and epoxy adhesive will be included in the unit price bid for 
“Reinforcing Steel-Grade 60 Epoxy Coated.” 

 
624-P01 RESET RAILING 

All work regarding reset of existing barrier railing will meet the requirements as 
specified in Section 624, “Free Standing Retrofit” and will be paid for by bid item 
“Reset Pedestrian Railing”. 

 
704-200 PORTABLE PRECAST CONCRETE MEDIAN BARRIERS  

The number of precast concrete median barriers required on the project shall be 
15 ten x 2.5 foot units. The Contractor shall supply and install according to 
manufacturer’s specifications. 

 
All labor and equipment needed for obtaining, loading, transporting, installing, 
moving, removing, unloading, and maintaining the portable precast concrete 
median barriers shall be provided by the Contractor and included in the price bid 
for the item “Portable Precast Concrete Median Barriers, LF.” 
 

704-900 ATTENUATION DEVICE TYPE B 
Install either of the following devices: 

 The barrel type shown on standard D-704-01; or 
 The water filled attenuation device described in this note. 

 
Install liquid filled attenuation devices that are 2.5 feet wide. 
 
At the Preconstruction Conference, provide the Engineer a Certificate of 
Compliance stating that the devices are NCHRP Report 350 or MASH approved 
and a copy of an acceptance letter from FHWA showing approval for use on the 
NHS. Use devices rated for the MPH designation used in the item description. 
Install devices according to the manufacturer's specifications. 
 
Provide replacement pieces for each location, up to a maximum of 20 pieces per 
project. Include a minimum of 2 nose pieces in the replacement pieces. Stage 
replacement pieces on the project site. 
 
Immediately replace any damaged pieces. The Department will reimburse the 
Contractor for damaged pieces based on the invoice price plus 10 percent. All 
other costs associated with installing and maintaining replacement pieces will be 
at no additional cost to the Department. 

  

708-P01 INLET PROTECTION 
Inlet protection shall be placed per the details. All devices that are installed shall 
remain in place until the turf has been established. If the turf has not been 
established by November 1st all devices that are installed in a street section and 
are determined to have the potential to cause damage to snow removal 
equipment shall be removed and reinstalled as directed by the Engineer in the 
spring. This work is considered normal maintenance and the contractor shall not 
be entitled to additional compensation. 

 
714-P01 PVC TUBING 

A 4 inch diameter hole will be drilled through the bridge deck in order to install 
PVC drainage tubing. The existing drainage tubes, on the north barrier, will be 
removed and filled with an approved grout Concrete within the existing drainage 
circle will be removed to a minimum depth of 2 inches. The contractor will place 
grout in the area of the removed concrete. Penetrating water repellent will be 
applied over the repaired concrete areas. The work needed for concrete drilling, 
installation of new PVC drainage tubing, removal of existing drainage tubing, 
concrete removal, grout installation, steel plate installation and penetrating water 
repellent application will be included in the unit price bid for “Pipe PVC 4in Edge 
Drain.” 

 
The 4in PVC Pipe will also be used when applicable so existing sump lines can be 
run under new path in sleeves. 

 
750-P01 DETECTABLE WARNING PANEL 

Cast Iron Detectable Warning Panel will be used on the ADA curb ramps and will 
be paid by bid item “Detectable Warning Panel, SF.” No plastic detectable 
warning panels will be allowed. 
 

750-P02 SIDEWALK CONCRETE 4” 
There are sections around manholes in the new shared use path that are called 
out to have double the rebar and be 8” thick. These sections will be paid double 
the square yards for the bid item “Sidewalk Concrete 4IN”. The quantities shown 
in the plan sheets reflect this.  

 
770-P01 REMOVE FEED POINT 

Contractor shall be responsible for removal of feed point, 
concrete foundation, conduit, conductor, backfilling and 
compaction in the disturbed area. The removed feed point 
shall be delivered to The City of Fargo Street Lighting 
Department located at 4630 15th Avenue North Fargo, 
North Dakota. It is estimated that three feedpoints will be 
removed. All work and materials needed to remove the 
feedpoints will be paid by bid item “Revise Lighting 
System”. 
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770-P02 INNERDUCT 

1.5" and 2" Schedule 40 Innerduct, Smooth Outside and color RED. Innerduct will 
be required as shown on plans and will be connected to stubbed out conduit at all 
concrete base and feed point locations.  Installation of Innerduct shall be at a 
minimum depth of 24" below finished grade.  The innerduct will be placed in line 
with bases behind curb unless contractor gets approval from project engineer to 
adjust placement.  Boring will be the required method of installation in all 
established areas.  Duct Seal all innerduct/conduit entering or exiting foundations, 
feedpoints and pull boxes. 
 
An estimated quantity of 1538 LF of innerduct will be used and all work and 
materials needed to install the innerduct will be paid by bid item “Revise Lighting 
System”. 

 
770-P03 CONDUCTOR 

All conductor shall be continuous color coded (black, red and green). The 
conductor between standards shall be #4 and #6 USE. Verify the number and size 
of conductor between each standard, as shown on plan layout sheets. All wiring 
within standards between distribution conductors and luminaires shall be #10 
AWG stranded copper, 600-VOLT, type RHW. 
 
Conductor connections in street light bases shall be Tyco Electronics GelCap SL 
splice cover kit with connector.  All other conductor splices shall be, UL listed, with 
PowerGel sealant type connections meeting all codes for desired application. An 
estimated quantity of 4614 LF of conductor will be used and all work and materials 
needed to install the conductor will be paid by bid item “Revise Lighting System”. 

 
770-P04 FURNISH AND INSTALL FEED POINT 

Street Lighting Pedestal type, four circuit feed point cabinet, shall be concrete pad 
mounted.  Feed Point cabinet shall also include a factory installed, interior 
mounted meter trim which meets the requirements of the local utility company 
(CCEC).  Meter to be provided by the local utility company.   
 
All exposed conduit shall be 2" galvanized steel.  Concrete foundation/pad, 
conduit and conductor from feed point to transformer, riser (if required) and other 
miscellaneous items shall be incidental to the price bid for feed point.  The feed 
point will be measured as a complete unit installed and operational.  Verify feed 
point location and elevation with the project engineer and Xcel Energy before 
installation. 
 
Prefabricated feed point enclosure to be assembled by Milbank, UL 508 Listed, 
Service entrance rated, States Electric, UL 508, or approved equal. It is estimated 
that one feed point will be installed. All work and materials needed to install the 
feed point will be paid by bid item “Revise Lighting System”. 

 
 

 
770-P05 FURNISH AND INSTALL LUMINAIRE TYPE “A” 

LUMINAIRE TYPE "A":  AEL, Autobahn Series ATB2, 216W LED, 1000mA, 
4000k, Type II, Gray  
Catalogue No.:  ATB2 60BLEDE10 MVOLT R2 
This luminaire will require the Holophane bracket arm model BR-1055-HG for 
horizontal tenon mount, approved equal.  Schreder, Teceo 2, does not require 
additional bracket arm. 
 
It is estimated that eight luminaires will be installed. All work and materials needed 
to install the luminaires will be paid by bid item “Revise Lighting System”. 
 

770-P06 CONCRETE BASES 
Bases shall be 24" dia. and 6' deep.  Contractor shall supply all anchor bolts for 
relocated and new standards.  Bolt circle and projection shall be verified with 
manufacturer specifications. It is estimated that eight concrete bases will be 
installed. All work and materials needed to install the bases will be paid by bid 
item “Revise Lighting System”. 
 

770-P07 RELOCATE STREET LIGHT 
The contractor shall be responsible for the removal and relocating of the existing 
standard and the removal of existing luminaire along with the installation of the 
new luminaire. It is estimated that six street lights will be relocated.  
 
All relocated street lights shall have all new conductors, connectors, fuse holders, 
fuses and any miscellaneous materials needed to make luminaire operational. All 
work and materials needed to relocate the street lights will be paid by bid item 
“Revise Lighting System”. 

 
770-P08 REMOVE BASES 

It is estimated that six bases will be removed. Incidental to the price bid, the 
contractor shall be responsible for the removal and disposal of all concrete bases 
along with the back filling and compaction. All work and materials needed to 
remove the bases will be paid by bid item “Revise Lighting System”. 
 

770-P09 FURNISH AND INSTALL LIGHTING STANDARD TYPE “A” 
Lighting Standard Type "A":  Millerbernd, 30', Stainless 
Steel Standard with Breakaway "H" base, 2-3/8" OD 
Slipfitter, no mast arm, Frost finish. It is estimated that two 
lighting standards will be installed. All work and materials 
needed to install the lighting standard will be paid by bid 
item “Revise Lighting System”. 
 

 
 
 



 
ENVIRONMENTAL COMMITMENTS 

 STATE PROJECT NO. SECTION 
NO. 

SHEET               
NO. 

ND TAU-8-984(151)154 6 4 

ENVIRONMENTAL COMMITMENTS (EC): Based on the NEPA documentation, no additional permits or environmental commitments have been identified beyond what is covered by the NDDOT’s Standard Specification of Road 
and Bridge Construction. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Wetland 
Number 

Cowardin 
Classification 

Wetland 
Type 

Wetland 
Size 

(acres) 

Wetland 
Feature 

USACE 
Jurisdictional 

Wetlands 

Impacts to 
Wetlands 

Temp. Perm. 

**NO WETLANDS PRESENT** 

TOTALS: 0.00  0.00 0.00 
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