
24

WIDTH ft
SHOULDER 

0 to 2

>2 to 4

>4 to 6

>6 to 8

>8 to 10

16

18

20

22

‘ Roadway

(Pipe and W-shape)
Fuse Joint

required
for number of posts
See summary sheet

Slip Bases

Graded Shoulder

Stub Post

Foundation

Foundation

First post

Stub Post

Finished shoulder

(optional)
Type A Delineator

shoulder
Finished

Gore Sign

(optional)
Type B Delineator

Shoulder
Graded

‘ Roadway

line and ramp
shoulder of main
between finished
Center at gore

10’ delineator post

Pvmt. Depth

12’

� Graded Roadway

� Finished Surface Width

See Horizontal Clearance Table

Finished Shoulder Varies

Overhang
Sign

Spacing
Support

Overhang
Sign

Drop
Foreslope

post length
or H pile and stub
Foundation Depth

12’

� Graded Roadway

Finished Shoulder Varies

Pvmt. Depth

Overhang
Sign

Spacing
Support

Overhang
Sign

post length
or H pile and stub
Foundation Depth

Drop
Foreslope

4
’-
0
" 
In
 
a
ll
 c
a
s
e
s

- -

60’
Center of sign

or auxiliary lane
Edge of driving lane

Finished Shoulder

Shoulder
Finished

Shoulder
Finished

4
’-
0
" 

m
in
.

Finished Shoulder

posts required
for number of
summary sheet
Second post see

Slip Bases

(Pipe and W-shape)
Fuse Joint

post length
or H pile and stub
Foundation Depth

8’

8’

Foundation Foundation

Finished shoulder

� Finished Surface Width

ft
OFFSET

TABLE
CLEARANCE
HORIZONTAL

C
le
a
ra

n
c
e

V
e
rt
ic
a
l

H
e
ig

h
t

S
ig

n

P
a
y
 
L
e
n
g
th

P
o
s
t 
L
e
n
g
th

P
a
y
 
L
e
n
g
th

P
o
s
t 
L
e
n
g
th

H
e
ig

h
t

S
ig

n

C
le
a
ra

n
c
e

V
e
rt
ic
a
l

P
a
y
 
L
e
n
g
th

P
o
s
t 
L
e
n
g
th

P
a
y
 
L
e
n
g
th

P
o
s
t 
L
e
n
g
th

14’ Min

16’ Min.

from oncoming traffic.
traffic at an angle of 93°away
Reflector to be mounted facing

Bolted (typ.)

OM1-1

Foreslope

panel (Type IV)
applied to background
(Type XI) direct 
Reflectors and border

RampMain line

Slope Varies

Crown Rate

OBJECT MARKER

(Optional)

NOTES:

Crown Rate clearance specified above.

Signs may be placed a maximum of 6" above the vertical 

sign shall be 5 feet above the edge of driving lane.

edge of the traveled way, the height to the bottom of such

Where signs are placed at least 30 feet or more from the

roadways shall be installed with a minimum height of 7 feet. 

Signs on freeways, expressways, and multi-lane conventional

the bottom of the sign shall be at least 7 feet.

parking or pedestrian movements occur, the clearance to

sign to the edge of driving lane, or Auxiliary Lane. Where

shall be at least 5 feet measured from the bottom of the

Signs installed at the side of the road in rural districts

MINIMUM VERTICAL CLEARANCE:

INSTALLATION
OBJECT MARKER

EXIT RAMP
GORE SIGN PLACEMENT

TYPICAL SECTION
(OFFSET SIGNS)

PIPE OR W-SHAPE

TYPICAL SECTION

PIPE OR W-SHAPE
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number for object marker post.

marker.  Add correct section 

reflective sheeting for object

Modify notes and update
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(Posts shall conform to section 894.04 A 

7-18-14
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F

B

EE

C

DA

C

W

4
" 

M
a
x

60"

W

12

60"

4
" 

M
a
x

le
n
g
th

S
tu

b
 p

o
s
t

8
34

2
12

60"

4
" 

M
a
x

le
n
g
th

S
tu

b
 p

o
s
t

W

W
a
s
h
e
r 
d
ia
.

Washer dia.

+1/16"

Bolt dia.

le
n
g
th

S
tu

b
 p

o
s
t

shim stock or strip conforming to ASTM B36.

per post. Shims shall be fabricated from brass

Furnish 2 - .012"– thick and 2 - .032"– thick shims

Elevation Elevation

Elevation

" 2
13

4"

5"

6"

8"

10"

12"

" 2
13

4"

5"

6"

8"

10"

12"

" 2
1" x 42

1

" 2
1" x 48

5

"4
1" x 54

3

"4
11" x 5

"4
11" x 5

"4
11" x 5

" 2
1" x 42

1

" 2
1" x 48

5

"4
1" x 54

3

"4
11" x 5

"4
11" x 5

"4
11" x 5

"2
15

"2
15

"2
16

"2
17

"2
19

"4
311

"4
313

"2
15

"2
15

"2
16

"2
17

"2
19

"4
311

"4
313

"8
38

"4
38

"4
311

"4
113

"4
115

10"

18"

"8
38

"4
38

"4
311

"4
113

"4
115

10"

18"

"8
31

"16
13

1"

"8
11

"8
31

"8
31

"8
51

"8
31

"16
13

1"

"8
11

"8
31

"8
31

"8
51

1’-6"

1’-6"

2’-0"

2’-0"

2’-6"

3’-0"

3’-0"

1’-6"

1’-6"

2’-0"

2’-0"

2’-6"

3’-0"

3’-0"

Aluminum

Steel

9"

"8
73

"2
13

"4
14

"4
34

"4
36

"2
110 

9"

"8
73

"2
13

"4
14

"4
34

"4
36

"4
110

"8
11

"8
31

"16
13

1"

"8
31

"8
31

"8
51

"8
11

"8
31

"16
13

1"

"8
31

"8
31

"8
51

"4
37

"2
110

"2
112

"4
314

"4
36

" 4
36

9"

"4
37

"2
110

"2
112

"4
314

"4
36

" 4
36

9"

"16
11

"16
11

"16
11

"16
9

"16
11

"16
13

"16
11

"16
11

"16
11

"16
11

"16
9

"16
11

"16
13

"16
11

"4
11

"4
11

"2
11

"4
3

"4
3

"4
11

1"

"4
11

"2
11

"4
31

"4
3

"4
11

1"

1"

"8
3

"16
7

"2
1

"2
1

"2
1

"16
7

"16
11

"8
3

"8
3

"16
7

"16
7

"16
7

"2
1

"2
1

Dimension

Pipe Size

Nom.
Coupling

Breakaway

Base Table Data

Length

Post

Stub

A B C D E F G t W

Notes:

Sign post

manufacturer

required by the

Flat washer as 
coupling

Breakaway

manufacturer

required by the

Flat washer as 

coupling

Breakaway

Stub post

can be installed on some supports.

sloping in the area so that bolts

grade. The foundation may require

Top of foundation and finished

coupling

Breakaway

coupling

BreakawaySign post

manufacturer

required by the 

Flat washer as
manufacturer

required by the

Flat washer as

Stub post

on some supports.

that bolts can be installed

require sloping in the area so 

grade. The foundation may 

Top of foundation and finished

Direction of traffic

Direction of traffic

Direction of traffic

Sign post

coupling

Breakaway

coupling

Breakaway

manufacturer

required by the

Flat washer as 

Stub post

on some supports.

that bolts can be installed

require sloping in the area so 

grade. The foundation may 

Top of foundation and finished

manufacturer

required by the

Flat washer as 

drainage

for galvanized

" 4
3Provide 

Dia = G

Thickness = t

Single Post Sign and Stub Post

Type A

Two Post Sign and Stub Post

Type B

For signs with less than 8’ post spacing

Two or More Post Sign and Stub Post

Type C

and all three or more post signs

For two post signs with 8’ or more post spacing

Plan Base Plate

Shim Detail

1" x 7"

1" x 7"

Tighten all bolts the maximum possible with 12" to 15" wrench.4.

Shim as required to plumb post.3.

posts will need no treatment.

accordance with ASTM A780 or the cut may be galvanized after fabrication. Aluminum 

Fuse Joint Cuts - Steel posts may be cut after galvanizing and cut surface treated in 2.

Report 350.

as specified by DENT BREAKAWAY IND., INC. which meets the requirements of NCHRP 

material meeting the requirements of ASTM A325 fasteners with the special requirements 

coupler system may be used. The breakaway coupler system shall be manufactured from 

In lieu of the breakaway base system on standards D-754-3 and D-754-4 the breakaway 1.

60"

of the support to a point in the ground surface on the other side.

within the length of the chord, on the ground surface on one side

radially to the center line of the highway and connecting any point,

Max. protection of the stub post is 4" above a 60" chord aligned

line

Ground

plate

Base
4" Max

Section C - C

C

C

C

C

C

C

REVISIONS

DATE CHANGE

DEPARTMENT OF TRANSPORTATION

NORTH DAKOTA

of Transportation

North Dakota Department

document is stored at the

on                  and the original

PE-         , 

Registration Number 

issued and sealed by 

This document was originally

2930
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W

Direction of Traffic

Stub post

for proper installation of the bolts.

The foundation may require sloping

Top of foundation and finished grade.

See assembly procedure.

See table for bolt dia. and torque.

hex nut, and three washers. 

High strength bolt with hex head,

Sign post

in washer area

runs or beads

galvanizing

Remove all

base plate

washer to

Tack weld

S
tu

b
 p

o
s
t 
le

n
g
th

and finished grade

Top of foundation

Stub post

Sign post

to base plate

Tack weld washer

See assembly procedure.

See table for bolt dia. and torque.

hex nut, and three washers.

High strength bolt with hex head,

and finished grade

Top of foundation

Stub post

See assembly procedure.

See table for bolt dia. and torque.

hex nut, and three washers.

High strength bolt with hex head,

Sign post

in washer area

runs or beads

galvanizing

Remove all

base plate

washer to

Tack weld

D

F+ washer dia.

F

D
+
 w

a
s
h
e
r 
d
ia
.

F

B

EE

A D

G

Plate thickness = t

C

C

S
tu

b
 p

o
s
t 
le

n
g
th

le
n
g
th

S
tu

b
 p

o
s
t

projection
max. stub

"2
13

projection
max. stub

"2
13

 8
34

12

(Typ. Bevel)

 8
34

12

2

12

W

W

Direction of Traffic

Direction of Traffic

Washer dia.

W
a
s
h
e
r 
d
ia
.

"16
1Bolt dia. + 

in washer area

runs or beads

galvanizing

Remove all

Keeper plate

Keeper plate

Keeper plate

galvanized drainage.

hole in base plate for

" dia. max.4
3Provide 

Washer dia.

"16
1Bolt dia. + 

"2
13

A C D E F G t WB

Steel

Aluminum

6"

5"

4"

"2
13

"4
11"x4

"2
1"x34

3

"4
3"x28

5

"2
1"x22

1

61

46

29

12

"2
17

"2
16

"2
15

"2
15

"4
311

10"

"4
38

"8
38

"8
31

"8
11

1"

"16
13

"4
34

"4
14

"2
13

"8
73

"8
31

"8
11

1"

"16
13

9"

"4
37

"4
36

"4
36

"32
17

"32
13

"32
11

"32
9

"4
11

1"

"4
3

"4
3

"16
7

"16
7

"8
3

"8
3

2’-0"

2’-0"

1’-6"

1’-6"

6"

5"

4"

"2
13

"4
11"x4

"2
1"x34

3

"4
3"x28

5

"2
1"x22

1

61

46

29

12

"2
17

"2
16

"2
15

"2
15

"4
311

10"

"4
38

"8
38

"8
31

"8
11

1"

"16
13

"4
34

"4
14

"2
13

"8
73

"8
31

"8
11

1"

"16
13

9"

"4
37

"4
36

"4
36

"32
17

"32
13

"32
11

"32
9

"4
11

1"

1"

"4
3

"2
1

"2
1

"16
7

"8
3

2’-0"

2’-0"

1’-6"

1’-6"

dia.

Post Size

Nominal

(dia. x length)

Bolt Size

ft. lb.

Torque

Bolt

Base

Length

Post

Stub

the approach side and away on the other.

The bevel shall be toward the roadway on 

shim stock or strip conforming to ASTM B36.

shims per post.  Shims shall be fabricated from brass 

Furnish 2 each ¨.012" thick and 2 each ¨.032" thick 

to ASTM A653 G60 coating.

from 28 gauge material, galvanized after fabrication conforming 

the top and bottom slip bases.  Keeper plate shall be fabricated 

Keeper plate shall be placed above the center washer between 

Base Data Table

6. Retighten each bolt to prescribed torque in the same order as initial retightening.

locker shall fill the gaps between the thread and the mating surface to form solid, one part assemblies.

(2008).  The thread locker shall secure the entire assembly from vibration, pressure and corrosion.  The thread 

5. Loosen each bolt and apply thread locking liquid resin.  The liquid locking resin shall conform to ASTM D5363-03 

4. Retighten bolts in a systematic order to prescribed torque. (see table)

then loosen.

3. Tighten all bolts the maximum possible with 12" to 15" wrench to bed washers and shims and to clean bolt threads, 

2. Shim as required. 

1. Assemble post to stub with bolts and with one flat washer between base plates and keeper plate.

Assembly Procedure:

Use standard drawing D-754-6 for fuse plate, hinge plate, and foundation details.

as shown.

When the base plate is fabricated in aluminum, the aluminum base plate washers shown shall be tack welded to the base 

Notes:

Keeper Plate Detail

Base Plate Plan View

Stub Post Connection - Type A

(Single Post)

Elevation View

Stub Post Connection - Type B

(Two Posts)

Elevation View

Stub Post Connection - Type C

(Two Posts)

Elevation View

Shim Detail
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foundation details.

Removed lower post and



Washer dia.

a

a

b

b

b

a

60^

30^

30^

60^

120^

120^

120^

d
ia
. o

f p
o
s
t

O
u
ts
id
e
 

c

c

c

W
a
s
h
e
r 
d
ia
.

"16
1Bolt dia. + 

Keeper plate

roadway ‘

Parallel to

Slip base

30^

20^

10^

Direction of Traffic

and finished grade

Top of foundation

Stub post

See assembly procedure.

See table for bolt dia. and torque.

hex nut, and three washers.

High strength bolt with hex head,

Sign post

"2
13

le
n
g
th

S
tu

b
 p

o
s
t

W

Direction of Traffic

Base plate thickness

Bolt circle

runs or beads in washer area

Remove all galvanizing

base plate

Tack weld washer to

Keeper plate

Circle

Bolt

Thickness

Plate

Base

W

ft. lb.

Torque

Bolt

Base

Length

Post

Stub

Steel

Aluminum

5.563"

4.5"

4"

167

98

55

2’-0"

1’-6"

1’-6"

"2
19

"2
17

7"

"16
51

"16
11

"16
11

"8
1

"8
1

"8
1

"8
11

"8
11

"8
11

"x5"4
11

"2
11"x4

1"x4"

"2
11

"2
11

"4
11

"8
3

"8
3

"16
5

"8
31

"8
11

"8
11

5"

4"

"2
13

d

d

d

dia.

Post

Outside

shim stock or strip conforming to ASTM B36.

shims per post.  Shims shall be fabricated from brass 

Furnish 2 each ¨.012" thick and 2 each ¨.032" thick 

rad.

a

rad.

b

rad.

c

rad.

d

dia.

Post Size

Nominal

(dia. x length)

Bolt Size

6"

5"

4"

"2
13

6.625"

5.563"

4.5"

4"

"4
110

"2
19

"2
17

7"

"16
11

"16
11

"16
13

"16
13

"8
1

"8
1

"8
1

"8
1

"4
3

"8
11

"4
3

"8
7

"2
11

"4
11

"4
11

1"

"8
3

"16
5

"16
5

"16
5

134

98

76

43

"8
11

"8
11

"8
7

"8
7

2’-0"

2’-0"

1’-6"

1’-6"

"2
11"x4

1"x4"

"x4"4
3

"2
1"x34

3

Base Data Table

Use standard drawing D-754-6 for fuse plate, hinge plate, and foundation details.

tack welded to the base as shown.

When the base plate is fabricated in aluminum, the aluminum base plate washers shown shall be 

Notes:

6. Retighten each bolt to prescribed torque in the same order as initial retightening.

locker shall fill the gaps between the thread and the mating surface to form solid, one part assemblies.

(2008).  The thread locker shall secure the entire assembly from vibration, pressure and corrosion.  The thread 

5. Loosen each bolt and apply thread locking liquid resin.  The liquid locking resin shall conform to ASTM D5363-03 

4. Retighten bolts in a systematic order to prescribed torque. (see table)

then loosen.

3. Tighten all bolts the maximum possible with 12" to 15" wrench to bed washers and shims and to clean bolt threads, 

2. Shim as required. 

1. Assemble post to stub with bolts and with one flat washer between base plates and keeper plate.

Assembly Procedure:

Shim Detail

Stub Post Connection - Type D

(Single Post)

Elevation View

Top View

Stub Post Detail

Slip Base Orientation
Top View
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All reinforcing steel shall be Grade 60 steel.1.
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A

H

H

E

E

B

A

C

C

E

E

B

G

G

Hinge plate

F (dia.) F (dia.)

J (dia.)

Fuse plate

2" Cl.2" Cl.

2" Cl.

60"

Slip base
4"

" bevel4
3

Stub post

Tie bars

4"

4"

2" Cl.

1
0
" 

m
a
x
.

S
tu

b
 p

o
s
t 
le

n
g
th

D
e
p
th
 (
s
e
e
 p
la

n
s
)

Tie bars

bars together

and reinforcing 

Tie the tie bars 

Reinforcing bars

Reinforcing bars

Normal foreslope

Perforated fuse plateHinge plate

D

D D

D

1" below sign panel
to post)

(weld bolt

W

Fuse and Hinge Plate Data

Bolt Size GA B C D E F H I Jdia.

Pipe Size

Nominal

6"

5"

4"

"2
13

"4
16

"4
35

"4
35

5"

"4
12

2"

2"

"4
31

2"

"8
71

"8
71

"16
111

"8
11

1"

1"

"16
13

"8
11

1"

1"

"8
7

"16
13

"16
11

"16
11

"16
9

"8
5

"16
9

"32
17

"32
15

"2
1

"2
1

"8
3

"4
1

"2
1

"16
7

"32
15

"32
13

"8
5

"8
5

"16
9

"16
7

"4
1"| x 24

3

"4
3"| x 18

5 

"2
1"| x 18

5

"2
1"| x 12

1

Dimensions Properties

6

5

4

2
13

6.625

5.563

4.500

4.000

6.065

5.047

4.026

3.548

.280

.258

.237

.226

6.564

5.057

3.733

3.151

28.14

15.16

7.232

4.788

5.581

4.300

3.174

2.680

8.496

5.451

3.214

2.394

6

5

4

2
13

6.625

5.563

4.500

4.000

6.065

5.047

4.026

3.548

.280

.258

.237

.226

18.97

14.62

10.79

9.11

28.14

15.16

7.233

4.788

5.581

4.300

3.174

2.680

8.495

5.449

3.215

2.394

Round Metal Posts

dia. in.

Nominal

dia. in.

Outside

dia. in.

Inside

in.

Thickness

Wall

Pound

Foot

per

Weight

in.

of Inertia

Moment

in.

Sec. Area

Cross

in.

Diameter

Section

4 2 2

Steel

Aluminum

diameter

Foundation
Post Size

5"-6"

"-4"2
13

1’-9"

1’-4"

2. Tighten all bolts the maximum possible with 12" to 15" wrench.

1. Assemble hinge plate to post with bolts and one flat washer and lock washer under nut.

Assembly Procedure:

Type D only 3 bolt base plate is required.

number and length of rebar.  If using 

See standard drawing D-754-5 for size, 

base with stub post connection.

Foundation detail for breakaway 

made above and below post location, and also back and ahead of post.

The vertical clearance of the break-away base, 4" height and 60" clearance, shall be 

base details.

Use standard drawings D-754-2, D-754-3 and D-754-4 for information on breakaway 

after fabrication.  Aluminum posts will not require treatment.

treated with an approved method meeting ASTM A780 or the cut may be galvanized 

Fuse joints cuts for steel posts may be cut after galvanizing and cut surface shall be 

Notes:

Side View

Top View

Hinge Plate

Top View

Front View

Foundation
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" to 5"2
13 11

6" to 12" 10

"32
9

Panel sign

" Steel channel8
51

Clamp

Clamp

Tubular sign post

" dia. bolt (min.)8
3

Panel sign

" Steel channel8
51

1"

1"
"16

5

D

min.
12"

Tubular sign post

"8
51

"8
3

"8
3

"8
7

"8
51

1" dia.

dia. of post

" + outside16
1

dia. of post

" + outside2
1

"2
11

"4
1

"8
1

"4
1

Clamp

"4
11"4

3

"16
1

"32
3

"16
1

"2
1

Slotted holes (A)

Slotted holes (A)

" dia.16
7

" thickness64
5

" inside dia.16
7

=.062"R

.125"

=.125"R
=.220"R=.250"R

.986"

.081"

.410"

.264"

.125"

.081" .094"

2"

2"

.081"

2"

12"

12"

6"

=.125"R

.125"

.216"

.687"

=.250"R .125" =.250"R

"16
9

Slotted holes (A)

90^

permitted in this area.
1" max. .008 drop off

dia.

Post Size

min.

Gauge

Clamp

.125"

Clamp

Tubular sign post

" dia. bolt (min.)8
3

" Steel channel8
51

1"

1"
"16

5

D

Flat sheet sign

Flat sheet sign

Tubular sign post

post cap

Moisture proof

" Steel channel8
51

Clamp

post cap

Moisture proof

" plate welded all around may be used.8
1In place of post cap, a 

Post caps shall be furnished for all steel or aluminum posts.

dia. in.

Post Size

in.

D

12

10

8

6

5

4

2
13

8
529

4
320

16
113

16
77

8
15

16
33

3

All inside and outside corners = .031" radius unless specified otherwise.

Wall thickness = .078" unless specified otherwise.

4’-6" etc.3" even + 6" length panels

5’-0" etc.6" odd length panels

5’-6" etc.9" odd + 6" length panels

4’-0" etc.12" even length panels

center, spacing from end as listed below:

(A) Slotted holes shall be punched in the aluminum panels at 1’-0" on 

min.
12"

.626"
.188"

.250"

.687"

.094"
.250"

(both sides)

Must be flat or concave

.015"
.081"

"4
1

Top View

Side View

Top ViewSide View

Post Cap Detail
Aluminum Panel Details

Slotted Hole Detail

Flat Washer Detail

12" Extruded Panel

Alternate A

12" Extruded Panel

Alternate B

6" Extruded Panel
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D-754-7PIPE SUPPORT AND SIGN MOUNTING DETAILS

Panel Sign Clamp Mounting Details

Clamp Detail Steel Channel Detail

Top View

Flat Sheet Sign Clamp Mounting Details

Side View
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DED C

A

B

F
 (

A
)

60°

Varies

Varies

 

 

 

Varies

Varies
lines of letters.

of the adjacent 

of the letter height 

Equal to the mean 

lines of letters.

letters in the adjacent 

heights of the capital 

 of the average of the 4
3

VariesVaries
 

Varies (see Sign Details in plans) 

letter. (also applies to spacing between words)

Essentially the same as the height of the largest 

letter. (also applies to spacing between words)

Essentially the same as the height of the largest 

lines of letters.

of the adjacent 

of the letter height 

Equal to the mean 

E

B

R

RR

A

D

C

" /ft2
1

Taper 

SYMBOL TITLE
CAPITAL OR UPPER CASE

RATIO TO HEIGHT OF

1.75 X A

B 1.5 X A

C

2 X A

Length of diagonal

D

A Letter height 1.0 of capital or upper case

E Space to next character 1 to 1.5 X A

2.5 X A

F(A)

(A) Diagonal stroke of fraction is to be centered optically.

SIZE OF THE FRACTION IS DETERMINED AS FOLLOWS:

Fraction height 

Fraction width 

Fraction width 

8"

A B C

14"

D E

25"

30"

"16
13

"4
3

(Upper Case)
R

"4
33

"2
14

"16
51

"2
11

LETTER SIZE
"EXIT"

"3
110" - 13 "4

118

"8
115 "16

911

8"

(Upper Case)

14"

A B C

17"

20" "4
3

"16
13

D E R

17" 25" 1"

LETTER SIZE

16" - 20"

"4
33

"2
14

"8
35

"16
51

"2
11

"4
31

"3
110" - 13

"8
115

"4
118

"4
122

"16
911

8"

6"

D

12"

9"

18"12"

4" 6"

be at 30°
face, the arrow shall 
number in the sign 
When there is no exit (B)

E

B

R

RR

A

D

C

" /ft2
1

Taper 

  45° (B)

  45° (B)

16"

32"

1" 1"

22"

3"

"2
16

3"

B

E

C

D

"8
56 "2

1

"4
12

(Upper Case)

LETTER SIZE

"8
74 "8

3

"2
11"16

53 "4
1

"2
1410" "8

7

CB

A

4"

8"

6"

A

"2
1

"8
3

"4
1

"8
7

E R

R

R

12"

8-3-11
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GORE SIGNSDIRECTION SIGNS

EXIT

DOWN ARROW

TYPICAL SPACING

DESTINATION SIGNS

DISTANCE AND

and Typical Spacing details

Revised Distance & Destination 5-4-16



B B

AA

C

C

P
a
y
 l
e
n
g
th

"P
"

p
o
s
t

d
ri
v
e
n

P
il
e

B

C

DA

E

E

B

C

2

A

2

A

1
t

60"

t
1

t
1

A

"2
1

"2
1

B

2

(typ.)

Dia. = F

1"

1"

1" 1"

"16
1Bolt dia. + 

that shown for installations on left shoulder.
and in gore. Plate slot bevels are opposite hand from 
Sections shown are for installations on right shoulder 

of the support to a point in the ground surface on the other side.
within the length of the chord, on the ground surface on one side
radially to the center line of the highway and connecting any point,
Max. protection of the stub post is 4" above a 60" chord aligned

stock or strip conforming to ASTM B36.
per post. Shims shall be fabricated from brass shim
Furnish 2 - .012"– thick and 2 - .032"– thick shims

Base Connection Data Footing Data

W4X13

W5X16

W6X20

W8X24

W8X28

Bolt Size A B C D E W F

14’

14’

14’

14’

14’

"4
1" x 54

3

"4
1" x 58

7

"4
11" x 5

6"

8"

8"

3"

3" 2"

"2
12

"4
31

"2
11 "2

13

4"

4"

"4
11

2"

2"

1"

"4
11

"2
11 "4

3

"2
1

"2
1 "4

1

"4
1

"16
5 " 16

11

"16
15

"16
13

t
1

t
2

Notes:
Sign post

(see detail)

Stiffener plate

hole (optional)

" Lifting2
1

manufacturer

required by the

Flat washer as

Ground line

Base plate

couplers

Breakaway

plate

Base

Typ.

W

"8
3

Typ.

"8
3

W

Sign post Stub post

line

Ground

plate

Base

connection

Base Ground line

thickness=t

Plate

4" Max

" (typ.)16
1Flange thickness - 

Typ.
W

4

12

Sign Post and Stub Post

Elevation

Shim Detail Stiffener Plate Detail

(See Table for Dimensions)

Section A - A Section B - B

(See Table for Dimensions)

Section C - C

W-Shape - Pile Footing

4"

W-shape pile post

Pile Size

Post & 

W-Shape

Post "P"

W-Shape Pile

Assembly procedure according to the manufacturer’s recommendations. 3.

installation.

ASTM - A325. Refer to"Sign Summary" sheet for specific data on each individual sign 

Structural steel shall conform to Sec. 894.03 B.6. High strength bolts shall conform to2.

requirements of NCHRP Report 350.

requirements as specified by DENT BREAKAWAY IND., INC. which meets the 

from material meeting the requirements of ASTM A325 fasteners with the special 

coupling system may be used.  The breakaway coupling system shall be manufactured 

In lieu of the breakaway base system shown on standard D-754-13 the breakaway 1.
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D

D

6" or 12"

12"

12"

12"

12"

Drawing D-754-14)

(see Standard

Wind beams

sign post

W-shape

sign post

W-shape

(same size as post)

W-shape pile

Drawing D-754-14)

(see Standard

Anchor plate

Ground line

W4x13

W5x16

W8x24

W8x28

W8x31

W10x39

W6x20

Torque = 600 in-lb

�" | x 3�"

Torque = 600 in-lb

�" | x 3�"

Torque = 800 in-lb

�" | x 4�"

Torque = 800 in-lb

�" | x 4�"

Torque = 1000 in-lb

1" | x 5"

Torque = 1200 in-lb

1�" | x 5"

Torque = 1200 in-lb

1�" | x 5"

A B C D E W R

6"

6"

8"

8"

9"

8"

9"

1" �" �" �"2�" 1�" 3�" 1�"

2�" 1�" 3�" 1�" 1" �" �" �"

1�" �" �" �"3" 4" 2" 1�"

1�" �" �" �"3" 4" 2" 1�"

�" �" �"3" 4" 2" 1�"2"

�" �" �"5" 2" 1�"2"3�"

�" �" �"5" 2" 1�"2"3�"

G H J K L M dÞdÝ

2" 1" �" �" �"1�" 2�"4" �"

�" �" �"1�" 2�"5"2�" 1�" 1�"

�"

�"

�" �"1�" 3�"6"2�" 1�" 1�" �"1�"

�" �"1�" 3�"2�" 1�" 1�" �"1�"6�"

�"1�" 3�"2�" 1�" 1�" 1"1�"6�" 1�"

�"1�" 5�" 1"1�"1�"3" 8" 1�" 2"

�"1�" 5�" 1�"1�"3" 8" 1�" 1�" 1�"

t ßt Ý t Þ

M/2

M/2

D

Thickness = ¢"

Top base plate

area.

runs or beads in washer

Remove all galvanizing

Bottom base plate

Ground line

W-shape pile

W

A A

C

C

Plate thickness= tÞ

|= 2R

steel sheet

galvanized

28 gauge

Sign panel face

of sign panel

Bottom edge

Ground lineBase plate

R

Post clip
Panel bolt

Sign panel face

Post clip

Slotted hole

Panel bolt

Clipped to fit

Sign panel face

washer

lock nut and

Nylon insert

Post clip

R

R

4

4
12

12 R

R

4

4
12

12

1" dia.

1"

1"

1"1"

60"

4" max.

E

D

E

At Þ

C

B

A/2

A/2

E

D

E

A

C

B

A

2C + post depth

2B + post depth

E

E

B

"2
1

"2
1

A

2
G

2
G

M

M

2
G

2
G

" bevel8
5

W-shape pile

(Side View)

dia.

Bolt

B
B

W-shape sign post

W-shape sign post

sign post

W-shape

sign post

W-shape

sign post

W-shape

sign post

W-shape

Post clip

Post clip

points on the ground surface on opposite sides of the stub post.

radially to, the center line of the highway and has the chord’s end 

4" parallel to any chord, which is perpendicular to, or aligned 

Maximum projection of base plate shall not extend above a line 

the left shoulder shall have the plate slot bevels reversed.

Sections shown are for installations on right shoulder.  Installations on 

See Detail A each post at each panel joint as indicated.

Post clips shall be installed on both sides of 

(see detail)

Base connection

(see detail)

below washer

Install keeper plate

(see detail)

Stiffener plate

(see detail)

Perforated fuse plate(see detail)

Hinge plate

and lock washer (Typ.)

hex nut, two flat washers,

high strength hex head bolt,

Bearing-type connection,

before galvanizing

Post shall be saw cut

See Assembly Procedure.

table for bolt dia. and torque.

hex nut and 3 washers.  See

High strength bolt with heavy

14’

12"

12"

t Ý

t Ý

"8
3

4"

t Þ

" Typ.8
3

W Typ.

(optional)

" dia. lifting hole2
1

Plate thickness= tß

‘ post

‘ post cut

|= dÞ

|= dÝ

‘ post cut

|= dÝ

Plate thickness= tß
‘ post

" Typ.16
1

Flange thickness

W Typ.
"2

1than 

panel more

extend above

Post shall not

(optional)

" dia. lifting hole2
1

W Typ.

horizontally.

(see detail).  Bolts spaced 2’-0" on center

hex nut, lock washer, and two flat washers

" long hex head bolt,4
3-16x8

3Panel bolt 

E E

" inside dia.16
7

F

F

the Standard Specifications.

preparation shall be in accordance with Section 754.04 D.4.c of 

Section 754.04 D.4.b of the Standard Specifications.  Edge 

using a mechanically guided cutting torch in accordance with 

All posts shall be saw cut.  Plates may be sheared or flame cut 

 

traffic.

Perforated fuse plate shall be installed on side of post facing 

 

individual sign installation.

Refer to Sign Summary sheet for specific data on each 

 

ASTM A325. 

Standard Specifications.  High strength bolts shall conform to 

Structural steel shall conform to Section 894.03 B.6 of the 

 

Notes:

and with one flat washer and lock washer under nut.

5. Assemble perforated fuse and hinge plates to post with bolts 

the prescribed torque (see table).

4. Loosen each bolt in turn and retighten in a systematic order to 

threads.

12" to 15" wrench to bed washers and shims and to clean bolt 

3. Tighten all base connection bolts the maximum possible with 

2. Shim as required to plumb post.

washer between top base plate and the keeper plate.

1. Assemble base plates together with bolts and with one flat 

Assembly Procedure:

2’-0"

1’-0"

1’-0"

12"

6" or 12"

strip conforming to ASTM B36.

be fabricated from brass shim stock or 

.032"– thick shims per post.  Shims shall 

Furnish 2 each .012"– thick and 2 each 

Pile Size

Post and

W-Shape

and Torque

Bolt Size

Base Connection Dimensions Fuse and Hinge Plate Dimensions

H

H

G

L L

J

K L L

J

K

H

H

G

Stiffener Plate

Hinge Plate

Detail A

Section A-A Section B-B

Shim Detail

Keeper Plate

Fuse Joint

Section E-E Section F-F

Flat Washer Detail

Section D-D

on W-shape Sign Posts

Typical Panel Mounting
Base Connection Detail
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Panel bolts

6 required on each angle.

hex nuts, lock washers,

head designed to fit slot,

" bolts with square4
1" dia. x 18

3

1.68 lbs/ft

"x5’-2"4
13"x3"x

Aluminum Angle (see note)

(M
a
in
 S
ig

n
)

S
ig

n
 i
n
 P
la
c
e

E
x
it
 N

u
m

b
e
r 
S
ig

n

Sign

W-shape post

"4
34

S6x12.5

W-shape post

S6x12.5

"16
131

Sign

hex nut

lock washers, and

with tapered washer,

long hex head bolts

" dia. x 2"16
94-

"8
51

"16
74

hex nut

lock washers, and

with tapered washer,

long hex head bolts

" dia. x 2"2
14-

Sign

W-shape post

S5x10

Sign

W-shape post

S5x10

"16
93

"16
71

hex nut

lock washers, and

with tapered washer,

long hex head bolts

"2
1" dia. x 116

74-

Sign

W-shape post

S4x7.7

Sign

W-shape post

S4x7.7

Sign

W-shape post

"16
72

S3x7.5

lock washers, and hex nut

with tapered washer,

long hex head bolts

"2
1" dia. x 18

34-

W-shape post"8
11

Sign

18"

36"

36"

"4
12

"4
12

6"

6"

9"9"

"2
1715""2

17

"4
31

"4
31

30"

"2
14

30"

"2
14

12"
6"

3"

24"

3"

24"

"16
31

"16
31

6"

" plate2
1

" plate8
5

" plate8
5

12"

B

A

B

Fuse plate

Wind beams

Sign

Fuse plate

W-shape post

W-shape post

Breakaway base

with lock washers

" dia. bolts2
12-

with lock washers

" dia. bolts2
12-

with lock washers

" dia. bolts8
52-

with lock washers

" dia. bolts8
52-

with lock washers

" dia. bolts8
52-

with lock washers

" dia. bolts8
52-

12" Ground line

Breakaway base

Anchor plate
Anchor plate

Conneciton Details

See Wind Beam

shall determine the exact location.

Angles shall be placed as near as possible to posts.  The Engineer 

between angles varies depending on post spacing of sign in place.  

Note: Two aluminum angles required on each sign.  The distance 

The bolts shall conform to requirements of ASTM A307 and galvanized according to ASTM A153.

The wind beam shall conform to Section 894.03 B.6 of the Standard Specifications.

The B distance is calculated by the following formula, B=A/4.

Notes:

W4-13 & W5-16

W6-20, W8-24 & W8-28

W8-31 & W10-39

End View Top View

End View

End View

End View Top View

Top View

Top View

ANCHOR PLATE DETAILS

W4-13 & W5-16

W8-31

W10-39

W6-20, W8-24 and W8-28
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document is stored at the

on                  and the original

PE-         , 

Registration Number 

issued and sealed by 

This document was originally

D-754-14

 

WIND BEAMS AND ANCHOR PLATES

FOR W-SHAPE SUPPORTS

WIND BEAM CONNECTION DETAILS

EXIT NUMBER SIGNS

ASSEMBLY DETAIL FOR

AND ANCHOR PLATES

FOR WIND BEAMS

ASSEMBLY DETAIL

10-3-13

7/8/14
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DEAD

END

Speed

85th Percentile

Posted or

Distance

Minimum

125 ft

175 ft

250 ft

325 ft

400 ft60 mph

55 mph

50 mph

45 mph

0 to 40 mph

Assembly A

W1-6(L)-48

W1-7-48

8" or 9"

10’

5’

4’

.08"

8"

1"
.75"

.081"

9"

.125"

1.50"

48"

46"

3"

24"

3"

clearance
Vertical

4’

3"
6"

21"21"

9"

clearance
Vertical

sheeting

retroreflective

Red and white

" perf. tube2
1"x12

11

of roadway

Finished elev.

of roadway

Finished elev.

W14-1-30

W1-1(L)-30
W2-4-30

Placement Table
See Advance Sign

Placement Table
See Advance Sign

Placement Table
See Advance Sign

12"

30"

42.42"

6"

12"

24"

.240"

.812"

.094"

(B)
(B)

"  fasteners.8
3(B) Holes to be punched round for 

20"

20"

Ground

Ground

4’

6"
3"

Breakaway base

base

Breakaway

2’-6"

6" 6"

45^

"x12 ga. perf. tube2
1"x22

12

max. length 13.6’

"x10 ga. perf. tube2
1"x22

12
max. length 14.5’

"x12 ga. perf. tube2
1"x22

12

Clearance Table
See Horizontal

with washer

" bolt8
3

0 to 2

>2 to 4

>4 to 6

>6 to 8

>8 to 10

16

18

20

22

24

ft

Offset

ft

Shoulder Width

Placement Table (A)

Advance Sign
Table

Horizontal Clearance

advanced warning sign shall be placed just after the section line road.

 mile or less from a section line road, the 2
1(A) If roadway termination is 

R=.625"

R=.250"

base

Breakaway

anchor unit

3"x3"x7 ga.

anchor unit

3"x3"x7 ga.

anchor unit

3"x3"x7 ga.

Clearance Table)

(See Horizontal

driving lane

from edge of 

Edge of sign face

Reflective sheeting shall be Type XI.

Breakaway base and anchor unit as shown on D-754-24 or D-754-24A.

parking and/or pedestrian movements will occur.

Vertical Clearance: 5’ minimum, 7’ residential and business districts where 

by the Engineer.

necessary signs and barricades at each location shown on the plans or directed 

shall  be full  compensation for furnishing, delivering, and installing all  

Basis of Payment: The number of locations.  The unit price bid for each location 

accepted by the Engineer.

Method of Measurement: The number of each location completed, in place, and 

for sign supports.

Barricade Supports: Barricade supports shall  be made of material as specified 

" diameter bolts placed between the reinforcing ribs, two bolts per post.8
3

from anodized aluminum and shall  be attached to the perforated tube posts with 

Barricade Rails: Rails shall  be 8’’ or 9’’ x 120’’.  Barricade rail shall  be fabricated 

Notes:

D-754-18

 

BARRICADE AND ADVANCE SIGNS

FOR FORWARD ROADWAY TERMINATION

REVISIONS

DATE CHANGE

DEPARTMENT OF TRANSPORTATION

NORTH DAKOTA

of Transportation

North Dakota Department

document is stored at the

on                  and the original

PE-         , 

Registration Number 

issued and sealed by 

This document was originally

Type A

with Dead End

Roadway Termination

Type B

with Right or Left Turn

Roadway Termination

Assembly A

Type III Barricade

Assembly Detail for 30" Signs

Bent Extruded Dog Bone

Directional Arrow Signs

Assembly Detail for

Barricade Bar Details

2930

475 ft

550 ft

650 ft75 mph

70 mph

65 mph

Type C

with T-Intersection

Roadway Termination

Roger Weigel

10-3-13

7/8/14
                     for directional arrow signs.

                     and revised Assembly detail

7-8-14           Note added for Refl. sheeting

Non bkwy base for 30" signs11-4-13



18"

4"

3"

1"

1"

10"

1"

6"

3"

6"

4"

3"

27"

�"

10"

5"

1"

1"

3"

6"

36"

3"

6"

�"

4"

3" 1"

5"

18"

3’-0"

6"

3"

1"

1"

6" 6"

6"

Type C 10’-0"
Type B 9’-0"
Type A 8’-0"

1"

1"

1"

�"

3"

3"

4’-0"

Series B

Green

Series D

Series D Series D

Series D Series D

Series D

Green

Whitee

Green

lane
driving
Edge of

See detail "A"

shoulder
Edger of

�" dia.

and lock washer
�" dia. bolt with washer

washer and lock washer
�" dia. bolt with

of 10 gauge material.
fabricated from a minimum
Anchor plate shall be

with button head
�" Non-rust fastener

Mile signs

1�" 1�" 1�"

10"

(A)

6"

12"

Whitee Whitee

Series B Series B

3.922" 3.922" 3.922" 3.922" 3.922" 3.922"

2" 2" 2"

3"

3"

16�"

10�"

19�"

16�"

post 12 guage
2" x 2" Perforated sign

anchor post 12 guage
2�" x 2�" Perforated

sleeve 12 gauge
anchor reinforcing
2�" x 2�" Perforated

1�"

12 gauge
Sign post
2" x 2"

5"

�’"

6"

3"

12"

6"

3"

4:1 or 6:1

DETAIL "A"

INSTALLATION

Area = 1.25 S.F.
TYPE A

Area = 1.88 S.F.
TYPE B

Area = 2.50 S.F.
TYPE C

POST AND ANCHOR PLATE DETAIL

posts

or in line with existing delineator

8’ Clearance to finished shoulder(A)

(back to back)
ASSEMBLY DETAIL

section 754 & 894 of the Standard Specifications.  

applied copy.  Screening and reflective sheeting for applied copy shall conform to

Numbers:  Numbers shall be of the series shown and may be screened or

Reflective Sheeting:  Sheeting shall be Type IV.

or other suitable vandal resistant non-rust fastener.

Fasteners:  The signs shall be attached to the post by tension pin type fastener

Posts: Posts shall conform to section 894.03 of the Standard Specifications.

conform to section 894.01 of the Standard Specifications.

Sign:  Backing shall be fabricated of 0.080 aluminum.  Sheeting shall

Installation:  Posts shall be installed along right shoulder.

NOTES:

REVISIONS

DATE CHANGE

DEPARTMENT OF TRANSPORTATION

NORTH DAKOTA

of Transportation

North Dakota Department

document is stored at the

on                  and the original

PE-         , 

Registration Number 

issued and sealed by 

This document was originally

D-754-19
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(CONVENTIONAL USE)  REFERENCE MARKERS

Roger Weigel,

12-1-10

7/8/14

                     reflective sheeting notes

7-8-14          Revised post and 



24"

10"

4"

1"

1"

12"

1"

10"

3"

10"

4"

36"

�"

12"

6"

1"

1"

10"

10"

48"

10"

�"

4"

1"

6"

18"

3’-0"

6"

3"

1"

1"

6" 6"

6"

Type C 10’-0"
Type B 9’-0"
Type A 8’-0"

1"

1"

1"

�"

3"

3"

4’-0"

Green

Series D

Series D Series D

Series D Series D

Series D

Green

Whitee

Green

lane
driving
Edge of

See detail "A"

shoulder
Edge of

�" dia.

and lock washer
�" dia. bolt with washer

anchor post 12 guage
2�" x 2�" Perforated

washer and lock washer
�" dia. bolt with

of 10 gauge material.
fabricated from a minimum
Anchor plate shall be

with button head
�" Non-rust fastener

Mile signs

1�" 1�" 1�"

12"

(A)

6"

12"

Whitee Whitee

3.922" 3.922"
3.922" 3.922"

3.922" 3.922"

3" 3"

3"

14�"

21�"

3"

3"

Series B Series BSeries B

26�"

3"

21�"

post 12 guage
2" x 2" Perforated sign

sleeve 12 gauge
anchor reinforcing
2�" x 2�" Perforated

1�"

2�"

2�"

3�"

3�"

12 gauge
Sign post
2" x 2"

6"

�’"

12"

3"

3"

4:1 or 6:1

DETAIL "A"

INSTALLATION

Area = 2.00 S.F.
TYPE A

Area = 3.00 S.F.
TYPE B

Area = 4.00 S.F.
TYPE C

POST AND ANCHOR PLATE DETAIL

posts

or in line with existing delineator

8’ Clearance to finished shoulder(A)

ASSEMBLY DETAIL

section 754 & 894 of the Standard Specifications.  

applied copy.  Screening and reflective sheeting for applied copy shall conform to

Numbers:  Numbers shall be of the series shown and may be screened or

Reflective Sheeting:  Sheeting shall be Type IV.

or other suitable vandal resistant non-rust fastener.

Fasteners:  The mile signs shall be attached to the post by tension pin type fastener

Posts: Posts shall conform to section 894.03 of the Standard Specifications.

conform to section 894.01 of the Standard Specifications.

Mile Sign Backing:  Backing shall be fabricated of 0.080 aluminum.  Sheeting shall

Installation:  Posts shall be installed along right shoulder in line with delineators.

NOTES:

REVISIONS

DATE CHANGE

DEPARTMENT OF TRANSPORTATION

NORTH DAKOTA

of Transportation

North Dakota Department

document is stored at the

on                  and the original

PE-         , 

Registration Number 

issued and sealed by 

This document was originally
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(EXPRESSWAY-FREEWAY USE) MILE POSTS
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                      reflective sheeting notes

7-8-14            Revised post and 



4" 4"

2"

2"

4"

6"

4"4"

4"

2"

2"

4"

2"

2"

6"

4"4"

6"

4"

2"

6"

1"

1’ 0"

3"

6" dia.

2"

2"

2"

2"

2"

o
f 
tr
a
ff
ic
 l
a
n
e

4
’ 
a
b
o
v
e
 e

d
g
e

3"

‘ of roadway

Sign

Top of crossover

Bottom of ditch
‘

‘ of roadway

" 8
3R = 

" dia. typical4
1

" 8
3R = 

" 8
3R = 

" 8
3R = 

" 8
3R = 

" 8
3R = 

shoulder
to finished
8’ clearance

Aluminum Post Detail

MedianMedian

Median Crossovers

Installation

Delineator Attachment Detail

Main line Ramps Narrow Bridges

Signing and Delineation system

Approx. 0.88 lbs/ft

Approx. 2.0 lbs/ft

(Type D delineator)

One reflector

(Type E delineator)

One or Two reflectors

Type E

(Type C delineator)

Three reflectors

(Type B delineator)

Two reflectors

(Type A delineator)

One reflector

sheeting

reflective

Yellow 

3" wide yellow band

A

A

6"

6"

1"

elevation 

Finished shoulder 

5’

4
’ 
0
"

Type D

3" wide white/yellow band

3" wide white/yellow band

6"

�"

2"

"16
13

"4
31

"16
11

"16
13

"16
131

Steel Post Detail

Type A, B, and C

Delineator Details

Section A - A

Reflector

Post

Fastener (A)

Sign

Sign and Delineator

Delineators

Type A

Type C

Alternate Type E

Reflector (C)

(D)

(D)

U-type Post

3" wide yellow

2" wide black

3" wide yellow

that post, or drill all the posts the same so that any number of reflectors may be added.

(B) The contractor may drill only those holes required to attach the number of reflectors on 

(C) Reflector to be mounted facing traffic at an angle of 93^ away from oncoming traffic.

median crossover an equal distance from each roadway.

(D) The median width may vary.  The sign and delineator assembly shall be placed in the 

Fasteners shall be tension pin type or other non-rust vandal resistant fastener.

". 16
13" dia. with flat washer having a min. outside dia. of 8

3(A) The fastener shall be 

elevation

Edge of traffic lane

8
’ 
to
ta
l 
le

n
g
th
 i
n
 a
ll
 c
a
s
e
s

4"

o
f 
tr
a
ff
ic
 l
a
n
e

4
’ 
a
b
o
v
e
 e

d
g
e

�"

"16
11

"16
71

2"

4"

spacing (S) = 3*ˇR-50

greater than 1200’ the spacing shall be at 264’ centers. With curves less than 1200’ use 

(less than 0^ 30’) shall be at 528’ centers. Curves with a radius less than 11500’ but 

Delineator spacing along main line tangents and curves with radius greater than 11500’ Spacing:

Reflector shall be the same color as the adjacent pavement marking.Reflectors:

Posts are to be installed along the right shoulder line unless shown otherwise on the plans.Installation:

Type E

in place of two 3" yellow bands.

One unit band consisting of two yellow stripes separated by a 2" black stripe may be used Alternate:

REVISIONS

DATE CHANGE

DEPARTMENT OF TRANSPORTATION

NORTH DAKOTA

of Transportation

North Dakota Department

document is stored at the

on                  and the original

PE-         , 

Registration Number 

issued and sealed by 

This document was originally9-25-12

D-754-21
 

 

REFLECTORIZED DELINEATORS
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Roger Weigel,
7-18-14           Revised reflective sheeting
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tangent and curves less than 0°30’ and 264’ on curves 0°30’ and greater.

Note: Delineator spacing along interstate mainline shall be at 528’ centers on 

Normal delineator spacing

Normal delineator spacing
Normal delineator spacing

Normal delineator spacing
Spacing: 150 feet.
lane and continure to gore nose.
Begin at point of deceleration
Type B white delineators.

Spacing: 150 feet.
Begin at gore.
4 Type B white delineators.

Spacing:  100 feet

gore sign delineator.

delineators.  Begin with

Min. of 4 Type B yellow

Spacing:  150 feet

Begin with gore sign delineator.

3 Type A white delineators.

OM1-1

Object Marker Type 1

Spacing:  100 feet

Begin at gore.

Min. of 4 Type B yellow delineators.

Spacing:  50 feet

white delineators.

Min. of 3 Type D

Spacing:  40 feet

yellow delineators.

Min. of 3 Type D

Spacing:  50 feet

white delineators.

Min. of 3 Type D

REVISIONS

DATE CHANGE

DEPARTMENT OF TRANSPORTATION

NORTH DAKOTA

of Transportation

North Dakota Department

document is stored at the

on                  and the original

PE-         , 

Registration Number 

issued and sealed by 

This document was originally9-25-12
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TYPICAL INTERCHANGE DELINEATION

9/25/2012
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Roger Weigel,



Normal delineator spacing

Spacing: 100’

4 type B yellow delineators

Normal delineator spacing

Spacing: 150 feet
Begin at gore.
4 Type B white delineators.

Spacing: 150 feet

Begin with gore sign delineator.

2 Type A white delineators.

Spacing: 100 feet

Begin with gore sign delineator. 

3 Type B yellow delineators.

OM1-1

Object Marker Type 1

Normal delineator spacing

Normal delineator spacing

Off-ram
p

On-
ra

mp

tangent and curves less than 0°30’ and 264’ on curves 0°30’ and greater.

Note: Delineator spacing along interstate mainline shall be at 528’ centers on 

Spacing: 150 feet
lane and continue to gore nose.
Begin at point of deceleration
7 Type B white delineators.

REVISIONS

DATE CHANGE

DEPARTMENT OF TRANSPORTATION

NORTH DAKOTA

of Transportation

North Dakota Department
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8’ min.

Varies

6’ min.6’ min.
8’ min.

8’ min.

Varies 6’ min. 6’ min.

8’ min.

Steel Post Detail Aluminum Post Detail

Major Roadway

Stop sign

Stop sign

(approx. 0.88 lb/ft)(approx. 2 lb/ft)

2"
"8

1

"16
11

"4
31

"16
13

"16
11

"8
1

"16
71

"16
131

"16
13

o
r 

C
o
u
n
ty
 R

o
a
d

w
a
y
s

Im
p
ro

v
e
d
 L

o
c
a
l 
R
o
a
d

w
a
y
s

Type D delineator (A)Type D delineator (A)

Type D delineator (A) Type D delineator (A)

Reflector

Fastener (C)

Post

Fastener Detail

1"

U-type Post

(Type D delineator)

One reflector

Type D

3" wide white/yellow band

6"

o
f 
tr
a
ff
ic
 l
a
n
e

4
’ 
a
b
o
v
e
 e

d
g
e

8
’ 
to
ta
l 
le

n
g
th

6" dia.

3" wide white/yellow band

1 hole

Type D

Edge of shoulder

Edge of shoulderEdge of shoulder

Edge of shoulder

with holes the entire length at 1" centers.
(B) Contractor may drill only those holes required to attach reflectors on the post or provide posts 

delineator shall be placed directly across from the stop sign.
delineator may be placed on the stop sign post at the height shown for the delineator.  The opposite 
(A) Delineators shall be installed as shown in the plan layout.  When a stop sign is present, a 

be tension pin type or other non-rust vandal resistant fastener.

". Fasteners shall 16
13" dia. with flat washer having a min. outside dia. of 8

3(C) The fastener shall be 

D-754-22C
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Sign overhang

width
Finished shoulder

spacing
Sign support

S
ig

n
 s

u
p
p
o
rt

A
n
c
h
o
r 
u
n
it

V
e
rt
ic
a
l 
c
le
a
ra

n
c
e

S
ig

n
 h

e
ig

h
t

below top of sign
Distance support

‘ of roadway
or auxiliary lane

Edge of driving lane

shoulder

Edge of finished

Foreslope

for number of supports required

see sign summary sheet

Second support,

for number of supports required

see sign summary sheet

Second support,

‘ of roadway

Foreslope

Sign overhang

below top of sign
Distance support

A
n
c
h
o
r 
u
n
it

S
ig

n
 s

u
p
p
o
rt

7
’ 
V
e
rt
ic
a
l 
c
le
a
ra

n
c
e

S
ig

n
 h

e
ig

h
t

Shared use path width

5’ max.
4’ min.

5’ max.
4’ min.

Stop sign

12’

Y

2’ min.

edge of driving lane

Face of curb or

‘ of roadway

R
a
d
iu
s

Radius

80

75

70

65

60

55

50

45

40

50

50

50

50

50

50

50

50

50

43

39

35

32

28

25

21

18

15

ft.

Radius

ft.

Y-max.

ft.

Y-min.

Residential or Business District

Bicycle - Pedestrian Path

This layout is to be used for the placement of "Stop" signs.

see Note 1
3’ min.

spacing
Sign support

0 to 2

>2 to 4

>4 to 6

>6 to 8

>8 to 10 24

22

20

18

16

Table
Horizontal Clearance

ft
Shoulder Width

ft
Offset

See Horizontal Clearance Table

Edge of shoulder

See Note 4
6’ max.
3’ min.

See Note 4
6’ max.
3’ min.

     clearance of 2’ shall be provided.

4. The clearance from edge of shared use path to edge of sign should be 3’ except where width is limited, a minimum

be 5’ above the edge of the driving lane.

3. Offset signs: Where signs are placed at least 30 feet or more from the edge of the traveled way, the height to the bottom of such sign shall 

The vertical clearance shall have a maximum height of 6" above the vertical clearance specified above.

Adopt-a-highway signs installed on Freeways shall be at least 7’ above the edge of the driving lane.

Signs on expressways shall be installed with a minimum height of 7’. 

shall be at least 7’. 

to the edge of the driving lane or auxiliary lane.  Where parking or pedestrian movements occur, the clearance to the bottom of the sign 

2. Minimum vertical clearance: Signs installed at the side of the road in rural districts shall be at least 5’ measured from the bottom of the sign 

from the sign support, not including any attached curb.

clearance of 2’ shall be provided.  The horizontal clearance may need to be increased to maintain a minimum sidewalk clear width of 4’ 

1. Curbed Roadways: The clearance from the face of the curb should be 3’ except where right of way or sidewalk width is limited, a minimum 

Notes:

D-754-23
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PERFORATED TUBE ASSEMBLY DETAILS

Wide Throat Intersection

Stop Sign Location

Shared Use Path

Typical Section (with curb)

Typical Section (without curb)

10-3-13

7/8/14
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Roger Weigel
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12"

5�"

4
8
"

1
8
"

4"

�"�"

2"

2�" SQUARE

POST RECEIVER
POST LOCKING

WEDGE
INDEXABLE

POST RECEIVER
RUBBER BUSHING

SURFACE MOUNT 

ANCHOR BASE

POST LOCKING

WEDGE

�"-11 SHEAR BOLT

HDW SET

 7

 7

 7

 7

 7

 7

 7

 7

 7

 7

 7

 7

Number

of

Posts

Post

Size

In.

Sleeve

Size

In.

Wall

Thick-

ness

Gauge

Wall

Thick-

ness

Gauge

Anchor

Wall

Thick-

ness

Gauge

Anchor

Size

Without

Slip

Base

In.

Slip

Base

Telescoping Perforated Tube

1

1

1

1

1

1

2

2

2

3 & 4

3 & 4

3 & 4

3 & 4

3 & 4

2

2�

2�

2�

2�

2�

2�

2�

2�

2�

2�

2�

2�

2�

12

12

12

12

12

12

12

12

12

12

10

10

10

10

2�

2�

2�

2�

12

12

12

12

12

12

No

No

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

2�

2�

10

(B)

12

12

3(C)

Breakaway base

surface mount for 1�"

and 2" square post

0.105 

0.105 

0.105 

0.135 

0.105 

0.135 10 

12 

10 

12 

12 

12 1.702 

2.416 

2.773 

3.432 

3.141 

4.006 0.979

0.804

0.605

0.561

0.372

0.129 0.380

0.590

0.695

0.841

0.803

1.010

0.643

0.590

0.499

0.372

0.1721� x 1� 

2 x 2 

2� x 2�

2� x 2�

2� x 2�

2� x 2�

Tube

Size 

In.

W
a
ll

T
h
ic
k
n
e
s
s

in
.

U
.S
. 

S
ta

n
d
a
rd

G
a
u
g
e

W
e
ig

h
t

P
e
r 

F
o
o
t

L
b
s
.

C
ro
s
s
 

S
e
c
t.
 A
re

a

In
.Ô
 

S
e
c
ti
o
n

M
o
d
u
lu

d

In
.Õ

M
o

m
e
n
t 
o
f 

In
e
rt
ia

In
.Ö

The 2 �" size 10 gauge is shown as 2.19" size on the plans;

 The 2�" size is shown as 2.51" size on the plans.

60"

5
�
"

4
’ M

A
X

P
a
y
 
L
e
n
g
th

3"

5
"

3
�

"

3�"

1�"

1
�
"

4
�
"

�
"

3
�

"

1
�
"

2�
"

�
"

3
�

"

2�
"

8"

8
"

Anchor plate shall 

be a minimum of 

10 gauge material and 

galvanized same as post

(2 post installation)

�" Dia. bolts 

with washer and 

lock washer or 

rivets

1"

7"

1"6"6"

9" 9"

(B) - The 2�", 12 gauge posts do not need 

breakaway bases when placed in standard soils, but 

require a shim as specified by the manufacturer.

The breakaway base is required when the support is 

placed in weak soils.  The Engineer shall 

determine if the soils are weak.  Weak soils are

classified as boggy, wet, or loose soil areas.

(C) - 3" anchor unit

(D) - 2�" x 12 ga. x 18" minimum length external

sleeve required.

2�(D)

2�(D)

2�(D)

�"-16 x 3�" grade 8

flanged shoulder bolt.

Zinc per ASTM B633

�" - 13 Grade

8 large serrated

flange nut

Zinc per ASTM B633

1�" Square x �" 

thick teflon coated,

hardened slip washer

1" thick

�" thickness

�" U.S.S. flat washer

ANSI B18.22.1,

type A wide

Zinc per ASTM B633

Ground Line

Anchor unit

A
n
c
h
o
r 
u
n
it

p
a
y
 
le

n
g
th

�"

3"

4
"

3
"

1
5
"

12"

V
a
ri
e
s

MULTI-DIRECTIONAL SLIP BASE ASSEMBLY:

2�" x 12 ga. may be inserted with 2�" x 12 ga.

& 2�" 10 ga. may be inserted with 2�"

x 10 ga. to achieve higher load ability.

DIRECTION OF TRAFFIC

6�"

5
�

"

6
�

"

60^

BOTTOM SOIL STUB

consists of:

ASTM A572 gr. 50

plate - 1"

ASTM A569 sheet -

7 ga.

ASTM A500 grade B

tube - 3" x 3" x 7 ga.

�" -13 x 2-3/4"

Grade 8 double hex

redi-torque bolt,

Zinc per ASTM B633 

SHOULDER BOLT

Ductile Iron Casting class 65-45-12.

Hot Dip Galvanize ASTM A153

�
"

1
�
" 2�

"

D
IR

E
C

T
IO

N
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F
 T

R
A

F
F
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 SLIP BASE DETAIL
3" ANCHOR UNIT

0.783

�"-16 grade 8

serrated flange nut.

Zinc per ASTM B633

6�" Diameter

4" Diameter

8�" Diameter

3" Diameter

1�" Diameter

6" Diameter

�" Diameter

8-places

Shimming agent to reduce tolerance between 3" anchor 

unit and 2�" post.

(standard �" diameter grade 8 bolt may be used with proper shim)

�" Dia. x 3" bolt to be

placed  a minimum of 

12" up from bottom of 

post when using an 

internal or external

sleeve.

SLIP BASE FOR

 2�" POST

Properties of Telescoping Perforated Tubes

SURFACE MOUNT ANCHOR BASE

 

NOTE:

1. 4" Vertical clearance of anchor or breakaway base.  

The 4" x 60" measurement shall be made above and 

below post location and also back and ahead of post.

2. Anchor material shall be 7 guage H.R.P.O. Commmercial 

quality ASTM A569 and 3" x 3" x 7" guage ASTM A500 

grade B.  Anchor shall have a yield strength 43.9 KSI 

and tensile strength of 59.3 KSI. Anchor shall be hot 

dipped galvanized per ASTM A123/153.  All tolerances 

on anchor unit and slip base bottom assembly are 

+/- 0.005" unless ortherwise noted.

3. When used in concrete sidewalk, anchor shall be the 

same concept without the wings

4. Four post signs shall have over 8’ between the first 

and fourth posts.

5. Installation procedures as per manufacturers 

recommendation.

6. Concrete fasteners for surface mount breakaway base 

shall be a minimum �" diameter x 4" grade 8.

8-6-09

D-754-24
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5"

1"

2"

2"

"8
3

"8
3

"2
1

"2
1

"8
3

"8
59

"8
59

"8
59

60°

30°

1
"

1"

1
"

In.

Size

Post

Gauge

ness

Thick-

Wall

In.

Size

Sleeve

Gauge

ness

Thick-

Wall

Base

Slip

2

2

2 12

12

12

10

12

12

10

12

12

12

10

12

12

12

12

12

12

12

2

No

No

Breakaway Coupler

Base Plate with

Notes:

Posts

of

Number

Telescoping Perforated Tube

1

1

1

1

1

1

15"

18"

25"

12"

P
o
s
t 
S
le
e
v
e

P
a
y
 L

e
n
g
th

60"

to Fit Tube

" Plate Formed16
3

Anchor unit

Anchor unit

Ground line

and lock washer

" Dia. bolts with washer8
3

See note 1

4" Max.

Square Tube

Perforated

Square Tube

Perforated

to fit tube

" Plate formed16
3

" Breakaway coupling2
1

Direction of Travel

NCHRP Report 350.

as specified by DENT BREAKAWAY IND., INC. which meets the test requirements of 

material meeting the requirements of ASTM A325 fasteners with the special requirements 

system may be used. The breakaway coupler system shall be manufactured from 

In lieu of the breakaway base system on standard D-754-24 the breakaway coupling 4.

Four post signs shall have over 8’ between the first and fourth post.3.

the post.

Anchor unit shall be the same size as the post and shall have the same specification as 2.

made above and below post location and also back and ahead of post.

4" Vertical clearance of anchor or breakaway base.  The 4" x 60" measurement shall be 1.

2

2

10 10

3 & 4

3 & 4

3 & 4

3 & 4

3 & 4

4
12

 2
12

 2
12

 4
12

 2
12

 2
12

 4
12

 4
12

 2
12

 2
12

 2
12

 2
12

 2
12

 4
12

 4
12

 16
32

 4
12 12

2

(B)

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

12

12

7

7

7

7

7

7

7

7

7

7

7

7

In.

Slip Base 

Without

Anchor Size

Guage

Thickness

Anchor Wall

4
12

 2
12

3(C)

�"

3"

60"

plate

Base

line

Ground

4" Max

Section C-C

3" Anchor Unit

Shoulder Bolt

Zinc per ASTM B633

flanged shoulder bolt.

" grade 82
1"-16 x 38

3

Zinc per ASTM B633

serrated flange nut.

"-16 grade 88
3

8-places

" Diameter32
17

"16
133

5"

3"

"2
11

"2
11

"2
13

"2
14

4"

3"

15"

Varies

(C) -  3" anchor unit

Weak soils are classified as boggy, wet, or loose soil areas.
placed in weak soils. The Engineer shall determine if the soils are weak.
standard soils. The breakaway base is required when the support is

" 12 gauge posts do not need breakaway bases when placed in2
1(B) -  The 2

may be used with proper shim)

" diameter grade 8 bolt 8
3(standard 

" post. 2
1between 3" anchor unit with 2

Shimming agent to reduce tolerance 

Direction of Traffic12"

C

C

of the support to a point in the ground surface on the other side.

within the length of the chord, on the ground surface on one side

radially to the center line of the highway and connecting any point,

Max. protection of the stub post is 4" above a 60" chord aligned
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STRAP DETAIL

BACK TO BACK MOUNTING

ONE STRINGER OR

SINGLE POST ASSEMBLY

 AND ONE WAY SIGNS

STREET NAME SIGNS

18 N.C. threaded

washer & lock washer

�" Dia. bolt with

18 N.C. threaded

washer & lock washer

�" Dia. bolt with

Sign support

& lock washer

washer, washer 

with nylon 

�" Dia. bolt 

Galv. steel strap

�" x 1"

& lock washer

with washer

�" Bolt

& lock washer

with washer

�" Bolt

both ends.

threaded

18 N.C.

& lock washer

with washer

�" Dia. bolt

MOUNTING

BACK TO BACK

 7

 7

 7

 7

 7

 7

 7

 7

 7

 7

 7

 7

POST ASSEMBLY

ANCHOR UNIT AND

18"

(WITH STRINGER IN FRONT OF POST)

STRINGER MOUNTING

BOLT MOUNTING

Top View

Side View Top View

Top View

Side View

Number
of

Posts

1

1

1

1

1

1

2

2

2

3 & 4

3 & 4

3 & 4

3 & 4

3 & 4

Post

Size

Wall

Thick-
ness

Gauge

Sleeve

Size

Wall
Thick-
ness

Gauge

Slip
Base

2

2�

2�

2�

2�

2�

2�

2�

2�

2�

2�

2�

2�

2�

12

12

12

12

12

12

12

12

12

12

10

10

10

10

2�

2�

2�

2�

12

12

12

12

12

12

No

No

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

In. In.

Anchor
Size

Without
Slip
Base

In.

2�

2�

10

(B)

Anchor
Wall

Thick-
ness

Gauge

12

12

3(C)

Telescoping Perforated Tube

1� x 1�

2 x 2

2� x 2�

2� x 2�

2� x 2�

2� x 2�

0.105

0.105

0.105

0.135

0.135

0.105

12

12

12

10

10

12

1.702

2.416

2.773

3.432

3.141

4.006

0.129

0.372

0.561

0.605

0.804

0.979

0.380

0.590

0.695

0.841

0.803

1.010

0.172

0.372

0.499

0.590

0.643

0.783
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.Ô
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 a
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s
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S
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60"

P
a
y
 
le

n
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th

12"
6"

6"

3"3"
24"

1"

4"

1"

6"

P
a
y
 
le

n
g
th

A
n
c
h
o
r 
u
n
it

Galv. steel strap

�" x 1"

the same size as the post

These stringers shall be

Post

and lock washer

with washer

�" Dia. bolt

3 C anchor reinforcing 

sleeve - 12 gauge or

Perforated anchor

2�" x 2�" 

2�" x2�", 

rivets

lock washer or 

with washer and 

�" Dia. bolts 

(1 post installation)

same as post

and galvanized 

10 gauge material 

be a minimum of 

Anchor plate shall 

Ground line

See note 5

4" Max.

attachment bracket

post holes.

metal fits stringer and 

through angle so that excess 

Punch round and partial 

with size of posts)

(bolt length varies

washer and lock washer

�" Dia. bolt with

see note 1

stringer

Horizontal

Post

washer

Nylon
Sign

See note 3

30° to 45°

Sign

support

Sign 

washer

Nylon Sign 

Sign 
washer

Nylon 

Post

Nylon washer
Sign 

Sign support

Post

Sign

Nylon washer

see note 1

stringer

Horizontal

2�(D)

2�(D)

2�(D)

sleeve required.

(D) - 2�" x 12 ga. x 18" minimum length external

(C) - 3" anchor unit

classified as boggy, wet, or loose soil areas.

determine if the soils are weak.  Weak soils are

placed in weak soils.  The Engineer shall 

The breakaway base is required when the support is 

require a shim as specified by the manufacturer.

breakaway bases when placed in standard soils, but 

(B) - The 2�", 12 gauge posts do not need 

(2 post installation)

galvanized same as post

10 gauge material and 

be a minimum of 

Anchor plate shall 

rivets

lock washer or 

with washer and 

�" Dia. bolts 

1"

7"

1"6"6"

9" 9"

In. 

Size

Tube

The 2�" size is shown as 2.51" size on the plans.

The 2�" size 10 gauge is shown as 2.19" size on the plans.

and sign

‘ post

Properties of Telescoping Perforated Tubes

post location and also back and ahead of post.

4" x 60" measurement shall be made above and below

4" vertical clearance of anchor or breakaway base.  The5.

and the post. 

backing and place the bolt through the sign, the stringer

stringer, the contractor may choose to punch the sign

In lieu of using the bent bolt to attach the post to the4.

used with all nylon washers. 

no parking sign.  Flat washers and lock washers shall be

detailed angle strap should be used to mount the

at a 90 degree angle with the line of traffic flow, the

sign is placed with another sign that has to be placed

support turned to the correct angle.  If the no parking

signs required at the above angles may have the

degree angle with the line of traffic flow.  No parking

directional arrows shall be placed at a 30 to 45

No Parking Signs:  All no parking signs with3.

outside diameter of �" – �" and 10 gauge thickness.

Metal washers used on sign face shall have a minimum2.

1.08 lbs./ft aluminum or 3.16 lbs./ft steel.

The z bar stringers shall be 1�" x �" thick,

the contractor may substitute z bar stringers.

Horizontal stringers - In lieu of perforated tubes,1.

Note:

8-6-09
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30"

15"

3"

30"

3"

support

Sign

12"

16"

9" 9"

18"

36"

36"

6"
9"

9"

22"

9" 18" 9"

28"

12" 12"
6" 6"

24"

18" 18"

48"

9"
12"

48"

12"

40"

12" 24" 12" 6" 18" 18" 6"

36"

3"

21"

36"

18"
22"

18" 9"9"

8"

12"

40" 40"

48"

24"

3"

24"

48"

17"

38"

17"

6"

12"

8"

38"

28"

12" 24" 12" 7" 17" 17" 7"

38"

supports

Sign

S
tr
in

g
e
rs

support

Sign

S
tr
in

g
e
rss

supports

Sign supports

Sign

n

n

support

Sign

supports
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rs s

supports

Signn
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g
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rss

supports

Signn

Sign support
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s
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support

Sign
supports

Signn

supports

Sign

S
tr
in

g
e
rss

n

S
tr
in

g
e
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S
tr
in

g
e
rss

s

n

s

Stringer Stringer

Stringer

Stringer

Assembly No. 1
Assembly No. 2

Assembly No. 3

Assembly No. 4

Assembly No. 5

1 Post

1 Post

1 Post

1 Post

1 Post

2 Posts

2 Posts

2 Posts

2 Posts

2 Posts

3 Posts

3 Posts

3 Posts
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SIGN PUNCHING, STRINGER AND SUPPORT LOCATION

" bolt.8
34. All holes shall be punched round for 

".2
1" x 12

13. Perforated square tube stringer shall be 1

shall be 0.100 inch.

2. The minimum sign backing material thickness

1. See Standard D-754-25 for mounting details.

Notes:

DETAILS REGULATORY, WARNING AND GUIDE SIGNS

Roger Weigel,

12-1-10

12-1-10



30"

60"

60"

3"

35"

5" 6"

8"

12"

12" 12"

46"

9" 9"

18" 24" 18"

28"

8"

46"

12" 18" 18" 12"

46"

Sign supports

Stringer

Stringer

Stringer
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support

Sign

supports
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Sign

support

Sign

support

Sign

support
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supports

Sign
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Sign supports
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Sign supports
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3"

30"

3"

12"

3"

30"
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12"
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36"

3"

15"

22"

18"

28"

3" 12" 12" 3"

6" 6"

6" 6"

6"

36"
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1 Post 2 Posts 3 Posts

Assembly No. 6

1 Post

1 Post

1 Post

2 Posts

2 Posts

2 Posts

3 Posts

3 Posts

1 Post

Assembly No. 7

Assembly No. 8
Assembly No. 9

Assembly No. 10

Assembly No. 11

1 Post

" bolt.8
34. All holes shall be punched round for 

".2
1" x 12

13. Perforated square tube stringer shall be 1

shall be 0.100 inch.

2. The minimum sign backing material thickness

1. See Standard D-754-25 for mounting details.

Notes:

DETAILS REGULATORY, WARNING AND GUIDE SIGNS

Roger Weigel,
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SIGN PUNCHING, STRINGER AND SUPPORT LOCATION

1 Post 2 Posts 3 Posts

Assembly No. 12

1 Post

1 Post

1 Post

1 Post

1 Post

2 Posts

2 Posts

2 Posts

2 Posts

Assembly No. 15

Assembly No. 16

Assembly No. 13

Assembly No. 14

Assembly No. 17

3 Posts

3 Posts

" bolt.8
34. All holes shall be punched round for 

".2
1" x 12

13. Perforated square tube stringer shall be 1

shall be 0.100 inch.

2. The minimum sign backing material thickness

1. See Standard D-754-25 for mounting details.

Notes:

DETAILS REGULATORY, WARNING AND GUIDE SIGNS

Roger Weigel,
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SIGN PUNCHING, STRINGER AND SUPPORT LOCATION

1 Post 2 Posts

Assembly No. 20

3 Posts

1 Post 2 Posts

Assembly No. 21
3 Posts

1 Post 2 Posts

Assembly No. 19

1 Post 2 Posts

Assembly No. 18

" bolt.8
34. All holes shall be punched round for 

".2
1" x 12

13. Perforated square tube stringer shall be 1

shall be 0.100 inch.

2. The minimum sign backing material thickness

1. See Standard D-754-25 for mounting details.

Notes:

DETAILS REGULATORY, WARNING AND GUIDE SIGNS
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SIGN PUNCHING, STRINGER AND SUPPORT LOCATION

2 Posts

Assembly No. 22

2 Posts

Assembly No. 23

3 Posts1 Post

1 Post

" bolt.8
34. All holes shall be punched round for 

".2
1" x 12

13. Perforated square tube stringer shall be 1

shall be 0.100 inch.

2. The minimum sign backing material thickness

1. See Standard D-754-25 for mounting details.

Notes:

DETAILS REGULATORY, WARNING AND GUIDE SIGNS

Roger Weigel,
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33.  All holes shall be punched round for 
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1" x 12

12.  Perforated square tube stringer shall be 1

 

     be 0.100 inch.
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1. The minimum sign backing material thickness shall be 0.100 inch.
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1. The minimum sign backing material thickness shall be 0.100 inch.
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Without Guardrail

With Guardrail

Finished shoulder

8’ max.
6’ min.

Finished shoulder

6’ max.
4’ min.

Point of
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Curvature

Advisory Speed Curve Radius

more than 1250 ft

701 to 1250 ft

401 to 700 ft

200 to 400 ft

less than 200 ft

200 ft

160 ft

120 ft

80 ft

40 ft

more than 60 mph

50 to 60 mph

35 to 45 mph

20 to 30 mph

15 mph or less

18"

24"

6’ max.
4’ min.

Spacing of Chevron Signs

8’ max. (A)
6’ min.

2’ min.

2. Chevrons shall not be placed on the tangent section.

1. Chevrons shall be situated in line with and at right angles to approaching traffic.

Notes:

(A) May exceed 8 feet if guardrail is more than 6 feet from finished shoulder.

Chevron Single Sign Assembly Chevron Double Sign Assembly

Top View

18"

Edge of driving lane

Edge of driving lane

Foreslope

Foreslope

Sign support (B) Sign support (C)

W1-8R chevron sign

W1-8L chevron sign

W1-8(L or R) chevron sign

Sign

Sign

‘ of roadway

‘ of roadway

Spacing

18" angles

mounted below

Adjustable brackets

18" angles

mounted above

Adjustable brackets

bracket (D)

adjustable angle

"16
3L 2"x3"xbracket (D)

adjustable angle

"16
3L 3"x2"x

angle brace (D)

"16
3"x2"x4

3L 1

allowed, larger sizes may be used if approved by the Engineer.

(D) All angles shown shall be aluminum or steel.  The sizes are the minimum 

      Anchor unit shall be 2.25x2.25x12ga. perforated tube

(B) Single sign support shall be 2x2x12ga. perforated tube

      Anchor unit shall be 2.5x2.5x12ga. perforated tube

(C) Double sign support shall be 2.25x2.25x12ga. perforated tube
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Section B-B

(2 clamps required per sign)

alternate clamp mounting

Horizontal Mounting

Section A-A

metal washer, and nylon washer.

hex. nut, nut, lock washer,

" dia. hex head bolt,8
3"x4

11

and nylon washer.

hex. nut, lock washer, metal washer,

" dia. hex. head bolt,8
3"x4

11

" dia. bolt8
32"x

Perforated tube

Perforated tube

Signal standard

Signal standard

"x2"x2" (2) alum. angle bars4
1
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See Detail B
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Bracket (see Detail A)

Bracket (see Detail A)
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Side View

Steel Channel
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U-bolt (B)

U-bolt (B)

U-bolt (C)

U-bolt (C)
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11

Signal Standard Mounted Sign Attachment Detail
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13 11
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Post Size
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Post Size

in.

D

12

10

8

6

5

4

2
13

8
529

4
320

16
113

16
77

8
15

16
33

3

gauge thickness.

" and 10 16
1" ¨ 16

15(E) Metal washers and nylon washers used on sign face shall have a minimum outside dia. of 

mounted on light standards.

be as shown on the Standard Drawings.  There shall be a 7’ vertical clearance to the bottom of all signs 

detail.  The cost of the bracket assembly is to be included in the price bid for flat sheet signs.  Punching shall 

(D)  Bracket shall be of galv. steel consisting of strap and sign attachment bracket similar to the one shown in the 

" maximum support length 15.7’2
1"x22

12

" maximum support length 12.6’4
1"x24

12

2"x2" maximum support length 9.9’

" U-bolt, hex. nut, lock washer, and length depends on dia. of mast arm.   8
3(C)  

" U-bolt, hex. nut, lock washer, and length depends on dia. of mast arm.8
3(B)  

"x2"x.188" channels.4
3" angles or 116

3"x4
3"x14

3used or a channel. 1

" thick 1.08 lb/ft aluminum alloy.  In place of Z-bar, two angles bolted together may be 16
3"x4

3(A)  Z-bar - Use 1

Notes:
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TRACKS

4

RO
ADC

R
O
S
S
IN

G
R
A
IL

Section A-A
Obtuse Angle Intersection

Layout for

Acute Angle Intersection

Layout for

Right Angle Intersection

Layout for

Sign Assembly

Railroad Advance Warning

‘
 r
o
a
d

w
a
y

‘
 r
o
a
d

w
a
y

‘ roadway

‘
 r
a
il
ro

a
d

‘
 r
ai
lro
ad

‘
 railroad

1’-0"

14"

4’-6"

6"

3"

.75"

1.50"

.081"

9"

.125"

.094"

.240"

.812"

9"

4’-0"

"4
120 "4

120"2
17

"4
3

"4
3

Clearance Table
See Horizontal

9"

18"

6"

9"

5’ min.

shoulder

Finished
of roadway

Finished elev.

driving lane

Edge of

max. length 12.7’

"x12ga. perf. tube2
1"x22

12

Stringers

and lock washer

washer, metal washer,

" dia. with nylon8
3

background

reflectorized

White

"8
1R=

"8
1R=

letters

reflectorized

Black non-

45^

90^

(see detail)

R15-1-488

side of each blade

2"x4’ placed on back

White reflective strip

washers

washers, and lock

nylon washers, metal

8" long with hex nuts,

" dia. hex head bolts8
3

and metal washers

Nylon washers

Sign

threaded both ends

" dia. bolt 18 N.C.8
3

Stringer

Support

and lock washer

Metal washer

Graded shoulder

or face of curb

Finished shoulder

Edge of driving lane

W10-1-36

assembly

Crossbuck sign

assembly

Crossbuck sign

assembly

Crossbuck sign

assembly

Crossbuck sign

Graded shoulder

Graded shoulder

or face of curb

Finished shoulder

or face of curb

Finished shoulder

or face of curb

Finished shoulder

or face of curb

Finished shoulder

or face of curb

Finished shoulder

Edge of driving lane

Edge of driving lane

Edge of driving lane

Edge of driving lane

Edge of driving lane

W10-1-36

W10-1-36

W10-1-36

W10-1-36

W10-1-36

Crossbuck sign assembly

Crossbuck sign assembly

Graded shoulder

Graded shoulder

Graded shoulder

Crossbuck Sign Details

Dog Bone

A

A

driving lane

Edge of
of roadway

Finished elev.

6"x6" S4S

"8
510

"2
17

W10-1-36

and metal washers

with nylon washers

screwdriver spikes

" dia. x 4" long8
3

" dia. hole8
3

(if required)

W3-1-30 or W3-2-30

(if required)

W3-1-30 or W3-2-30

(if required)

W3-1-30 or W3-2-30

(if required)

W3-1-30 or W3-2-30

(if required)

W3-2-30

W3-1-30 or

(if required)

W3-1-30 or W3-2-30

9’-0" min.

face of curb
3’ min. to

2’ max.

2" dia. hole

2" dia. hole

0 to 2

>2 to 4

>4 to 6

>6 to 8

>8 to 10 24

22

20

18

16

Table
Horizontal Clearance

ft
Shoulder Width

ft
Offset

See Horizontal Clearance Table

R1-1-30

R1-2-36

2" dia. hole

2" dia. hole

12"

8"

are present
or pedestrians

7’ if parking
4’ min.

R15-2P-27

strip 2" width

White reflective

Extruded

R15-1-48

Crossing Sign Detail

Crossbuck Sign Assembly

4"

Bolt location rotated 90^ as shown in the Crossing Sign Detail.

the center of the signs.

" from 16
5" from the edge, the holes shall be spaced at 52

1When extruded aluminum sign backing is used and the stiffener ribs are placed 1

number sign or apply non-reflective plastic film letters. 

The sign material shall meet ASTM D-4956 Type XI. The contractor may choose either to screen the message on the crossing and track 

846 of the Standard Specifications.  The wood post shall surfaced on all four sides (S4S).

shall comply with the Standard Grading Rules of the American Lumber Standards.  Post shall be treated, treatment shall conform to Section 

Sign support shall be No. 1 white pine, fir, spruce, western hemlock, cedar,  western larch.  Sign supports shall be free of heart centers, and 

shall be the number crossed.

Track number signs (R15-2P-27) indicating the number of tracks shall be used where there are two or more tracks.  The number displayed 

" and 10 gauge thickness.16
1" ¨ 16

15Metal washers and nylon washers used on the sign face shall be a minimum outside diameter of 

When distance between tracks exceeds 100’ additional sign assemblies may be necessary to inform the public.

See MUTCD for placement of Grade Crossing Warning Signs.

 

Notes:

strip 2" width

White reflective

15’ min.

15’ min.

15’ min.

15’ min.

15’ min.

15’ min.

4’
anchor unit

3"x3"x7ga.
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Roger Weigel,
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Anchor Unit detail was removed11-4-13

11/4/13



Fastener Detail

Installation Detail

Object Marker

Bridges (B)

Ground line

Yellow

Black

Fastener (A)

Object marker

Post

Anchor unit

6"

6"

12"

1"

1"

4"

6"

1"

6"

1"

6"

1"

12"

"2
1

6"

12"

"2
1

12"

2" "8
1

"4
31

"16
13

"16
71

"8
1

"16
131

"16
13

washer and lock washer

" dia. bolts with8
3

and lock washer or rivets

" dia. bolts with washer8
3

washer

washer and lock

" dia. bolts with8
3

3"

"16
11

"16
11

washer and lock washer

" dia. bolts with8
3

Type II

OM2-1V (C)

Object Marker

Type III

OM-3L (C)

Object Marker Left

Type III

OM-3R (C)

Object Marker Right

plate

Anchor

1"

1"

3"

"4
3

"4
3

3"

3"

36"

7"

" hole16
7

Yellow

Black

12"

36"

7"

" hole16
7

45^ 45^

=1.5"R =1.5"R

1"R

3"

3.202"

3"

3.
20

2"

3"

3"

6"

6"

3’ Type III
1’ Type II

10’ Type III
  8’ Type II

Ground line

Ground line

Ground line

2"x2"x12 ga.

Perforated Tube Anchor Unit Assembly

U-Channel Anchor Unit Assembly

(1 post installations)

and galv. same as post

Anchor plate 10 ga. min.

24"

60"

A
n
c
h
o
r 
u
n
it
 (
F
)

4" max

Anchor depth

26" min.

4’ min. (D)

Approx. 0.88 lb/ft

Aluminum Post Detail (E)

Approx. 2 lb/ft

Steel Post Detail (E)

greater than 10’

Box Culverts

10’ max

Box Culverts

greater than 10’

Pipe Culverts

10’ max

Pipe Culverts

4"

anchor unit

"x12 ga.4
1"x24

12

reflectors

3" yellow

background

White

Type III

Object markers

Type III

Object markers

Type III

Object markers
Type III

Object markers

Edge of shoulder

Edge of shoulder

(back to back)

Type III

Object markers

(back to back)

Type III

Object markers

(back to back)

Type III

Object markers

(back to back)

Type III

Object markers

Type III

Object markers

Type III

Object markers

Type III

Object markers

Type III

Object markers

Type III

Object markers
Type III

Object markers

Type III

Object markers

Type III

Object markers

above and below post location and back and ahead of post.

(F) 4" vertical clearance of anchor or breakaway base.  The 4"x60" measurement shall be made 

(E) Posts shall conform to Section 894.03 B of the Standard Specifications.

4’ from the ground to the bottom of the sign.

located more than 8’ from the shoulder or curb the vertical clearance shall be a minimum of 

be a minimum of 4’ from the near edge of the traveled way to the bottom of the sign.  If 

(D) When an object marker is located 8’ or less from shoulder or curb, vertical clearance shall 

 

IV background sheeting with ASTM Type XI reflectors.

object markers shall be ASTM Type XI sheeting. Type II object markers shall be ASTM Type 

less than approach width.  All sign backing material shall be .100" sheet aluminum.  Type III 

mark the horizontal clearance on all bridges where the distance between wheel guards is 

mounted vertically on steel posts in front of the bridge railing on each side of highway to 

the requirements of Section 894.06 B.2 of the Standard Specifications. Object markers to be 

(C) Back to back mountings require two object markers. The 3" yellow reflector shall conform to 

terminal with impact head object markers.

(B) Object markers are not required if approach guardrail is installed with reflectors and end 

shall be tension pin type or other non-rust vandal resistant fastener.

".  Fasteners 16
13" dia. with flat washer having a min. outside dia. of 8

3(A) The fastener shall be 

Notes:
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S
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r

Median

Median

S
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r

S
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r

S
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r

S
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r

S
h
ld
r

S
h
ld
r

S
h
ld
r

S
h
ld
r

Aluminum Post Detail
Approx. 0.88 lbs/ft

Approx. 2.0 lbs/ft

2"

"16
13

"4
31

"16
11

"16
13

"16
131

Steel Post Detail

"16
11

"16
71

"8
1

"8
1

Two-Lane Highway

Installation

U-Type Post

Mainline Divided Highway

Ramp

Top 12 inches painted black

Culvert

Top 12 inches painted black

See Note (A)

See Note (A)

Post Location

Driving Lanes

Driving Lanes

Driving Lanes Driving Lanes

Driving Lanes

   pipe installations have a width of greater than 10’.

(A)  Additional marker shall be installed where multiple

either side

One post optional  

  

  

  

  

8’

4’

12"

Culvert Openings 10’ or Less

Mainline Divided Highway

Multiple Installations

Culvert Openings Greater than 10’

S
h
ld
r

S
h
ld
r

 

O
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C
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O
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n
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C
u
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e
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O
p
e
n
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g

C
u
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e
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Notes:

     

included in the price bid for the item "Object Markers - Culverts".

installed. All costs for furnishing and installing the markers shall be 

The quantity will be measured by the number of object markers each Basis of Payment:

with the exception that the post may or may not have holes drilled.

Posts shall conform to section 894.04A of the Standard Specifications         Posts:

otherwise on the plans.

culvert and one foot from the culvert opening unless shown 

of the culvert in the direction of travel along the side of the 

marked with a post as shown. Posts are to be installed in front 

culverts crossing the roadway within the right-of-way shall be 

Construction requirements shall meet 754.04D. Each end of Installation:

7-7-14 Revised Notes
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OBJECT MARKERS - CULVERTS
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NO

PASSING

ZONE

BRIDGE

 MILE2
1

NARROW

NO

PASSING

ZONE

BRIDGE

NARROW

M.P.H.

40

YIELD

TO

ONCOMING

TRAFFIC

M.P.H.

40

BRIDGE

 MILE2
1

ONE LANE BRIDGE

ONE LANE

W5-3a-36

(see note 1)

W14-3-48

W5-2-36

by engineering study)

(speed determined

W13-1-24

(see note 1)

W14-3-48
OM-3L

OM-3R

R1-2-48

(see note 2)

R1-2a-36

W3-2-36

OM-3L

OM-3R

W5-2K-36

W5-2-36

by engineering study)

(speed determined

W13-1-24

50’ centers

delineators at 

5 Type C 

24" white stop bar

width restriction

Beginning pavement 

(4" between)

barrier lines 

4" double yellow 

6" white edge line

6" white edge line

at 50’ centers

5 Type C delineators 

(4" between)

barrier lines 

4" double yellow 

6" white edge line

6" white edge line

Symmetrical

markers on the same post.
be just below the object 
Placement of delineators should 

at 100’ (back to back)
13 Type A delineators spaced

650’

1500’

at 100’ (back to back)
13 Type A delineators spaced

Continue normal lane line markings

spaced at 100’
13 Type A delineators

1300’Continue normal lane line markings

200’

markers on the same post.

should be just below the object 

Placement of delineators 

used only on one side.

R1-2-48, and stop bar 

W3-2-36, R1-2a-36, 

Symmetrical, except signs 

(10’ line, 30’ skip)

4" yellow skip and barrier line

100’ centers

3 Type C delineators

50’ centers

5 Type C delineators

bridge is considered to be any bridge having a width less than 18’.

categorized as "One Lane" or "Two Lane".  Generally a one lane 

should be considered as a narrow bridge.  Bridges may be 

any bridge which has a width less than the approach traveled way 

narrow bridges. Regardless of the classification or other conditions, 

the lesser) equal to or less than values shown are classified as 

Bridges with widths (clear width between curbs or rails, whichever is 5.  

 

with reflectors and guardrail end treatment has delineation.

Object markers are not required if approach guardrail is installed 4.  

 

provided on the bridge rail.

If the length of the bridge is greater than 250’, delineation should be 3.  

 

limit or the 85th percentile speed from a recent speed study. 

of the roadway. This should be determined using the posted speed 

yield sign would have sufficient time to clear the narrowed section 

that would have sufficient sight distance so that the motorist at the 

The direction selected for the yield condition should be for traffic 2.  

 

should be placed at the beginning of zone.

roadway.  If already in a no passing zone, pennant sign (W14-3-48) 

On a curved roadway, delineation is required on both sides of the 1.  

       

Notes:  

22

22

20

22

20

18

55-65

45-50

20-40

24

22

22

24

24

24

55-65

35-50

20-30

22

20

20

22

22

20

24

22

22

24

24

24

Local

Speed (mph) 0-400 400-1500 1500-2000 >2000

)day
veh

for Traffic Volume (

Road Width (ft)

Collector

Speed (mph) 400-15000-400 1500-2000 >2000

)day
veh

for Traffic Volume (

Road Width (ft)

One Lane Bridge

Two Lane Bridge

Narrow Bridge Guide
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M
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M
a
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L
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e

3"

3"

20'

1000'

1000'

Sign 1 Sign 2

Sign 3 Sign 1

Min. 
1000'

Min. 
1000'

300'

shoulder
Edge of

300' - obliterate edge line

300' - obliterate edge line

Clearance Table

See Horizontal

driving lane
Edge of

Roadway
5' Conventional

Hinges

8" white channel line

8" white channel line

7.15" 57.7" 7.15"

6'-0"

7.5"

6"EM

4.5"

6"EM

4.5"

6"EM

7.5"

3
'-
6
"

7.15" 57.7" 7.15"

6'-0"

7.5"

6"EM

4.5"

6"EM

4.5"

6"EM

7.5"

3
'-
6
"

IN SPECTIO N

TRUCK

AHEAD

7.5" 57" 7.5"

6'-0"

7.5"

6"

4.5"

6"

4.5"

6"

7.5"

3
'-
6
"

 

 

3'

21"

21"

3"

NOTES:

SERIESSIZELENGTHLETTER POSITION (X)

ANGLEHTWIDYXSYMBOL

COLOR:

TYPE:

COLOR:

TYPE:

LEGEND/BORDER

BACKGROUND

MOUNTING

CORNER RADIUS

BORDER WIDTH

WIDTH x HEIGHT

SIGN NUMBER

SERIESSIZELENGTHLETTER POSITION (X)

ANGLEHTWIDYXSYMBOL

COLOR:

TYPE:

COLOR:

TYPE:

LEGEND/BORDER

BACKGROUND

MOUNTING

CORNER RADIUS

BORDER WIDTH

WIDTH x HEIGHT

SIGN NUMBER

PANEL STYLE: PANEL STYLE:

SERIESSIZELENGTHLETTER POSITION (X)

ANGLEHTWIDYXSYMBOL

COLOR:

TYPE:

COLOR:

TYPE:

LEGEND/BORDER

BACKGROUND

MOUNTING

CORNER RADIUS

BORDER WIDTH

WIDTH x HEIGHT

SIGN NUMBER

PANEL STYLE:

 

Sign 2

6'-0" x 3'-6"

1.25" (inset 0.63")

6"

Ground

XI Reflective

White

Non-Reflective

Black

Dimensions are in inches.tenths Letter locations are panel edge to lower left corner

AREA: 21.0 Sq.Ft.

 

A

7.2

L

14.3

L

19.7

 

24.2

T

30.2

R

35.7

U

41.8

C

48.1

K

54.3

S

60

57.7 EM 20006

M

7.3

U

14.6

S

20.9

T

26.7

 

31.1

E

37.1

N

42.8

T

48.8

E

54.3

R

60

57.5 EM 20006

N

9.3

E

15.8

X

21.1

T

27

 

31.4

R

37.4

I

43.5

G

46.2

H

52.5

T

58.4

53.6 EM 20006

 

Sign 2

6'-0" x 3'-6"

1.25" (inset 0.63")

6"

Ground

XI Reflective

White

Non-Reflective

Black

Dimensions are in inches.tenths Letter locations are panel edge to lower left corner

AREA: 21.0 Sq.Ft.

 

A

7.2

L

14.3

L

19.7

 

24.2

T

30.2

R

35.7

U

41.8

C

48.1

K

54.3

S

60

57.7 EM 20006

M

7.3

U

14.6

S

20.9

T

26.7

 

31.1

E

37.1

N

42.8

T

48.8

E

54.3

R

60

57.5 EM 20006

N

11.7

E

18.2

X

23.5

T

29.4

 

33.8

L

39.8

E

45.2

F

50.9

T

56

48.8 EM 20006

 

Sign 1

6'-0" x 3'-6"

1.25" (inset 0")

6"

Ground

IV Reflective

Green

IV Reflective

White

Dimensions are in inches.tenths Letter locations are panel edge to lower left corner

AREA: 21.0 Sq.Ft.

 

T

20.5

R

26.7

U

33.3

C

40.1

K

46.8

31 ClearviewHwy-5-W 6

I

7.5

N

11.1

S

18

P

24.3

E

30.6

C

36.2

T

42.4

I

48.5

O

51.8

N

59.6

57 ClearviewHwy-5-W 6

A

20.1

H

27.5

E

34.5

A

39.7

D

47.1

31.8 ClearviewHwy-5-W 6

Winch and hinge details are shown on Standard Drawing D-754-85A. 

Standard Drawing D-754-24, 24A, and 25.
The assembly for the supports are shown on 

Top View
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TRUCK INSPECTION ROADSIDE SITE

SIGN DETAILS FOR CONVENTIONAL ROADWAYS

TABLE

CLEARANCE

HORIZONTAL

(FT)

WIDTH

SHOULDER

(FT)

OFFSET

0 to 2

>2 to 4

>4 to 6

>6 to 8

>8 to 10

16

18

20

22

24

(Perforated Tube)

Hinged Sign

Front View

09-27-13

Roger Weigel
06-27-14

detail.

Added winch to the hinged sign



Hinge

winch

Pulling

from turning.

prevent the pulley

off the pulley or

cable will not jump

to the pulley so the

placed close enough

The bolt shall be

freewheeling of the pulley.

with spacer to prevent the

and lock washer and nut

1/4" dia. bolt with washer

and nuts.

lock washer,

with washer,

3/8" dia. bolt

and nuts.

lock washer,

with washer,

3/8" dia. bolt

(see plans)

Anchors

(see plans)

Anchors

stringers

perforated tube

2�"x2�"

stringer

perforated

12 gauge

2�"x2�"

from turning.

prevent the pulley

off the pulley or

cable will not jump

to the pulley so the

placed close enough

The bolt shall be

the pulley

freewheeling of

to prevent the

nut with spacer

lock washer, and
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hinge pin shall be placed with offset letters so the sign will hang down vertically.
with stainless steel locking nuts to attach to the extruded panels.  Centerline of the
x 5/8" long slotted countersunk flat head stainless steel stove bolts/machine screws 
Hinges shall be stainless steel, 4" wide x 2" deep x �" thick with 4-�"Dia [#10-24] 

in diameter meeting ASTM A475.
Cable shall be a double galvanized 7 strand steel wire cable not less than �"
 
and galvanized in conformance with ASTM A153.
forth.  Bolts, nuts and washers shall be fabricated of steel meeting ASTM A307
brackets so they will ride in the center of the brackets without moving back and
for the cable ride.  Pulleys shall have spacers between the hub and the attachment 
with ASTM A153. Pulleys shall be approximately 3" in diameter plus a �"  diameter
plate conforming to AASHTO M270 Grade 36 and galvanized in conformance
Attachment hardware for the pulling winch and pulleys shall be �" thick steel

the large hub for use with the cable operation.   
lubricated bearings.  A cable clamp shall be included. Pulling winch shall have
be embossed reinforced steel. All drive shafts shall have permanently
zinc plated.  Handle shall be heavy duty steel with molded grips.  Base shall
disengaged.  Gear ratio shall be matched for easy cranking.  Finish shall be
for added strength.  The reel shall be free wheeling when the ratchet is
drive gears shall be copper brazed.  Reel shall be rigid welded construction
Gears shall be laminated, high carbon steel.  Gears shall be arc welded and
 
and lock washers.
SAE Standard J1853 and be mounted using three �" diameter bolts, washers
a self locking mechanism.  The winch and cable attachment shall comply with
Pulling Winch: Winch shall be built for lifting and pulling operations with

All holes shall be punched round for �" bolt.

The minimum sign backing material thickness shall be 0.100 inch.
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"16
3L shape is 
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and lock washer and nut

" dia. bolt with washer4
1

pulley slot.

cable will drop into

the shape shown so

" Plate welded to4
1

48
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freewheeling of the pulley.

with spacer to prevent the

and lock washer and nut

" dia. bolt with washer4
1

Hinge

Hinge

winch

Pulling

and nuts.

with lock washer,

" dia. bolt8
3

and nuts.

lock washer,

with washer,

" dia. bolt8
3A 

Detail B

Detail A

stringer

perforated

12 gauge

 "2
1"x12

11

the pulley from turning.

off the pulley or prevent

so the cable will not jump

close enough to the pulley

The bolt shall be placed

Detail C Pulling winch
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12 gauge perforated
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1"x12
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and nuts.

lock washer

with washer,

" dia. bolt8
32

from turning.

the pulley

pulley or prevent

jump off the

cable will not

pulley so the

enough to the

be placed close

The bolt shall

(see plans)

Anchors

(see plans)

Anchors

(see plans)

Anchors

lock washer, and two nuts.

eye bolt with shoulder,washer,

" dia. forged or machine8
3A 

1"

add punching to sign

12 gauge stringer and

"2
1"x12

1Add 1

Side ViewFront View

Side View

Front View

Side View

Front View

Side ViewFront View

for Detail A

Cable guide

meeting ASTM A475.

Cable shall be a double galvanized 7 strand steel wire cable not less than 3/16" in diameter

 

ASTM A153.

shall be fabricated of steel meeting ASTM A307 and galvanized in conformance with

ride in the center of the brackets without moving back and forth.  Bolts, nuts and washers

Pulleys shall have spacers between the hub and the attachment brackets so they will

Pulleys shall be approximately 3" in diameter plus a 5/16"  diameter for the cable ride.

conforming to AASHTO M270 Grade 36 and galvanized in conformance with ASTM A153.

Attachment hardware for the pulling winch and pulleys shall be 3/8" thick steel plate

pin shall be placed with offset letters so the sign will hang down vertically.

with stainless steel locking nuts to attach to the extruded panels.  Centerline of the hinge

x 5/8" long slotted countersunk flat head stainless steel stove bolts/machine screws 

Hinges shall be stainless steel, 4" wide x 2" deep x 1/8" thick with 4-3/16"Dia [#10-24] 

have the large hub for use with the cable operation.

permanently lubricated bearings. A cable clamp shall be included. Pulling winch shall

molded grips.  Base shall be embossed reinforced steel. All drive shafts shall have

for easy cranking. Finish shall be zinc plated. Handle shall be heavy duty steel with

reel shall be free wheeling when the ratchet is disengaged. Gear ratio shall be matched

shall be copper brazed. Reel shall be rigid welded construction for added strength. The

Gears shall be laminated, high carbon steel. Gears shall be arc welded and drive gears

using three 3/8" diameter bolts, washers and lock washers.

winch and cable attachment shall comply with SAE Standard J1853 and be mounted

Pulling Winch shall be built for pulling operations with a self locking mechanism. The

All holes shall be punched round for 3/8" bolt.

The minimum sign backing material thickness shall be 0.100 inch.
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Side View
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for Detail B
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Side View Front View

Side View
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meeting ASTM A475.

Cable shall be a double galvanized 7 strand steel wire cable not less than 3/16" in diameter

 

ASTM A153.

shall be fabricated of steel meeting ASTM A307 and galvanized in conformance with

ride in the center of the brackets without moving back and forth.  Bolts, nuts and washers

Pulleys shall have spacers between the hub and the attachment brackets so they will

Pulleys shall be approximately 3" in diameter plus a 5/16"  diameter for the cable ride.

conforming to AASHTO M270 Grade 36 and galvanized in conformance with ASTM A153.

Attachment hardware for the pulling winch and pulleys shall be 3/8" thick steel plate

pin shall be placed with offset letters so the sign will hang down vertically.

with stainless steel locking nuts to attach to the extruded panels.  Centerline of the hinge

x 5/8" long slotted countersunk flat head stainless steel stove bolts/machine screws 

Hinges shall be stainless steel, 4" wide x 2" deep x 1/8" thick with 4-3/16"Dia [#10-24] 

have the large hub for use with the cable operation.

permanently lubricated bearings. A cable clamp shall be included.Pulling winch shall

molded grips.  Base shall be embossed reinforced steel. All drive shafts shall have

for easy cranking. Finish shall be zinc plated. Handle shall be heavy duty steel with

reel shall be free wheeling when the ratchet is disengaged. Gear ratio shall be matched

shall be copper brazed. Reel shall be rigid welded construction for added strength. The

Gears shall be laminated, high carbon steel. Gears shall be arc welded and drive gears

using three 3/8" diameter bolts, washers and lock washers.

The winch and cable attachment shall comply with SAE Standard J1853 and be mounted

Pulling Winch shall be built for pulling operations with a self locking mechanism.

The minimum sign backing material thickness shall be 0.100 inch.

All holes shall be punched round for 3/8" bolt.
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Sign Details

See Standard Drawing D-754-87 for sign punching, stringer and support location details.

calculated support length is greater than the maximum post length shown, the support size must be recalculated.

requirements.  The maximum post length is measured from the ground to the top of the street name sign.  If the

When installing signs on existing supports, check the support and sleeve size to determine if they meet the table

of less than 400 ADT.  On divided multi-lane roadways, the 911 signs shall not be placed on top of the stop sign.

shall be a facility outside of developed areas of cities, towns, and communities, and  shall have a traffic volume

or less.  On low volume roads and urban streets, the legend shall be at least 4 inch in height. Low-volume roads

The sign legend shall be 6 inch in height except on low-volume roads and urban streets with speeds of 25 mph

Notes:
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1 Post 1 Post

1 Post

1 Post

2 Posts 2 Posts

2 Posts

2 Posts

3 Posts

3 Posts

Special Assembly 1 (A, B, C, D or E)

Special Assembly 2 (A, B, C, D or E) Special Assembly 3 (A, B, C, D or E)

Special Assembly 4 (A, B, C, D or E)

Special Assembly 5 (A, B, C, D or E)

Front View

Sign Arrangements

Intersection Layout

Detail C

Detail D or E

Detail A or B

arrangements

See sign

Bolt punch

See sign stringer detail

Post

back to back

Single or

Bolt punch

Bolt punch

See sign stringer detail

Post extension

Stop sign

splice

Sleeve

Post

edge of driving lane

Face of curb  or

Top signs

Bolt punch

Stringer

and sign

‘ post Bolt punch

back to back

Single or
Post

(punched same as top sign)

Bottom signs

See sign stringer detail

Post

Stringer

(punched same as top sign)

Bottom sign

See sign stringer detail

Bolt punch

Top sign

and sign

‘ post

Sign support

Sign support
Sign supports

Sign supports

Sign supportsSign supports
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See sign
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See sign

arrangements

See sign

‘ Post and sign

post holes.
angle to fit stringer and
Punch round hole through
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Attachment bracket

Vertical stringer

Vertical stringer
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Vertical stringer
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1

3"

"2
11

"2
11

3"

"2
1

3"

30"
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9"

12"
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"2
1
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1 "2

1

Sign supports

Sign support

same size as the post
Stringer shall be the

Bolt punch
Bolt punch

Bolt punch

Sign support

3"

information and sign layout details.

Note: See Standard Drawing D-754-86 for 911 support

upon approval of the engineer.

Note: The splice method may be used

Sign supports

Sign support

‘
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ro

a
d

w
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y

E - Back to back both directions

      back to back other direction

D - Single sign one direction,

C - Single sign each direction

B - Single sign back to back

A - Single sign

Vertical stringer

Sign Stringer Detail

Signs
Name or 911
Street 

Sleeve Splice Detail

911 signs that are used with Special Assembly 1 .

Note: This layout is to be used for street name signs or 

Stringers
Stringers Stringers
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D-760-1

100’

Strips
Rumble

 

Taper

R=12"
 

�" Min. to �" Max.

7"–�"

12" Spacing

 
 

Outside Shoulder

Inside Median Shoulder

7"–�"

12"

7"–�"

12"

Transverse Joint

12" 12"

12’

 
 

Outside Shoulder

Inside Median Shoulder

 
12"

7"–�"

12"

7"–�"

12"

12’

12’

13’

14’

HBP/Concrete Joint

HBP/Concrete Joint

10’

8’

HBP/Concrete Joint

12"

5"

11’ - 7"12’

Inset A
See

4’

12"
6"

12’ - 6"

Inset B
See 6"

12" 6"

4’

10’

Concrete

Concrete

 

3’ HBP

HBP

12"12"

Driving Lane

Driving Lane

Driving Lane

Driving Lane

Rumble Strip

Shoulder

Rumble Strip

Edgeline

Rumble Strip

Shoulder

Rumble Strip

Shoulder

Inset B
See

Inset B
See

‘ ‘ ‘ ‘

Shoulder

Rumble Strip

Shoulder

Lane

Driving

Rumble Strip
Edgeline

Lane

Driving

100’

Taper

Strips
Rumble

INTERSTATE HIGHWAYS

12-29-09

4" Edgeline

RUMBLE STRIPS

4" Edgeline Roger Weigel,
Note 4 was added.2-25-10

9/8/11

tapers as shown below.

1) Discontinue rumble strips through ramps and 100’ before and after ramp

NOTES:

Revised Notes and D-760-19-8-11

Interstate

Profile of Rumble Strips - Bituminous and PCC Pavements

Inset A - Edgeline Rumble Strip Inset B - Shoulder Rumble Strip

Entrance Ramp Exit Ramp

Interstate - 13’ and 14’ Concrete Width Mainline with Asphalt Shoulders

Discontinue rumble strip approx. 12" on both sides of PCC transverse joint
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D-760-2

Strips
Rumble

Strips
Rumble

DIVIDED HIGHWAYS (NON-INTERSTATE)

Radius

Radius

100’

Radius

100’

Strips
Rumble

Taper

TaperR=12"
 

�" Min. to �" Max.

7"–�"

12" Spacing

 
 

Outside Shoulder

Inside Median Shoulder

7"–�"

12"

7"–�"

12"

Transverse Joint

12" 12"

12"12"

100’

Taper

Strips
Rumble

Rumble Strip

Shoulder

Driving Lane

Rumble Strip

Shoulder

12’

12’

6"
12"

6"

12"

‘ ‘

Shoulder

Lane
Driving

Rumble Strip

Shoulder

Driving Lane

4" Edgeline

See Inset B

See Inset B

12-29-09

Field Drive

RUMBLE STRIPS

Approach, or Private Drive

Highway, Section Line,

Paved or Gravel

Roger Weigel,
Note 4 was added.2-25-10

9/8/11

shown below.

radius of a paved or gravel highway, section line, approach, or private drive as

100’ before turn lane tapers, 100’ before or after ramp tapers, and at the

1) Discontinue rumble strips through the entire length of turn lanes & ramps, 

NOTES:

Revised Notes and D-760-2.9-8-11

Profile of Rumble Strips - Bituminous and PCC Pavements

Entrance Roadways
Entrance Ramp Exit RampTurn Lane

(Right & Left)

Divided Highways (Non-Interstate)

Inset B - Shoulder Rumble Strip

Discontinue rumble strip approx. 12" on both sides of PCC transverse joint
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D-760-3
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12’
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UNDIVIDED HIGHWAYS (SHOULDERS 4’ OR GREATER)
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12"

12"

12"

7"–�"

‘ ‘

Driving Lane

Rumble Strip

Centerline

Driving Lane

Shoulder

Lane
Driving

Rumble Strip

Shoulder

See Inset C

12-29-09

4" Edgeline

Rumble Strip

Shoulder

Rumble Strip

Shoulder

40’

Shoulder 4’ or Greater

RUMBLE STRIPS

 

Radius

Radius

1
0
0
’

1
0
0
’

Field DriveStrips
Rumble

Rumble Strip

Centerline

Barrier or Skip Stripe

10’

6"

10’

10’ 40’ 10’ 12"

Shoulder 4’ or Greater

6"

Inset B
See

Inset B
See

36"

Approach, or Private Drive

Highway, Section Line,

Paved or Gravel

Roger Weigel,

9/8/11

1
0
0
’

Radius

1
0
0
’

1
0
0
’

T
a
p
e
r

Strips
Rumble

Strips
Rumble

and after a paved or gravel highway, section line, approach, or private drive.

lanes, 100’ before left turn lane tapers and median islands, and 100’ before

2) Discontinue centerline rumble strips through the entire length of left turn

gravel highway, section line, approach, or private drive.

lanes, 100’ before right turn lane tapers, and at the radius of a paved or

1) Discontinue shoulder rumble strips through the entire length of right turn

NOTES:

Revised Notes and D-760-3.9-8-11

Turn Lane (Right & Left).

Revised Note 5, Note 6, and4-19-10

Note 4 was added.2-25-10

Profile of Rumble Strips - Bituminous and PCC Pavements

Inset B - Shoulder Rumble Strip

Undivided Highways (Shoulders 4’ or Greater)

Discontinue rumble strip approx. 12" on both sides of PCC transverse joint
Entrance Roadways

Inset C - Centerline Rumble Strip

Turn Lane

(Right & Left)
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�" Min. to �" Max.

12" 12"
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12’

12"12"
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7"–�"
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11’ - 7"

 

11’ - 7"

 

Shoulder
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Driving

Rumble Strip

Edgeline

Driving Lane

Rumble Strip

Centerline

Driving Lane

Rumble Strip

Edgeline

‘‘

See Inset C

Rumble Strip

Centerline

Barrier or Skip Stripe

4" Edgeline

See Inset A

12"

7"–�"

36"

Transverse Joint

Rumble Strip

Edgeline

See Inset A

40’

Radius
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1
0
0
’

1
0
0
’

Field DriveStrips
Rumble

10’ 10’

10’ 40’ 10’

Approach, or Private Drive
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Paved or Gravel

1
0
0
’
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1
0
0
’

1
0
0
’

T
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r

Strips
Rumble

Strips
Rumble

gravel highway, section line, approach, or private drive.

100’ before left turn lane tapers and median islands, 100’ before and after a paved or

2) Discontinue centerline rumble strips through the entire length of left turn lanes,

section line, approach, or private drive.

100’ before right turn lane tapers, and at the radius of a paved or gravel highway,

1) Discontinue edgeline rumble strips through the entire length of right turn lanes,

NOTES:
(2’ to < 4’)

Shoulder Varies

(2’ to < 4’)

Shoulder Varies

 
 

8"

8"

12"

7"–�"

7"–�"

12"

Driving Lane

Rumble Strip

Centerline

Driving LaneRumble Strip

Edgeline

‘‘

See Inset C

See Inset A

12"

7"–�"

36"

Rumble Strip

Edgeline

See Inset A

40’10’ 10’

10’ 40’ 10’

 
 

6"

6"

6"

11’ - 7" or less

11’ - 7" or less

(Less than 2’)

Shoulder Varies

(Less than 2’)

Shoulder Varies

8"

12’ or less

12’ or less

Profile of Rumble Strips - Bituminous and PCC Pavements

Inset A - Edgeline Rumble Strip Inset C - Centerline Rumble Strip

Discontinue rumble strip approx. 12" on both sides of PCC transverse joint

Entrance Roadways

Turn Lane

(Right & Left)

Undivided Highways (12’ Driving Lanes & Shoulders 2’ to < 4’)

Undivided Highways (12’ Driving Lanes or less & Shoulders Less than 2’)
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UNDIVIDED HIGHWAYS (SHOULDERS LESS THAN 4’)

12-29-09

RUMBLE STRIPS

 

Roger Weigel,

1/26/12

Note 4 was added.2-25-10

Turn Lane (Right & Left).

Revised Note 5, Note 6, and4-19-10

Revised Notes and D-760-4.9-8-11

strip widths and dimensions.
Revised details for rumble1-26-12
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Width Varies

SAW SLOTTED RUMBLE STRIP DETAIL
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Wheel track

Wheel track
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2’-10"

"4
12’-10

"2
16’-4

"4
114’-10

"8
34’-4

5’-9"

18’-0"

45°

10°

Curb face

of Roadway‘ 

2’x6’, 2’x8’, 2’x10’ or 2’x12’ white line

30’

10’

Edge line

Edge line

30-40 mph

0-25 mph

and above

45 mph 

8"

8"

12" 25’

15’

5’

Chevron Width
Limit

Speed

70 mph

65 mph

60 mph

55 mph

50 mph

45 mph

40 mph

35 mph

30 mph

25 mph

20 mph min. 100 ft

min. 100 ft

min. 100 ft

min. 100 ft

125 ft

175 ft

250 ft

325 ft

400 ft

475 ft

550 ft

Distance

Advance

Percentile Speed

 Posted or 85th 

for Railroad Warning Signs

Advance Placement Distance

45° to Traffic

Chevron Spacing

6’-4"

3’-0"

8"

2
’-
4
"

5
’-
4
"

1
’-
8
"

3
’-
8
"

4"

8
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16 S. F.

9
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5
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"

4
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6
"

1
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0
"

3’-4"

1’-2" 1’-0"

12 S. F. 41 S. F.

16" 7" 16" 7" 15" 1" 16"

8’-0"

16"

42"

22"

16"

4"

4"

4"

4" 4"

4"

4"

4"

6’-6"

22 S. F.

4"

4"4"
4"

4"

4"

4"

4"
16" 16"

2"
16"

5"
16"

16"

4"

8"

16"

8"

16"

16"

12"

8’-0"

6’-3"

6"

22 S. F.

16"
4"

16"
4"

16"
4"

16"
4"

16"
4"

16"

4"

4"

4"

4"

4"
4"

4" 4"

16"

4"

6"

16"

8"

16"

4"

18"

8"

34.5 S. F.

16"
4"

16"
4"

16"
4"

16"
4"

16"
4"4"4"

16"
4"

16"

16"

8"

4"

16"

16"

4"

16"

8"

4"

4"

4"

4"

4"

4" 4"

4" 4"

4"

4"

4"

4"

4"

4"

4"

4" 8"

46 S. F.

8’-0"

12’-0"9’-8"

8’-0"

11’-8"

3’-0"

8"

2’-8"

4"

4"

8"

5’-4" 1’-0" 5’-4"

=3’-4"R

=2’-4"R

1’-8"

8’-4"

2’-8"

3’-8"

2’-0"

2’-4"

1’-8"

2’-4"

29 S. F.

6’-0"

 "4
31’-0

"4
31’-9

"4
31’-0

"4
32’-0

1’-1"

"4
13

4 S. F.

8"

R=3’-4"

1’-0"

1’-0"

7’-6"

3’-0"

8"

3’-4"
1’-2"

4"

8’-0"

7’-5"

5’-4"

3’-8"

1’-8"

2’-4"

1’-8"

12’-9"

5’-0"

7’-9"
=2’-4"R

27 S. F.

gate, if present

Stop line 8’ from
stripe

barrier

4" yellow

‘ of driving lane

W10-1

3 Bands (12’ lane)            72 S.F.

Railroad cross & 2 R’s   60.5 S.F.

white unless noted otherwise.

See plans for correct message.  All pavement markings shall be

symbols should be used in each approach lane.

extend across all approach lanes, and individual R X R

crossing.  On multi-lane roads, the transverse bands should

for two-lane approach operation on the approach to a

A three lane roadway should be marked with a centerline

Notes:

R15-1

Drawing D-754-81
See Standard

10’

24’

60’

20’ 16’

See Advanced Placement Distance table at right

2’

3.3’ 6.6’
16"

6’ 1.6’

2’

20’ max
19’ min

15’

Bands at right angles to pavement
 

4" yellow ‘

between lines

4" space

2’

24"

24"

24"

24"

24"

24"

24"

24"

30"

6" min to 15" max

12" min to 30" max

12" min to 30" max

30" max

20^ from the edge of the roadway.

The merge arrow shall be rotated 

Note:
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Continental Crosswalk Detail

Centerline Pavement Marking Skip Spacing Detail

Chevron Crosshatching Table

D-762-1Pavement Marking Message Details

12-6-11

Roger Weigel,



4" white edge line

4" white edge line

4" white edge line

4" white edge line

4" white edge line

4" white edge line

4" white edge line

4" white edge line

4" white edge line

4" white edge line

4" white edge line

4" white edge line

4" white edge line

4" white edge line

4" white edge line

4" white edge line

4" white edge line

4" white edge line

4" yellow edge line

4" white edge line

4" yellow edge line

4" yellow edge line

4" yellow edge line

4" yellow edge line

4" yellow edge line
4" yellow edge line

4" yellow edge line

4" yellow edge line

4" yellow edge line

4" yellow edge line

4" yellow edge line

4" yellow edge line

4" yellow edge line

4" yellow edge line

Finished shoulder

Finished shoulder

Finished shoulder

Finished shoulder

Finished shoulder

Finished shoulder

Finished shoulder

Finished shoulder

Finished shoulder

Finished shoulder

Finished shoulder

8" white channel line

8" white channel line

line (4" between)

4" dbl yellow barrier

(10’ line, 30’ skip)

4" white centerline

(10’ line, 30’ skip)

4" white centerline

(10’ line, 30’ skip)

4" white centerline

(10’ line, 30’ skip)

4" white centerline

(10’ line, 30’ skip)

4" white centerline

(10’ line, 30’ skip)

4" yellow centerline

200’

240’

200’

12’

6’

240’

10’

597’

12’

6’

12’

6’

6’

14’

4’

12’

30’

10’

597’

2’ Max

4’

14’

6’

12’

10’

30’

2’ Max

14’

6’

4’
195’

193’

12’

12’

12’

30’

10’

(A)

(B)

(A)

(B)

4’ 14’

12’

12’

30’

10’

12’

6’

30’

10’

12’

12’

6’

4’

14’

12’

12’

30’

905’ +/-

6’

Varies (C)
4" yellow edge line

12’

(B
)

(A
)

Varies (C)

12’

12’

12’

12’

8" white channel line

8" white channel line

8" white channel line

2’ Max

8" Min.

8" Min.

8" Min.

8" Min.

8" Min.

(f
o
r 
e
s
ti

m
a
ti
n
g
 
p
u
rp

o
s
e
s
)

1
0
0
0
’ C
ro
s
s
ro

a
d

2’ Max

(2’ line, 6’ skip)

4" dotted white line

stop line (G)

24" white

(H)

stop line (G)

24" white

(H)

290’(D)

gore

Physical

Theoretical gore

290’(D)

Finished shoulder

Theoretical gore

gore

Physical

290’(D)

290’(2’ line, 6’ skip)

4" dotted white line

4" yellow edge line

4" white edge line

(10’ line, 30’ skip)

4" white centerline

12’

12’

12’

14’

10’
30’

6’

14’

4’

(B)

4" white edge line

(E)

gore

Physical 4" yellow edge line

Theoretical gore

4" white edge line

4" white edge line

4" yellow edge line
Finished shoulder

Finished shoulder

Full width
(2’ line, 6’ skip)

4" dotted white line

(A)

4" white edge line

�(E)

(F)

(2’ line, 6’ skip)

4" dotted white line

(2’ line, 6’ skip)

4" dotted white line

(2’ line, 6’ skip)

4" dotted white line

8" white channel line

(B)

(A)

196’

(A)

(B)

196’

(10’ line, 30’ skip)

4" white centerline

RIGHT SIDE EXIT RAMP

TAPERED DECELERATION LANE

LEFT SIDE EXIT RAMP

TAPERED DECELERATION LANE

ENTRANCE RAMP

TAPERED ACCELERATION LANE

ENTRANCE RAMP

PARALLEL ACCELERATION LANE

LEFT SIDE EXIT RAMP

PARALLEL DECELERATION LANE

RIGHT SIDE EXIT RAMP

PARALLEL DECELERATION LANE

determine the length to be striped.

The engineer in the field shall

4" White lane line, 10’ line, 30’ skip

4" White edge line

4" Yellow edge line

LOCATION ITEM

BASIS OF ESTIMATE

TAPERED

Entrance Ramp

8" White channel line

24" White stop line

4" White dotted line

4" Yellow edge line

4" White edge line

8" White channel line

4" Yellow edge line

4" White edge line

8" White channel line

24" White stop line

4" Yellow edge line

4" White edge line

8" White channel line

4" Yellow edge line

4" White edge line

Cross Road
4" White edge line

4" Dbl yellow barrier line (4" between)

4" White dotted line (C)

NOTE:

CROSS-ROAD & STRUCTURE

PARALLEL

Entrance Ramp

PARALLEL

Exit Ramp

Right or Left Side

TAPERED

Exit Ramp

Right or Left Side 

(Both Roadways)

Main Line

580 LF

60 LF

148 LF

1115 LF

1075 LF

390 LF

258 LF

1270 LF

1075 LF

396 LF

60 LF

258 LF

1115 LF

1075 LF

388 LF

1275 LF

1075 LF

2000 LF

2000 LF

2640 LF/MI

10,560 LF/MI

10,560 LF/MI

4" White dotted line

intersection traveled way.

4’ minimum, 15’ maximum from the nearest edge of the (H)

Not required when crossroad approaches have gravel surface.(G)

195’ was used for estimating purposes.(F)

8" channel line to the theoretical gore, otherwise use 195’.

If the distace is less than 350’ then extend the(E)

Beginning of physical gore to theoretical gore.(D)

and end at the 8" line.

pavement marking shall begin at the beginning of the taper

Assume "varies" to equal 790’ for purpose of estimate. The(C)

4" Yellow edge line(B)

4" White edge line(A)

4" White dotted line 283 LF
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D-762-2

Roger Weigel,

8-3-11

INTERSTATE PAVEMENT MARKING

4 LANE DIVIDED HIGHWAY



‘ Roadway

‘ Roadway

‘ Roadway

‘ Roadway

‘ Roadway
‘ Roadway

‘ Roadway

‘ Roadway

‘ Roadway

‘ Roadway

‘ Roadway

‘ Roadway

‘ Roadway

and/or lane line

Yellow barrier

edge line

Yellow median
line

White lane

line

White lane

line

White lane

edge line

White outside

edge line

White outside

edge line

White outside

edge line

Yellow median

edge line

Yellow median

edge line

Yellow median line

White lane

line

White lane
line

White lane

line

White lane

line

White lane

line

White lane line

White lane

line

White lane

line

White lane

line

White lane
line

White lane

line

White lane
line

White lane

line

White lane

line

White lane

line

White lane line

White lane

edge line

White outside

line

White edge

line

White edge

line

White edge

line

White edge

line

White edge

line

White edge

line

White edge

line

White edge

lines

Yellow barrier

lines

Yellow barrier

lines

Yellow barrier

lines

Yellow barrier

lines

Yellow lane

lines

Yellow lane

lines

Yellow lane

lines

Yellow lane

12’ 12’

2"

4"
4"

2"

4"

1"

4"

1"

4"

2"

12’ 12’

1"

4"4"

1"

12’ 12’

1"1" 1"

4"4"4"

12’ 12’

1"

4"4"

1"

4"

2"

12’ 12’

1"

4"4"4"

1"1"

12’ 12’ 12’ 12’

2"
2"

2" 2"
2"

2"1" 1"

4" 4"
4"

4"
4"

4"

4" 4"

12’ 12’ 12’ 12’

4"

2" 2"
2"

2"
2"

2"

4"
4"

4"
4"

4"

12’ 12’ 12’ 12’

4" 4" 4"
4"

4" 4"

2"1" 1"
2"

12’ 12’ 12’ 12’

1" 1"2"

2"

4" 4"
4"

4"

12’12’12’12’

12’12’12’12’

12’ 12’ 12’ 12’

12’ 12’ 12’ 12’

1" 1"

1" 1"

2"
2"

2"
2" 2"

2"

4" 4" 4"
4"

4"
4"

4" 4"

4" 4"
4"

4"
4"

4"

4" 4" 4"
4"

4" 4"

4" 4"
4"

4"

1" 1"2" 2"
2"

2"

2"
2"

2"2"

2"

1�" 1�"

1�"1�"
2"

for width
See plans

for width
See plans

for width
See plans

for width
See plans

line

White edge

line

White edge

line

Yellow Barrier line

Yellow Barrier

line

Yellow Barrier

line

Yellow Barrier

line

Yellow Barrier
line

Yellow Barrier

line

Yellow Barrier

line

Yellow Barrier
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PAVEMENT MARKING D-762-4

30’

10’

CENTERLINE PAVEMENT MARKING SKIP SPACING DETAIL

  drives and field drives and broken for intersections.

1.  Edge lines shall  be continued through private

NOTES:

Roger Weigel,

12-1-10

12-1-10

Two Lane Two Way

RURAL ROADWAY

PRIMARY HIGHWAY

Asphalt Section

Two Lane Divided

Rural Roadway

PRIMARY HIGHWAY

INTERSTATE HIGHWAY RURAL FOUR LANE ROADWAY

URBAN FIVE LANE SECTION

RURAL FIVE LANE ROADWAY

INTERSTATE HIGHWAY

URBAN FOUR LANE SECTION

URBAN FOUR LANE SECTION

RURAL FOUR LANE ROADWAY

URBAN FIVE LANE SECTION

RURAL FIVE LANE ROADWAY

Asphalt Section

Asphalt Section

Concrete Section

Concrete Section

Concrete Section

Concrete Section

Asphalt Section

Asphalt Section

Concrete Section

Two Lane Roadway

Asphalt Section

Two Lane Roadway

Concrete Section

Two Lane Roadway

Edge line

Edge line



(No turn lanes present)

Type A

(Right Turn Lane on Major Road)

Type B

(No Center Left Turn Lane on Major Road)

(Right Turn Lane on Major Road, and Turn Lane on Minor Road)

Type C

4" Marking

8" Marking

24" Marking

4’

12’

12’

4’

4’
4’

(STOP Bar)

24" Line
28.8’

30’10’

  

4" Yellow Barrier Line

4" Yellow Barrier Line

4" Yellow Dashed Line

4" Yellow Dashed Line

24’ Min. 24’ Min.

See length of barrier line table (Note 2) See length of barrier line table (Note 2)

4’

12’

12’

4’

4’

4’

28.8’

30’10’

  

4" Yellow Barrier Line

4" Yellow Barrier Line

4" Yellow Dashed Line

4" Yellow Dashed Line

24’ Min. 24’ Min.

See length of barrier line table (Note 2) See length of barrier line table (Note 2)

(STOP Bar)

24" Line

60’
4’

4’
8" White Line

4" White Line

4" White Line

4" White Line

4" White Line

4" White Line

4" White Line

1.

2.

Notes

40 50 60 65 70554530

200’

35

250’ 305’ 360’ 425’ 495’ 570’ 645’ 730’

4’

12’

12’

4’

4’

4’

28.8’

30’10’

  

4" Yellow Barrier Line

4" Yellow Barrier Line

4" Yellow Dashed Line

4" Yellow Dashed Line

24’ Min. 24’ Min.

See length of barrier line table (Note 2) See length of barrier line table (Note 2)

(STOP Bar)

24" Line

60’
4’

4’
8" White Line

4" White Line

4" White Line

4" White Line

Note 1

‘

‘

‘

‘

‘

‘

Right Turn Lane

 Right Turn Lane Length2
1

Right Turn Lane Taper

Right Turn Lane Right Turn Lane Taper

 Right Turn Lane Length2
1

16’

4" White Line

16’

4" White Line

4" White Line

16’

Install pavement message at half the turn lane length

(10’ Spacing, 45^)

8" White Line

(10’ Spacing, 45^)

8" White Line

(10’ Spacing, 45^)

8" White Line

8" White Line

4" White Line

Line

4" White

4" Yellow Double Barrier Line to the end of Flared Intersection

4" Yellow Double Barrier Line to the end of Flared Intersection

4" Yellow Double Barrier Line to the end of Flared Intersection

from the table below, which is stopping sight distance.
speed limit. The length for the barrier lines shall be obtained 
The barrier lines have variable distances dependent on the

pavement marking message arrow.
At "T" intersections (3-leg), additionally install left turn

Speed Limit (mph)

Minimum Length

Table for Length of Barrier Line

(Only if Turn Lane Length > 300’)

Only if Turn Lane Length > 300’

Only if Turn Lane Length > 300’

Stop Sign

6’

Stop Sign

6’

Stop Sign

6’
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PAVEMENT MARKING FOR STANDARD 90 DEGREE FLARED INTERSECTION

Roger Weigel



4" Marking

8" Marking

24" Marking

4’

12’

12’

4’

4’
4’

4" Line

(STOP Bar)

24" Line
28.8’

  

24’ Min. 24’ Min.

4’

12’

12’

4’

4’

4’

(10’ Spacing, 45^)

28.8’

(STOP Bar)

24" Line

60’
4’

4’
8" White Line

4" White Line

4" White Line

4" White Line

4" White Line

4" White Line

4" White Line

1.

Notes

4’

12’

12’

4’

4’

28.8’

(STOP Bar)

24" Line

Turn Lane

 Turn Lane Length2
1

60’
4’

8" White Line

4" White Line

4" White Line

4" White Line

Turn Lane Taper

  

24’ Min. 24’ Min.

4’

  

24’ Min. 24’ Min.

4" Yellow Double Barrier

4" Yellow Double Barrier

(Center Left Turn Lane on Major Road)

Type D

(Center Left & Right Turn Lane on Major Road)

Type E

(Center Left & Right Turn Lane on Major road, and Turn Lane on Minor Road)

Type F

8" White Line

8" White Line4" White Line

4" White Line

‘

‘

‘

‘

‘

‘

(Center Left Turn Lane on Major Road)

Right Turn Lane Right Turn Lane Taper

Left Turn Lane Left Turn Lane Taper

60’

 Left Turn Lane Length2
1

 Right Turn Lane Length2
1

4" Yellow Double Barrier Line to the end of Flared Intersection

Left Turn Lane

 Left Turn Lane Length2
1

60’

Left Turn Lane Taper

Left Turn Lane

 Left Turn Lane Length2
1

60’

4" White Line

4" White Line

4" White Line

4’

Note 1Install pavement message at half the turn lane length

4" White Line

8" White Line

8" White Line

(10’ Spacing, 45^)

8" White Line

(10’ Spacing, 45^)

8" White Line

8" White Line4" White Line

8" White Line

4" Yellow Double Barrier

4" Yellow Double Barrier

4" Yellow Double Barrier

4" Yellow Double Barrier

4" Yellow Double Barrier Line to the end of Flared Intersection

4" Yellow Double Barrier Line to the end of Flared Intersection pavement marking message arrow.
At "T" intersections (3-leg), additionally install left turn

16’

Stop Sign

6’

16’

Stop Sign

6’

16’

Stop Sign

6’

(Only if Turn Lane Length > 300’)

Only if Turn Lane Length > 300’

Only if Turn Lane Length > 300’

Only if Turn Lane Length > 300’

Only if Turn Lane Length > 300’

Only if Turn Lane Length > 300’
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PAVEMENT MARKING FOR STANDARD 90 DEGREE FLARED INTERSECTION

Roger Weigel



T

T TTT T T T T

T T T T T T T

T T T T

T T T TT T T T T T T T

T T T T T T T TTTTTT
T T T T T T T T T T T T T

T T T TT T T TT T T T

T T T TT T T T T T T T

T T T TT T T TT T T T

T T T T T T T T T

T T T TT T T T

T T T T T T T T

TT T T T T T T T T T T T

T T T T T T T

T T T TT T T T T T T T

T T T TT T T TT T T T

T T T

T T T T T TTTTTTTTT

T T T T T T T T T T T T T

T T T T T T

T T T T T T T

T

T

T

T

T

T

T

T

T

Edge of Driving Lane

Edge of Driving Lane

Edge of Driving Lane

Edge of Driving Lane

Edge of Driving Lane

Edge of Driving Lane

Edge of Driving Lane

Edge of Driving Lane

Edge of Driving Lane

Edge of Driving Lane

Edge of Driving Lane

Edge of Driving Lane
Edge of Driving Lane

Edge of Driving Lane

Edge of Driving Lane

Edge of Driving Lane

‘

‘

‘

‘

‘

‘ ‘

‘

4" Yellow Barrier Line

4" Yellow Barrier Line

4" Yellow Barrier Line

4" Yellow Barrier Line
4" Yellow Lane Line

4" yellow line

4" White Lane Line

4" White Lane Line

4" White Channel Line

4" White Lane Line

4" White Lane Line

White Raised Pvmt. Mkrs

White Raised Pvmt. Mkrs

White Raised Pvmt. Mkrs

White Raised Pvmt. Mkrs

White Raised Pvmt. Mkrs

White Raised Pvmt. Mkrs

White Raised Pvmt. Mkrs

Yellow Double Raised Pvmt. Mkrs

Yellow Raised Pvmt Mkrs

Yellow Raised Pvmt. Mkrs

Yellow Raised Pvmt. Mkrs

4" White Lane Line

4" White Lane Line

Double Yellow Raised Pvmt. Mkrs

30’

3.33’

3.33’

10’

30’

30’

10’

3.33’

3.33’30’

50’

30’
3.33’

3.33’

10’

50’

30’ 30’

Varies

30’

10’

3.33’

3.33’

Varies

Continue 10’ Spacing

intersections, length varies
channel line, use at major
White Raised Pvmt. Mkrs

length varies
use at major intersections,
4" White Channel Line

10’

10’

10’

10’

10’

10’

10’

10’

10’

10’10’

10’

10’

10’

10’

T
T

FIVE LANE ROADWAY WITH MARKED ISLANDS

Raised Pavement Markers

Painted or Tape LinesPainted or Tape Lines

FIVE LANE ROADWAY TWO WAY LEFT TURN

Raised Pavement Markers

Painted or Tape Lines

Raised Pavement Markers

TWO-LANE TWO-WAY ROADWAY

Painted or Tape Lines

Raised Pavement Markers

FOUR LANE ROADWAY

  of the contractor.

  marking has been installed. Removed markings shall become the property

3.  Raised markers and tape markings shall be removed after permanent pavement

  exact spacing so that the permanent stripe will match when applied.

2.  Short term center line stripe (paint) on top lift shall be carefully placed with

  marking shall be placed.

  for three days, at which time the short term no passing zone pavement

  zone pavement markings.  These signs will be allowed to remain in place

  No passing zone signs may be placed in lieu of short term no passing

1.  Two-lane two-way roadways shall have no passing zones placed as shown.
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6"

Varies

V
a
ri
e
s

7
"

3"

"2
11

1
"

3
"

5
" 1
0
"

"4
14 "4

143"

"4
17

"
2

1
3

"
2

1
3

4"4"

block

Wooden offset
washer
Flat 

6"x8"x14" Wooden offset block

face

Roadway

"2
1R = 

All corners

with button head

" wood screws2
12 No. 12, 1

20 Penny galvanized nail

2 nails required.

Optional nail position only.

Flat washer

" Post bolt slot2
1" x 24

3

Neutral axis

nest with W-beam
Cross section is to 

"
4

1
1
2

"4
31’-10

2"

"16
5

"16
51

"
85

L

2’-6"

"
8

3
3

3"

for use in end treatment

° Bend req. only2
125

3" wide

Yellow

3" wide

Black

3" wide

Yellow

‘ Post bolt slot

"2
18

"4
14

"4
14

2"2"

"2
1" x 24

3slot 

Post bolt

guardrail bolt

" long4
1" x 18

5a 

" for8
1" x 132

29slot 

Splice bolt

"4
37

"4
36

5"

"8
51

1
"

1
"

"
4

1
2

"8
3

"
2

1
4

L

"4
11

"8
51

"4
31

"8
51

1"

"4
1

"2
11

regular hex nut

" long with2
11

guardrail bolt

" Dia8
5holes for 

" square16
11Two 

to post

slot for attaching rub rail

" x 2" rectangular16
11One 

1
"

2
"

2
"

2
"

C6 x 8.2 rub rail

VariesVaries

"2
11

"8
51"8

51

Varies

3
"

3
"

"
8

1
1

"8
5

"
1
6

1
5

"32
7

"16
5

"16
51

"
8

5

Splice plate

6
’-
0
"

8"

6
"

1
4
"

6" x 8" x 14"

7
"7
"

3
"

3
"

"16
7or 1

"16
11

"4
13

"16
1
1

"4
12

")
1
6

3
 (̈"

4
1

1
2

"16
33

"32
171

 

" R8
3

 

" R16
15

")16
3(-0",+

Tolerance

Sheet thickness

10°

"16
9

" R16
15

connector for use in end treatment.

Bend & hole only required to modify 

long with regular hex head nut.

"2
1" Dia guardrail bolt 18

5

in channel and splice plate for

" x 2" rectangular slots16
11Two 

1" Dia holes

Bolt is to be similar to splice bolt.

depending on the type of post used.

" Dia post bolt, length varies8
5

or both sides

deep recess one 

"16
11" Dia x  

")4
1",+14

1(-

Tolerance

")4
1",+14

1(-

Tolerance

long guardrail bolt

"4
1" Dia x 18

5" Slot for a 32
29

facing traffic.

sheeting may be applied only on the side 

sides, except on divided highways, the 

sheeting (type XI) onto top 7" of plate on both 

0.080" Aluminum plate.  Place reflective 

Front Side

L          Thread Length

4" Min thread length25"

4" Min thread length22"

4" Min thread length20"

4" Min thread length18"

4" Min thread length"2
19

" Min thread length4
312"  

Full length thread"4
11

" Min thread length4
3113" 

" Min thread length4
3111"

" Min thread length2
113"  

Full length thread"2
11

Thread LengthL

for placement on end treatment.

Additional reflectors are added to the W-beam guardrail quantities

Post

Block

" bolts8
5

" Hole for4
3

6" may be specified.
alternate lengths in increments of 
Where soil conditions require NOTE: 

" , + 1".4
1Guardrail installation height tolerance = - 4.

downward toward the roadway side.

rivets or attachment device shall be non-rust. The stripes shall slope 

Impact Head Plate with rivets or some other attachment device.  The 

requirements Section 894.01.A. The Object Marker shall attach to the 

sheeting shall be applied to 0.100 Aluminum sheeting meeting the 

requirements of Section 894.02.B of the standard specifications. The 

The retroreflective sheeting shall be type XI sheeting meeting the 

The Object Marker shall fit within the vertical edges of the Impact Plate.  3.

bituminous material to be included in the price bid for other items.

installed after mat has been laid.  Cost of excavation and replacing of 

by the engineer.  Replace bituminous material wherever guardrail is 

earth from excavations for guard posts shall be disposed of as directed 

Manner of replacing bituminous material at guardrail post: All excess 2.

otherwise on the plans.

color as the pavement marking adjacent to that reflector unless noted 

centers for  guardrail over 250’ in length. The reflector shall be the same 

spaced at 25’ centers on guardrail less than 250’ in length and at 50’ 

Reflectorized plates: Reflector plates shall begin at the first post and be 1.

NOTES:

W BEAM TERMINAL CONNECTOR

IMPACT HEAD OBJECT MARKER" CARRIAGE BOLT & NUT8
5

REFLECTORIZED PLATE DETAIL

ATTACHMENT DETAIL

   TYPICAL POST

& RECESS NUT

" GUARDRAIL BOLT8
5

" Hex nut8
5
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C6x8 RUB RAIL AND SPLICE PLATE

Rub Rail

Splice Plate

Splice Detail

SPLICE DETAIL

W-BEAM GUARDRAIL GENERAL DETAILS

6"x8" TIMBER POST & BLOCK

W-BEAM CROSS SECTION
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" Dia recess nut8
5

" Diameter Guardrail Bolt8
5

" Diameter Carriage Bolt8
5
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G

E

l, m

a, c, b(2)

f, h, g(2)

f, h, g(2)

ITEM

�" washer

plate

Bearing

installation (ea.)

End payment for 

0 to 2’-0" Rail Offset

l, m

D

j, k

d, h

guardrail (LF)

for W-beam 

Begin payment 

turning when the wood shrinks.

rectangular post, to prevent them from 

20 penny galvanized nails into each 

post #8 should be "toe nailed" with two 

The wood blockouts on post #3 through 8.

tightening nuts.

prevent the cable from twisting when 

channel lock pliers) should be used to 

taut. A locking device (vice grips or 

The breakaway cable assembly must be 7.

excavated from the hole.

with adequately compacted material 

length, placed in the hole and backfilled 

drainage. Posts 1 & 2 can be field cut to 

approximately 2 1/2" deep to provide 

placed in the bottom of the hole, 

engineer. Granular material will be 

surface may be used if approved by the 

diameter post hole, 20" into the rock 

When rock is encountered, a 10" 6.

settlement.

satisfactorily compacted to prevent 

hole, the backfill material must be 

attached. If the post is placed in a drilled 

should not be driven with the upper post 

The lower section of the hinged posts 5.

requirement.

may be necessary to meet this 

(measured along a 5’ cord). Site grading 

protrude more than 4" above the ground 

The lower sections of the posts shall not 4.

encroaching on the shoulder. 

25:1 to prevent the impact head from 

The SKT can be flared at a rate of up to 3.

galvanized.

anchors and bearing plates shall be 

All bolts, nuts, cable assemblies, cable 2. 

SKT.

Breakaway posts are required with the 1. 

GENERAL NOTES:

�" Dia H.G.R nut

6’-3" 6’-3" 6’-3" 6’-3" 6’-3" 6’-3" 6’-3" 6’-3"

50’

IMPACT HEAD

p

8

A

QTY

1

B 1

C 3

D 1 FIRST POST ASSEMBLY TOP

E 1

F 1 SECOND POST ASSEMBLY TOP

G 1 SECOND POST ASSEMBLY BOTTOM

K 1 BEARING PLATE

L 1 CABLE ANCHOR BOX

M 1 BCT CABLE ANCHOR ASSEMBLY

N 1 GROUND STRUT HINGED POST

16

CABLE ANCHOR BOX SHOULDER BOLT

o

n

8

8

l

m

k

2

4

2

g

j

h

d

1

e

c

1

a

b

25

1

32

2

2

6

f

P

R 6

6 WOOD CRT POST

BILL OF MATERIALS

FIRST POST ASSEMBLY BOTTOM

�" x 4" HEX BOLT Grade 5

�" WASHER

�" HEX NUT

�" WASHER

1" ANCHOR CABLE HEX NUT

1" ANCHOR CABLE WASHER

�" A325 STRUCTURAL NUT

1�" OD x �" ID A325 STR. WASHER

HARDWARE

50’

Wood CRT post

Standard line post

B C

A
C

L, n(8), o(8), p(16)

Cable anchor box shoulder bolt

�" A325 structural nut

1�" OD x �" ID A325 str. washer

Cable anchor box

Impact head

Ground strut

N

bottom

assembly

First post

E

assembly bottom

Second post

G

d(8), h(8)

C

K

D
K

N

M

E G

F

j, k

F

N

P

R

e, h, g

hex nut

1" Anchor cable

washer

cable

1" Anchor

Bearing plate

top

First post assembly

assembly

anchor

Bct cable

Ground strut

bottom

First post assembly

bottom

First post assembly

assembly top

First post

1" Anchor cable hex nut

1" Anchor cable washer

�" Washer

�" Hex nut

�" Washer

�" x 4" Hex bolt grade 5

top

Second post assembly

bottom

Second post assembly

Second post assembly top

bottom

Second post assembly

Wood CRT post

Ground strut

SIDE VIEW DETAIL OF POST #2

FRONT VIEW

POST #1 CONNECTION DETAILS IMPACT HEAD CONNECTION DETAIL

FLARED INSTALLATION

25:1 maximum flare rate

Post #2

SECTION A-A SECTION B-B

ELEVATION

PLAN

SIDE VIEW

A

A B

B

28"

1 2 3 4 5 6 7

Posts #3 through #8

8

P (Posts #3 through #8)

�" washer

�" Dia H.G.R. nut 

�" Dia x 18" H.G.R. bolt

�" Dia x 1�" splice bolt

�" Dia H.G.R. nut 

�" Dia x 8�" hex bolt GRD A449

�" Dia hex nut

�" Dia x 8�" hex bolt GRD A449

�" Dia hex nut

�" Dia x 9" hex bolt GRD 5

�" Dia H.G.R nut

bolt GRD 5

�" Dia x 9" hex

splice bolt 

�" Dia x 1�"

�" Dia H.G.R nut 

�" Dia x 1�" SPLICE BOLT, POST #2 

�" Dia x 18" H.G.R. BOLT (POSTS 3 THRU 8)

�" Dia x 9" HEX BOLT GRD 5

�" Dia H.G.R NUT 

�" Dia x 8�" HEX BOLT GRD A449

�" Dia HEX NUT

W-BEAM GUARDRAIL END SECTION, 12 Ga

W-BEAM GUARDRAIL, 12 Ga

W-beam guardrail, 12 Ga

W-beam guardrail end section, 12 Ga W-beam guardrail, 12 GaW-beam guardrail, 12 Ga

Recycled equivalent

Timber blockout/

TIMBER BLOCKOUT/RCY EQUIVALENT

(posts #3 through #8)

REVISIONS

DATE CHANGE
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guardrail

post W-beam

Standard strong

CRT posts

3 through 7

W-beam guardrail

W-beam center section

W-beam guardrail

W-beam guardrail

Timber blockout

Wood CRT posts

assembly bottom
First post

First post assembly top

Bearing plate

with washer
1" hex nut

Bearing plate

holes

" breakaway 2
13

Breakaway end post

4

2

1

1

1

1

1

2

1

1

BILL OF MATERIALS

8 CABLE ANCHOR BOX SHOULDER BOLT

16

8

2

2

1

1

5

22

BCT CABLE ANCHOR ASSEMBLY

BEARING PLATE

CABLE ANCHOR BOX

QTY

W-BEAM GUARDRAIL END SECTION, 12 GA

IMPACT HEAD

1

NO30

W050A

SB58A

N055A

W050

B581802

S785

E770

S760

E750

HP1B

G1203

F3000

F1303

ITEM #

P675

B140404

N050

HP1A 1 FIRST POST ASSEMBLY TOP

GROUND STRUT HINGED POST

FIRST POST ASSEMBLY BOTTOM

HP2A

HP2B

1

1

SECOND POST ASSEMBLY TOP

SECOND POST ASSEMBLY BOTTOM

HARDWARE (ALL DIMENSIONS IN INCHES)

P671 WOOD CRT POST

WO14 4

N014 2

B580122 17

B580904A

B340854A

N100

W100

1 ANCHOR CABLE HEX NUT

1 ANCHOR CABLE WASHER

5

5

 WASHER4
1

 HEX NUT4
1

 WASHER8
5

 A325 STRUCTURAL NUT2
1

 ID A325 STR. WASHER16
9 OD x 16

11

anchor assembly
BCT cable

assembly top
First post

assembly bottom
First post

6’-3" 6’-3" 6’-3" 6’-3" 6’-3" 6’-3" 6’-3" 6’-3" 6’-3"

assembly bottom

Second post

bottom

assembly 

First post

End payment for installation (ea) Begin payment for W-beam guardrail (LF)

W-beam guardrail end section

Rail exit on traffic side

Ground strut hinged post

assembly top
Second post 

Ground line

Impact head

F3000

Do not attach rail to post #3

hinged post
Ground strut 

HP2B

B140404

N014

W014

E671 F3000

PB620

B340854A

N030
S785

NO50

B580122

HP2B

S785

HP1B

F1303

HP1A

E750

W050

NO50

B580904A

W100

N100

HP1B

N050

HP1A

E770

S785

HP2A
E750

N100

W100

B580904A

NO50

W050

Ground Line

assembly bottom

Second post

1" Hex nut

w  washer

" nut8
5& 

w washers

" nut8
5& 

w washers

HP1B

B340854A

N030

assembly top
Second post 

HP2A

HP2B

assembly bottom

Second post

 x 4 Hex Bolt4
1

 Hex Nut4
1

 Washer (2)4
1

Impact head

E675

Hinged Post
Ground Strut

"  Dia H.G.R. Nut8
5

Splice Bolt w 
4

1"  Dia x 18
5

S760

SB58A

NO55A

WO50A
G1203

G1203

B140404 N014

W014

" Dia 4" bolt4
1

" nut 4
1& 

under nut only

" OD washer8
51

and H.G.R. nut 

" x 18" bolt8
5

" post hole w/4
3

" Dia hex nut4
3

GR A449

hex bolt 

"2
1" Dia x 84

3

" Dia hex nut4
3

GR A449

hex bolt 

"2
1" Dia x 84

3

w/ (2) washers

(8) splice bolts

B580122

and H.G.R. nuts

Cable anchor box

                    washers

                    structural nuts &

w/                      shoulder bolts,

2’-6" to 4’-0"

6’-0"

7"

16"

2
8
"

POST #1 CONNECTION DETAILS IMPACT HEAD CONNECTION DETAIL

SIDE VIEW DETAIL OF POST #2

FRONT VIEW

SIDE VIEW

IMPACT HEAD CONNECTING DETAIL

SECTION B-B

POST 3 THRU 7

SECTION A-A

at Post #2

B

B

A

A

1 2 3 4 5 6 7

ELEVATION

PLAN

TRAFFIC

 Dia x 4 HEX BOLT4
1

hex bolt Gr 5

" Dia x 9"8
5

hex bolt Gr 5

" Dia x 9"8
5

 SPLICE BOLT4
1 Dia x 18

5

 Dia x 10 H.G.R. BOLT (POSTS 3 THRU 6)8
5

 Dia x 9  HEX BOLT GR 58
5

 Dia H.G.R. NUT8
5

 HEX BOLT GR A4492
1 Dia x  84

3

 Dia HEX NUT4
3

W-BEAM GUARDRAIL, 12 GA

TIMBER BLOCKOUT OR RECYCLED EQUIVALENT

Energy Absorbing Terminal shall be turned parallel to the roadway.

When the guardrail flare is between 10:1 and 7:1, the Flared 

Absorbing Terminal shall have only the flare rate of the guardrail.  

approach guardrail is flared at 16:1 to 10:1, the Flared Energy 

the approach guardrail is parallel with the roadway.  When the 

The Flared Energy Absorbing Terminal shall be flared only when 8.  

shall be 20 penny and galvanized.

posts to prevent them from turning when wood shrinks.  The nail 

The wood blockouts shall be "toe nailed" to the rectangular wood 7.  

from twisting when tightening nuts.

(vice grips or channel lock pliers) should be used to prevent cable 

The breakaway cable assembly shall be taut.  A locking device 6. 

compacted material excavated from the hole.

length, placed in the hole and back filled with adequately 

deep to provide drainage.  The soil tubes shall be field cut to 

" 2
1material will be placed in the bottom of the hole approximately 2

hole 20" deep may be used if approved by the Engineer.  Granular 

When rock is encountered during excavation, a 12" diameter post 5. 

material must be satisfactory compacted to prevent settlement. 

attached.  If the the post is placed in a drilled hole, the backfill 

Lower post sections shall not be driven with the upper post 4.  

grading may be necessary to meet this requirement. 

inches above the ground (measured along a 60 inch cord). Site 

The lower sections of the posts shall not protrude more than 4 3.  

shall be galvanized.

All bolts, nuts, cable assemblies, cable anchors and bearing plates 2.  

Terminal except posts #1 and #2.

Wood posts are required with the Flared Energy Absorbing 1.  
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9961G

9960G

3380G

3900G

3910G

3300G

3340G

3360G

3580G

3000G

4063B

4075B

907G

700A

39G

PC

3G

9G

4258G

4254G

6405G

4699G

3701G

3704G

3400G

4261G

3718G

6321G

33876A

33877A

33878A

33879G

33880G

30G

33881G

1

4

2

2

4

4

4

1

2

44

8

14

58

1

1

1

1

1

1

QTY

1

1

1

2

1

1

1

4

5

4

5

4

4

4

10

5/8"| x 2"  POST BOLT

5/8"| x 1 1/2" HEX HD BOLT

5/8"| x 18" POST BOLT

5/8"| x 1 1/4"  SPLICE BOLT

SLOT GUARD

1" WASHER

1" HEX NUT

5/8" WASHER

5/8" HEX NUT

12/12’6/6’3/S (GUARDRAIL)

12/12"/BACKUP (GUARDRAIL)

12/12’6/S SRT-2 (GUARDRAIL)

12/12’6/S SRT-1 (GUARDRAIL)

12/BUFFER/ROLLED  (TERMINAL)

CABLE ANCHOR BRACKET

DESCRIPTION

HBA POST 1 & 2 BOT (TS 6 x 4)

HBA POST 1 TOP (W6 x 8.5)

HBA POST 2 TOP (W6 x 8.5)

3/4"| x 3" HEX HD BOLT (A325)

3/4" WASHER

3/4" HEX NUT

3/4" LOCKWASHER

3/8"| x 1 1/2" HEX HD BOLT (GR 5)

3/8"| x 2" HEX HD BOLT (GR 5)

3/8" LOCKWASHER

3/8" WASHER

3/8" HEX NUT

3/8" x 3" x 4" PLATE WASHER

ANGLE STRUT 2" x 2" x 3/8"

1" x 6" x 8" BEARING PLATE

CABLE WEB PL 4" x 1/4" x 6 1/2"

6’ POST 6" x 8"

14" BLOCK 6" x 8"

3/4 x 6’6" CABLE

BILL OF MATERIAL

Typical at posts #1 & #2

PC 33878A

Ground line

PC 9G
PC 39G

PC 9960G

PC 700A

2 ~ PC 33879G

PC 3000G PC 907G

PC 33877A

PC 3G

Traffic side

SEE DETAIL "H"

post #2.

not attach to 

PC3300G. Do 

PC3340G & 

PC3400G W/ 

PC 4075B

PC 4075B

39G

PC 9G  OR 

PC 30G

PC 33876A

SEE DETAIL "G"
PC 907G

PC3400G W/ PC3340G & PC 3300G

bolt head.

" 8
3strut to pass over 

plate & strut to allow 

 bolt between post 4
3

Stack 2-3 washers, 
PC 4063B

PC3300G

PC3340G & 

PC3580G W/ 

PC3300G

PC3340G & 

PC3580G W/ 

PC 4063B

6’-3"6’-3"6’-3"6’-3"6’-3"6’-3"

PC 3340G

PC 3360G &

PC 33879G

PC 3360G & PC 3340GPC 3360G & PC 3340G

not relaxed.

sure it is taut and has 

recheck cable to be 

After final assembly, 

Attaches to web of post  #1

PC 33881G

PC 9961G

opening is at top

Install plate so slot 

PC 33880G
Traffic side

PC4254G

PC6405G & 

PC4261G W/ 

PC 33879G

OFFSET NOTE:

lockwasher under hex nut.

Install with head on strut side w/washer & 

PC6321 W/ PC4258, PC4254 & PC6405.  

under hex nut.

w/washer & lockwasher 

with head on strut side 

PC4254 & PC6405. Install 

PC6321 W/ PC4258, 

hex nut.

& lockwasher under 

strut side w/washer 

Install with head on 

PC4699 & PC3704. 

PC3718 W/ PC3701, 

lockwasher under hex nut.

Install with head on strut side w/washer & 

 PC3718 W/ PC3701, PC4699 & PC3704.  

opposite end

each end  & PC 3900G 

PC 3000G W/ PC 3910G 

under hex nut.

side w/washer & lockwasher 

PC6405. Install with head on strut 

PC6321 W/ PC4258, PC4254 & 

each PC 9960G.

3340G. 6 required at 

PC 3360G & PC 

700A

required at PC 

PC 3380G. 8 

3300G under 

3340G & PC 

PC 3380G W/PC 

positioned immediately downstream of slots.

Deflector angle of slot guard should be 

SRT-350Standard guardrail

(See note above for post #7)

(ea)

for installation 

End payment 

guardrail (LF)

W-beam 

payment for 

Begin 

SECTION "B-B"SECTION "C-C"
VIEW "H-H"

SECTION "A-A" ENLARGED VIEW @ POST #1

(@ POST #4 & #6) (@ POST #3 & #5)

(@ POST #2)

DETAIL "H"

(@ POST #2)

VIEW "G-G"

(@ POST #1)

DETAIL "G"

(@ POST #1)

"8
55’-11

4
8
" 
(4
.0
’)

n
o
te

S
e
e
 o
ff
s
e
t

7 6 5 4 3

2 1

PC 4063B

TRAFFIC

TRAFFIC

2
’-
4
"

C

C
B

B

A

A

H

H

G

G

SRT/HBA without kinking the guardrail.

to maintain the offsets for the 

SRT).  Post #7 could be offset slightly 

post #6 (post #7 not included with 

wood post same as post #3 through 

First line post must be a "breakaway" 
traffic face of post #1 (HBA).

The post offset dimension is given to the center of the 

shall be 175 feet when the slotted rail terminal is used as the end terminal.

Minimum length of rail, including end terminal, in advance of fixed objects 7.

For details not shown, see the manufacturer’s installation manual.6.

face of the curb. 

treatment shall be used at the end of the straight guardrail that is placed at the 

extended beyond post #7, the flared SRT can not be used.  A straight end 

For curb installation, the curb must end prior to post #7. Where the curb is 5.

blockout shall be 20 penny and galvanized.

prevent them from turning when wood shrinks.  The 2 nails required per 

The wood blockouts shall be "toe nailed" to the rectangular wood posts to 4.

tightening nuts.

channel lock pliers) should be used to prevent cable from twisting when 

The breakaway cable assembly must be taut.  A locking device (vice grips or 3. 

struts, nails, pipes soil tubes and soil plates shall be galvanized.

All bolts, nuts, cable assemblies, cable anchors, bearing plates, slot guards, 2. 

Wood posts are required with the slotted rail terminal except posts #1 and #2.1. 

GENERAL NOTES:

PC 3G attached to post #2
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"4
19

6""4
13

"4
110

6"

3"

"4
18

6""2
11

"2
17

C6 x 8.2 rubrail

timber block

10" x 8" x 21" tapered

Curb

End shoe

W-beam terminal connector

End shoe

"
4

1 "
8

7
1

"
2

1
3

7
"

"
4

1

1
"

connector

W-beam terminal

W-beam rail

terminal connector.

begins at end of 

Pay length

with tapered timber block

10" x 10" x 8’-0" timber post

Double rail section

‘ post No. 7

Gutter line

W-beam rail

" dia. high stength bolts, washer & hex nut8
7Four 

" plate4
1End shoe, 

‘ post No. 1

Post 1

2
’-
8
"

2
’-
2
"

1
’-
7
"

" dia. x 4" long lag screw2
1

Secure rub rail to post with
C6 x 8.2 rub rail

12’-6"12’-6"12’-6"

37’-6"

3’-0"

20’-0" End of curb

1
’-
7
"

6"

1’-3"

11"

8
"

2
’-
8
"

6
"

3
"

1’-0"5""4
37

2’-0"

C6 x 8.2

6’-7" straight

6’-0
" be

nt

6
"

2
" 2
"

3
"

Notch flanges, bend and weld

3
"

6’-7" straight

"4
37 "4

31’-0 "4
34 @ 1’-6 " = 6’-3"2

12 @ 3’-1 "2
11

=6’-3"

"4
12

"4
114’-6

See table for posts, spacer blocks & guardrail bolts

" dia. hole16
11

view

end shoe plan

Bend line, see

"8
71

1"

rail flange as shown

Notch bottom rub

"8
71

1
"

1’-5"

"4
37 6’-3" post spacing" = 18’-9"2

16 spaces at 3’-1" = 6’-3"4
34 spaces at 1’-6

3’-0"1’-3"

7
"

3"

"
2

1
3

1
’-
9
"

8"

"
2

1
1
’-
1

"
2

1
7

7
"

"8
56"8

31 "4
17"4

3

1
’-
9
"

8"

"
2

1
1
’-
1

"
2

1
7

4
"

4
"

C6 x 8.2 rub rail

" dia. bolt8
5

" hole4
3 " hole4

3

2

1

Double rail section One 12 gage W-beam rail section One 12 gage W-beam rail section

3
"

"4
35"8

51 "2
13’-1"8

12’-10

" radius4
3

15° ‘

"2
11

1
0
"7
"

"2
14

6
"

Gutter line

Curb transition

" dia. lag screw2
1

" dia. hole for16
9

bridge rail
Jersey barrier

or curb and gutter
Approach slab with curb

6
"

all posts

and recessed nut,

" guardrail bolt8
5

Jersey barrier

movement

in channel for 

" x 2" slots16
11

"4
33

"4
1

"4
1

G

in field.
structure.  Verify
to clear bridge 
may be required
Additional blocking

"
8

1
2 T
o
p

A

A

6" curb height

B

B

2’-8"

6
"

or curb and gutter
Approach slab curb

See rub rail details

C6 x 8.2 rub rail

2
’-
4
"

Typical rub rail splice

rail splice

Typical rub 

Typical rub rail splice

" | x 11" hex head bolt; galvanize per AASHTO 2328
5

or at new or modified barrier installations, use

" | bolts with an approved concrete anchor8
5

ELEVATION

GENERAL ASSEMBLY DETAILS

SECTION A-A

PLAN

END SHOE PLATE DETAILS
RUB RAIL BENT SECTION

ELEVATION

RAIL ATTACHMENT AND CURB DETAIL

RUB RAIL STRAIGHT SECTION

TOP PLATE

END VIEW SECTION C-C ELEVATION

SECTION B-B

TAPERED TIMBER BLOCK DETAILS

No.1 No.2
No.3 No.4 No.5 No.7No.6 No.8 No.9 No.10

No.11 No.12 No.13

END VIEWTRAFFIC SIDE ELEVATION

END VIEW

FRONT PLATE

PLAN VIEW

ELEVATION

PLAN VIEW

END VIEWEND VIEW

BOTTOM PLATE

1

2 2

2

C C

1

2

Additional blocking may be required at post No.1.

POST,  TIMBER BLOCK & BOLT TABLE

1 & 2 10’’ X 10’’ X 8’-0’’ min long

6’’ X 8’’X 7’-0’’ min long

6’’ X 8’’X 6’-0’’ min long

6’’ X 8’’ X 21’’

6’’ X 8’’ X 14’’

10’’ X 8’’ X 21’’  tapered block

6’’ X 9 3/4" X 14’’

1 & 2 & 10

3-9,11-13

3-5

6-13

1-2

3-9

10

11-13

1-2

3-9

SIZEPOST NO.DESCRIPTION

Post

Spacer block

& recessed nut

Guardrail bolt

5/8’’ Dia X 20’’ - guardrail

5/8’’ Dia X 18’’ - guardrail

5/8’’ Dia X 22’’- rub rail

5/8’’ Dia X 20’’- rub rail

’’  plate )4
1( 

(Width = 10")

Block No. 2

(width = 10")

Block No. 1

guardrail shall be timber.

All posts and blocks for the W-beam 

accordance with AASHTO M232.

Galvanize all hardware in 

".16
11All square holes are 

" x 2".16
11All slotted holes are 

AASHTO M111.

fabrication in accordance with 

and shall be galvanized after 

shall be AASHTO 270M Grade 250, 

C6 x 8.2 rub rail and structural steel 

NOTES:

RUB RAIL END SHOE ASSEMBLY

2’-8" to 2’-4" between 12’-6" to 37’-6" from bridge.

Height is 2’-8" from 0’ to 12’-6" from bridge.  Height tapers from
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20" "4
112

2"

"2
13’-1"2

13’-1

6’-3""2
13’-1"2

13’-1"2
13’-1"4

31’-6"4
31’-6"4

31’-6"4
31’-6"4

31’-6"4
31’-6

"4
14

"4
14

"4
14

"4
14

2"

"2
17’-3

(2) 12 gauge elements

double thickness 

Thrie beam rail

(2) 12 gauge elements

double thickness 

Thrie beam to w-beam transition

" dia. bolts8
71" holes for 

in guardrail connection plate.

Drilled and tapped holes

6’-3"12’-6"

"16
36

"8
57

"16
36

2’-6"

"8
57

"8
57

Neutral axis

"4
14 "4

14
3"

"4
17

8"

2"

beam

to nest with thrie

Cross section is 

"8
32

"8
32

")
1
6

3
2
0
" 
(̈
 

")
1
6

3
2
0
" 
(̈
 

1" dia holes

3"

Blockout 8"x 8"x 18"

Blockout 8"x 8"x 14" Blockout 6"x 8"x 14"

Post 6" x 8" x 6’-0"

bolt slot

" post 2
1" x 24

3

" slots8
1" x 132

29

2’-4"

"2
122"

2’-7"

2’-6"

")
1
6

3
 (̈
 

"
4

1
1
2

"16
33

"4
13

"32
171

"16
15R

"16
15R

10°

"16
9

"4
3128"

"2
12

"16
15R

"16
15R See detail A

10°

"16
11

"16
11

See detail A

"32
171

"16
33

"4
13

"4
13

"8
11

Metal thickness

Post 8"x 8"x 6’-0"

"8
57

"8
57

"8
33

"8
33

"16
37

"16
37

" dia bolts8
7

1" dia holes for

Blockout 8"x 8"x 22"

‘ post

"16
11

"8
57

"8
32

"4
31’-10

7"

7"

")16
3 Tolerance (-0", + "16

1

"2
1

(Typical)

THRIE BEAM TERMINAL CONNECTOR

THRIE BEAM END VIEW 
W-BEAM END VIEW 

THRIE BEAM TO W-BEAM TRANSITION SECTION

ELEVATION

PLAN

DETAIL A
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6
’-
0
"

2
’-
7
"

7
"

"
8

7
1
1

7
’-
0
"

2
’-
7
"

7
"

"
8

7
1
1

6
’-
0
"

7
"

V
a
ri
e
s
 (

A
)

"
2

1
1

"
2

1
1

3"
"2

12
"8

51

1
"

1
"

6" x 8" x 1’-11" block out

6" x 8" x 6’-0" post 6" x 8" x 1’-11" block out

6" x 8" x 6’-0" post

2’-6" 1’-4" "2
11’-4 "2

11’-4

6" x 8" x 7’-0" post

2
’-
8
"

8"8"

2
’-
8
"

2
’-
8
"

1
0
"

1
’-
7
"

2"

7" 6"

"
4

3
2

"
2

1
3

"
2

1
3

"
4

3
2

"
2

1
1
2

12"

2"4"4"2"

7
"

2
"

"
2

1
1

"
2

1
1

2
"

2""2
11"2

112"

7"

"4
38’-7

1" dia holes in plate (typ)

" dia holes in plate (typ)8
11

end shoe connection

" x 12" plate for W-beam 2
1" x 122

1

"4
17

Double Rail Section

hex nut.

washer and 

bolt with flat

long guardrail

" Dia x 20"8
5

bolt head and steel washer under the nut.

nut with rectangular flat washer under the

" Guardrail bolt 2" long and recess8
5

flat washer and hex nut.

" Dia x 18" long guardrail bolt with8
5

head bolt and nut

"  hex 2
1"x 18

54 -

Post Spacing

Continue 6’-3" 

Post Spacing

Continue 6’-3" 

In place safety shape transition  bridge rail
Jersey barrier

1 2 3 4 5 6 7 8 9 10 11 12 13

12’-6"

1
’-
1
"

"
8

7
2
’-
0 "

2
1

3

"
2

1
3

with hex nut & lock washer.

" Dia x 10" long hex bolts 8
73 - 

Wood posts

6"x 8"x 7’-0" 

Wood posts

6"x 8"x 6’-0" 

"2
11

3
"

"2
110’-6 12’-6" 12’-6" 12’-6"

"4
31’-6 "4

31’-6 "4
31’-6 "4

31’-6 "4
31’-6 "2

13’-1 "2
13’-1 "2

13’-1 "2
13’-1 6’-3" 6’-3" 6’-3"

2
’-
7
"

Trim flanges, bend and weld

"16
154’-25"8"

connector plate
W-beam terminal 

plate
Rub rail anchor 

5’-3"

"2
14’-05"8"

2
’-
4
"

2
’-
7
"

washer.

nut & lock 

bolts with hex

10" long hex 

" Dia x8
74 - 

1
"

1
"

"8
51

" straight4
19’-7

"4
31’-6"4

31’-6"4
31’-6"4

31’-6"4
31’-6"8

11’-2 "4
35

6’-0
" be

nt

3
"

"2
11

Secure rub rail to post with
1
2" dia. x 4" long lag screw

1
’-
1
1
"

1
’-
1
1
"

1
’-
2
"

" straight4
19’-7

Notch flanges, bend and weld

‘ post No. 1

1"

"2
1

" x 1’-2" block out at post #84
36" x 9

6" x 8" x 1’-2" block out (Typical)

long schedule 40 galvanized pipe.
Steel spacer tube 6" ID x 12"

rub rail anchor plate

" x 7" x 7" plate for2
1

Typical rub rail splice

rail splice

Typical rub 

SECTION A-A SECTION B-B SECTION C-C

Note:

Detail

Detail

Detail

CONNECTOR PLATE
W-BEAM TERMINAL

")2
1(7"x 7"x 

")8
5" x2

1(12"x12

ELEVATION

PLAN

B

C

B
CA

A

encountered it shall be drilled through.  

Safety Shape wall. If reinforcing steel is

The bolt holes shall be drilled through the

ELEVATION

PLAN

C6 x 8.2 RUB RAIL BENT SECTION C6 x 8.2 RUB RAIL STRAIGHT SECTION

ELEVATION

Post #1 to #4

Post #5 to #7

Post #8 to #13

(A)  2’-7" to 2’-4" (Post #8 through #13)

RUB RAIL ANCHOR PLATE
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End bridge

End bridge or approach slab

End bridge End approach slab

10

8

6

4 25’

30’

40’

50’ 20’

20’

15’

15’

WL

Radius

16’

24’

32’

posts

No. of CRT of fixed objects

Required area free

bent panels

Length of shop

8’ 12’-6"

25’-0"

37’-6"

50’-0"

L

W

6
’-
3
"

6
’-
3
"

6’
-3
"

6’-3"

6
’-
3
"

6
’-
3
"

1
2
’-
6
" 
s
e
c
ti
o
n

12
’-6
" s
ect
ion

1
2
’-
6
" 
s
e
c
ti
o
n

5
0
’-
0
"

Pay length W-beam guardrail

free of fixed objects

Area behind guardrail to be maintained 

E
n
d
 t
re

a
tm

e
n
t 
p
a
y
 u

n
it
 (
e
a
)

A A

Main Highway

A
p
p
ro

a
c
h
 R

o
a
d

w
a
y

2’-0"

See Note 2

6
’-
0
"

centered in post

" | hole2
13

or flatter

Slope 10:1 

CRT wood post

6" x 8" x 6’-0"

2:1 max

" | hole4
3

Section A-A

" minimum length4
333’-1

" minimum length4
339’-4

" minimum length4
339’-4Jersey barrier bridge rail

Jersey barrier bridge rail

In place safety shape transition

Double box beam rail retrofit

2
’-
3
"

1
’-
4
"

2
’-
4
"

1
"

Special W-Beam Guardrail Anchor

E
n
d
 t
re

a
tm

e
n
t 
p
a
y
 u

n
it
 (
e
a
)

defined as design speeds of 55 mph or less.

Low Volume is defined as 750 ADT or less. Low Speed is 5. 

facilities.

driveways or service roadways paralleling drainage 

The use of the Special Anchor shall be limited to 4. 

The curved guardrail section shall be shop bent.3. 

nose as shown. 

The rail is not bolted to the CRT post at the center of the 2. 

the rail to the Controlled Release Terminal (CRT) posts.

" guardrail bolts connecting 8
5No washers are used on the 1. 
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28"

16"12"

6’-3"

B

B

SECTION B-B

W-beam

1" | hex nut

6" x 8" timber post

6" x 8" timber block

BCT anchor plate

Ground line assembly

BCT cable

section (flared)

W-beam end

1’-4"

"
83

2

"
4

3
1

"8
51

"
83

3

" R16
15

" R8
3

" ̈
1
6

1
5

1

3
5
°

" bent plate16
3

BCT CABLE ASSEMBLY

7" "16
112 "4

15

"8
3

"8
3

"
4

1
1

"
8

5
1

6’-6"

swage connected

" dia cable to be 4
3

galvanized cable

" dia (6 x 19) 4
3

1
"

(stud threaded entire length)

Standard swaged fitting & stud

plate

BCT cable end

"8
3" x  4

13" x 2

BCT ANCHOR PLATE

" dia (Typ) 4
3

with flat washer

" hex bolt 2
1" | x 18

5

BCT CABLE END PLATE

3
"

"
2

1
1

"4
12

"
8

3

" dia16
11

"8
11

1" | hex nut

W BEAM END SECTION (FLARED)

"4
14"4

142"

"
8

1
6

"
4

1
1
2

"
8

3
3

"2
12’-3

1
0
"

"4
16 "4

11’-9

"2
11’-0

Post bolt

slot

"2
1" x 24

3

Post bolt slot

 "8
1" x 132

29

Splice bolt slot

2"4"4"4"2"

8"

3
"

5
"

4" 4"

8
"

" dia16
11

BEARING PLATE

6
"

"
8

3
2

2
"

POST SLEEVE

Post sleeve

Bearing plate

BCT cable end plate

5
’-
4
"

1
’-
6
"

7
"

" dia hole4
3

" dia hole8
32

FRONT VIEW SIDE VIEW

6" 8"

BCT TERMINAL POST DETAILS

BCT terminal post (timber)

PLAN

ELEVATION

" typical2
1
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SPEED

XX
LIMIT

SPEED

XX
LIMIT

SPEED
LIMIT

XX

SHOULDER

WORK

END

ROAD WORK

KEY

Sign

Delineator drum

Existing guardrail length 

 See Note #1

 See Note #1

 Existing guardrail length     A2
1  A2

1 B

Post mounted

R2-1-48

Post mounted

W3-5-48 Post mounted

W21-5-48

Post mounted

G20-2-48

Post mounted

R2-1-48

4:1

4:1

  

 A2
1  A2

1

PLAN LAYOUT

shown for one direction only.

and attenuation device

Traffic control device

shown for one direction only.

and attenuation device

Traffic control device

ATTENUATION DEVICE LAYOUT

2
’

2
.5
’

See Standard Drawing D-704-1

for the required attenuation length

2
’2
.5
’

wall

barrier

Bridge

device

attenuation

Sand filled

roadway

Existing

Flat fill area

TYPICAL SECTION

Module

Attenuation

2
’

2
’

Flat fill area 

Flat fill area

 

Existing speed limit signs within a reduced speed zone shall be covered. 5. 

dependent on location and conditions.

The speed limit shall be re-established. The exact speed limit shall be determined in the field,4.

25’ c to c

 B. 2
1shall be placed at 

sign shall be installed with the desired speed reduction but shall not exceed 30 mph.  The second speed limit

shall not exceed 30 mph.  Where speed limits are to be reduced more than 30 mph, a second speed limit

speed of the work zone feature has been reduced below the 10 mph. In this case, the speed limit reduction

The speed limit reduction should not exceed 10 mph below the existing speed limit, unless the design

The reduced speed limit shall be determined dependent on the in place  speed limit before construction.3. 

If the bridge is within construction zone signing, the reduced speed ahead sign can be eliminated.2.

 

panels shall be placed as near as possible to the driving lane on the foreslope of the shoulder.

driving lane as possible and still be on the finished shoulder. When there is no shoulder, the vertical

If the shoulder width is less than 3’, the vertical panels shall be used and placed as far from the1.

Notes

9-27-13

D-764-20
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ADVANCE WARNING SIGN SPACING

Min. (ft)

Distance Between Signs

Road Type

A B C

150 150 150

280 280 280

360 360 360

720 720 720

850 1350 2200

1000 1500 2640

750 1000 1500

Urban - Low Speed (30 mph or less)

Urban - High Speed (over 40 mph to 50 mph)

Rural  - High Speed (over 50 mph to 65 mph)

(55 mph to 60 mph)

Urban Expressway and Freeway

(70 mph to 75 mph)

Rural Expressway and Freeway

(Maintenance and Surveying)

Interstate/4-Lane Divided

Urban - Low Speed (over 30 to 40 mph)

Roger Weigel



 

 

SHOULDER

WORK

END

ROAD WORK

 

 

SPEED

XX
LIMIT

SPEED

XX
LIMIT

SPEED
LIMIT

XX

 

 See Note #1

 See Note #1

 Existing guardrail length    B

Post mounted

R2-1-48

Post mounted

W3-5-48 Post mounted

W21-5-48

  

Post mounted

R2-1-48 Post mounted

G20-2-48PLAN LAYOUT

shown for one direction only.

Traffic control device

14" (Typical)

Button Head Bolt

20" long �" dia.

9.91" 9.91"

9.91"

9.91"

9.91"

8.42" 8.79"

9.16" 9.53"

9.91"

 

Button Head Bolt

20" long �" dia.

 

Button Head Bolt

20" long �" dia.

 

Button Head Bolt

20" long �" dia.

 

Button Head Bolt

20" long �" dia.

 

14" (Typical)

14" (Typical) 14" (Typical)

14" (Typical)

6’-0" 6’-0"

2’-4"

2’-4" 2’-4"

2’-4" 2’-4"

6’-0" 6’-0"

6’-0"

(typical)

Timber Posts

6" x 8" x 6’-0"

CL post

50
1

shown for one direction only.

Traffic control device

ATTENUATION DEVICE LAYOUT

A

A

A

A

B

B

B

B

C

C

C

C

D

D

D

D

E

E

KEY

Sign Delineator drum

Double Rail Section

5 @ 1’-0"

"2
12’-1

2’-3"
"4

31’-10

"4
31’-10

5 @ 1’-0"

Double Rail Section

2’-3"

49.99’

50’

50’

49.99’

12’-6"

12’-6"

"2
12’-1

50
1

3
’

12:1 or flatter fill area

12:1 or flatter fill areaJersey barrier

Jersey barrier

to jersey barrier)

(Not to be attached

Terminal connector

to jersey barrier)

(Not to be attached

Terminal connector

Approach slab curb (existing bridge only)

Approach slab curb (existing bridge only)

6"x14"x15.51"

Wood offset block

6"x14"x15.51"

Wood offset block

4:1

4:1

to E-E)

6.5" (typical, A-A Existing guardrail length

 A2
1  A2

1

 A2
1  A2

1

"2
13’-1

"2
13’-1

E

1’

1’

10’

10’

3
’

 

2
’

2
’

Existing speed limit signs within a reduced speed zone shall be covered. 5. 

dependent on location and conditions.

The speed limit shall be re-established. The exact speed limit shall be determined in the field,4.

25’ c to c

 B. 2
1shall be placed at 

sign shall be installed with the desired speed reduction but shall not exceed 30 mph.  The second speed limit

shall not exceed 30 mph.  Where speed limits are to be reduced more than 30 mph, a second speed limit

speed of the work zone feature has been reduced below the 10 mph. In this case, the speed limit reduction

The speed limit reduction should not exceed 10 mph below the existing speed limit, unless the design

The reduced speed limit shall be determined dependent on the in place  speed limit before construction.3. 

If the bridge is within construction zone signing, the reduced speed ahead sign can be eliminated.2.

the vertical panels shall be placed as near as possible to the driving lane on the foreslope of the shoulder.

as far from the driving lane as possible and still be on the finished shoulder. When there is no shoulder,

If the shoulder width is less than 3’, vertical panels shall be used in place of delineator drums and placed1.

Notes

9-27-13
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A-A B-B

C-C D-D

E-E

A-A

ADVANCE WARNING SIGN SPACING

Min. (ft)

Distance Between Signs

Road Type

A B C

150 150 150

280 280 280

360 360 360

720 720 720

850 1350 2200

1000 1500 2640

750 1000 1500

Urban - Low Speed (30 mph or less)

Urban - High Speed (over 40 mph to 50 mph)

Rural  - High Speed (over 50 mph to 65 mph)

(55 mph to 60 mph)

Urban Expressway and Freeway

(70 mph to 75 mph)

Rural Expressway and Freeway

(Maintenance and Surveying)

Interstate/4-Lane Divided

Urban - Low Speed (over 30 to 40 mph)

Roger Weigel



4

1

TYPICAL SECTION

NON-FLARED GUARDRAIL WITH FLARED END TERMINAL

PLAN LAYOUT

  

End of bridge
Edge of driving lane

Finished shoulder

4

1

4

1

End of bridge

End of bridge

Edge of driving lane

Finished shoulder

Edge of driving lane

Finished shoulder

Inslope near bridge may be steepened as required by terrain and right of way

by terrain and right of way
be steepened as required
Inslope near bridge may

by terrain and right of way
be steepened as required
Inslope near bridge may

4:1 or 6:1 (B)

    Inslope  

4:1 or 6:1 (B)

    Inslope

  

4:1 or 6:1 (B)

    Inslope

  

4:1 or 6:1 (B)

    Inslope

  

4:1 or 6:1 (B)

    Inslope

  

4:1 or 6:1 (B)

    Inslope

Added fill

4:1 o
r 6:1
 (B)

Existing Inslope

4:1 or 6:1 (B)

Added fill

Traveled way10:1 or flatter (A) 10:1 or flatter (A)

2" HBP

6" Aggregate Base Course Existing Inslope6" Aggregate Base Course

2" HBP

28" (C) 28" (C)

2’

2’

2’

2’

Guardrail end terminal

2’

5’

Guardrail end terminal 10’

Guardrail end terminal 5’

2’ (D)2’ (D)

shown on this sheet. 

Dimension at end terminals may vary per Plan Layouts(D)

front face of guardrail.

Measured from top of guardrail to top of surfacing at(C)

Where normal inslope is 6:1 the added fill shall be 6:1.

Where normal inslope is 4:1 the added fill shall be 4:1.(B)

proper guardrail height.

Slope flatter than 10:1 may be required to provide(A) 

NOTES:

NON-FLARED GUARDRAIL WITH TANGENT END TERMINAL

PLAN LAYOUT

FLARED GUARDRAIL WITH END TERMINAL

PLAN LAYOUT

REVISIONS

DATE CHANGE

DEPARTMENT OF TRANSPORTATION

NORTH DAKOTA

of Transportation

North Dakota Department

document is stored at the

on                  and the original

PE-         , 

Registration Number 

issued and sealed by 

This document was originally10-3-13
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TYPICAL GRADING AT BRIDGE ENDS
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4

1

NON-FLARED GUARDRAIL WITH FLARED END TERMINAL

PLAN LAYOUT

Edge of driving lane Finished shoulder

4

1

4

1

Edge of driving lane Finished shoulder

Edge of driving lane Finished shoulder

Obstruction

as required by terrain and right of way
Inslope in this area may be steepened

as required by terrain and right of way
Inslope in this area may be steepened

Inslope in this area may be steepened as required by terrain and right of way

  

4:1 or 6:1 (B)

    Inslope

  

4:1 or 6:1 (B)

    Inslope

Obstruction

Obstruction

  

4:1 or 6:1 (B)

    Inslope   

4:1 or 6:1 (B)

    Inslope

  

4:1 or 6:1 (B)

    Inslope

  

4:1 or 6:1 (B)

    Inslope

TYPICAL SECTION

Added fill

4:1 o
r 6:1
 (B)

Existing Inslope

4:1 or 6:1 (B)

Added fill

Traveled way10:1 or flatter (A) 10:1 or flatter (A)

2" HBP

6" Aggregate Base Course Existing Inslope6" Aggregate Base Course

2" HBP

28" (C) 28" (C)

2’

2’

2’

2’

Guardrail end terminal 5’

2’

Guardrail end terminal 10’

Guardrail end terminal

5’

FLARED GUARDRAIL WITH END TERMINAL

PLAN LAYOUT

NON-FLARED GUARDRAIL TANGENT END TERMINAL

PLAN LAYOUT

2’ (D) 2’ (D)

shown on this sheet.

Dimension at end terminals may vary per Plan Layouts(D)

front face of guardrail.

Measured from top of guardrail to top of surfacing at(C)

Where normal inslope is 6:1 the added fill shall be 6:1.

Where normal inslope is 4:1 the added fill shall be 4:1.(B)

proper guardrail height.

Slope flatter than 10:1 may be required to provide(A) 

NOTES:

REVISIONS

DATE CHANGE

DEPARTMENT OF TRANSPORTATION

NORTH DAKOTA

of Transportation

North Dakota Department
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PE-         , 

Registration Number 

issued and sealed by 

This document was originally10-3-13
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Obstruction

BREAKAWAY ANCHOR ANGLE CONN.

CABLE END ASSEMBLY ROD

BREAKAWAY ANCHOR ANGLE

HOOK BOLT DETAIL C

"x12"2
1"x18

1

PLATE WASHER

LINE POST

ASSEMBLY WITH INTERMEDIATE ANCHORAGES

REFLECTORIZING DETAIL

LINE POST ASSEMBLY WITH

ASSEMBLY WITH END ANCHORAGES
CONCRETE ANCHOR

STEEL TURNBUCKLE CABLE END ASSEMBLY
WEDGE DETAIL

Minimum tensile strength - 25,000 lbs.

CABLE SPLICE ASSEMBLY

PEDESTAL

TOP VIEW

OVERLAP POST ASSEMBLY

ELEVATION

PLAN

ELEVATION

PLAN

PLAN ELEVATION
anchor angle.

pattern as the breakaway

or drill to the same plan

" plate - punch4
16"x14"x

Breakaway anchor angle

14"

4"4"3"

2
"

4
"

4
"

2
"

1
2
"

"2
11

post

Overlap

post

Overlap

6"x18"x18"

block

bearing

concrete

Precast

End post

post

Overlap

details

- for assembly

Overlap post
post

Overlap
Line post

End post

tighten to seat

Threaded collar 

Cable

Wedge

2’-6"

2
’-
6
"

"2
18

1’-1"

Pay length

Pay Length

Direction of traffic

Line post

4
"

4
"

"
2

1
5

6"

all corners

" 2
1R = 

1
2
"

"
2

1

Hook bolts

Hook bolts

4
"

4
"

"
2

1
7

.8
4
3
"

.5
6
2
"

Line post plate washer

4"5"

"16
13

angle

Breakaway anchor 

or aluminum round head bolt.

"x7" galv. steel 16
5" hole for 8

3Drill 

(See Detail C)

Line post plate washer

4
"

4
"

"
2

1
5

washer on back side of post.
Reinforcing plate front side and 

ends after installing cables.

" round brass rod - bend both 16
3

Lock nut

Cable end assembly rod

flatten for wrench

or malleable iron) 

Cable end (cast steel 
wrench

Flatten for 

End post
Line postEnd post

Line post

Line post

End postEnd post

Line post

sq. nuts

"-104
-32

" Dia8
3

" OD2
1" x 32

3Collar 

3’-0"

1’-6"

3’-9"

3’-0"

No. 3 bar

S
h
o
u
ld
e
r 
b
re

a
k

3" Min cover

No. 3 bar

above the concrete

" 2
1Rods to project 1

1.844"

.203" R (Typ)

3.5" ¨

3.5" ¨1.75" ¨

9" ¨

13’-9"

Top cable

Middle cable

Bottom cable

" cables4
3

" long4
3woodscrew 

No. 8 non-rust 

"2
12

Regular hex nut

or cut thread

" Dia rolled 16
5

" OD)4
1" ID 132

11(

Fender washer .064"

11"
1’-6"

3
"

"
2

1
6

"2
12

"4
15

"4
11

3" 3" 3"

"2
13 3" 3" 3"

4
1

4
1

Typ" (Typ)8
3

10 square nuts (Galv)

" - 4
3Standard turnbuckle (Galv) 

from #4 bar

stirrup made 

reinforcement 

24" square from #4 bar

stirrup made 

reinforcement 

13" square 

0.
43

7"

0.1
25
"

5°

nuts (Galv)

" - 10 square 4
3

"2
17 "2

17 "2
17 "4

1212"3"

"4
11

"
8

5

"
4

3

thread

handed 

Rt 

thread

handed 

Rt 

thread

handed 

Lt  Right handed thread

13’-9"

(See Note)

Line post

Finished shoulder
Direction of traffic

Pay Length

12’-6" C to C spacing

holes

"16
13> 

68°

"4
12

" clip2
1

3"

"2
1

50’ overlap between anchoragesLine post spacing

13’-9"

12’-6" C to C Regular 12’-6" C to C post spacing for overlap

Assembly

Overlap Post 

post - See 

Overlap

1
"

7"
"8

1

Reflectorizing

28"

6’

4
" 4
"

1
’-
6
"

6
"

"2
11

9" ¨

28"

4"4"

"x1’-2"2
1

 "x4
1Bar 3

(4 required)

"2
1x0’-3

"8
3Bar 3"x

"x9"x1’-2"2
1Plate 

same size as bolts.

Drill holes on post Note:

hole

" dia.4
1

"4
31

2"

45

C
.P
.

9" ¨

11’ Min

prevent rotation.

nuts are installed, punch the thread to 

of each rod plus a flat washer at the top 

conforming to ASTM A563 at each end 

ASTM A153.  Provide heavy hex nuts 

6" of the rods galvanized according to 

conforming to ASTM A449 with the top 

" round x 18" long steel rods 4
38- 

side

Traffic

End assemblyLine post End assembly

cables

steel 

Dia (3x7) 

" 4
3Three 

round block

6"x18"x18" or 6"x18" Dia 

Concrete bearing block 

"4
11

rubbed finished with the edges chamfered.

inches into the ground and the top surface 

in place. The foundation shall be formed 6 

Foundation shall be class AE concrete and cast 

" OD)4
1" ID,  18

3(

Washer, 12 ga.

see note

For reflective plate requirements 

3"

1" ¨

END VIEW

End post

Line post

6
’-
0
"

Finished shoulder

aligned with cable)

" Dia hole (hole 2
11 " plus "F" in length2

1Cut post to 2’-9

3
"

1
2
"

Pedestal

Culvert roof

6"

F

dimension "F" is less than 3’-8". 
be used over culverts or footings when
Detail of concrete pedestal for posts to

(WHERE REQUIRED)

Finished shoulder

with Reflectorizing Detail

See Line Post Assembly 

CONCRETE PEDESTAL AT CULVERTS

6
"

"
2

1
3
’-
2

2
8
"

length (6’-0" plus point length).

driving, but the point shall be additional 

Line post may be pointed to facilitate Note: 

with Reflectorizing Detail

See Line Post Assembly 

cables

(3x7) steel 

" Dia 4
3Three 

aligned with cable)

" Dia hole (hole 2
11

2
8
"

6"

2’

TYPICAL SECTION

Finished shoulder

2’ (Typ)

2’ (Typ)

2’ (Typ)

2’ (Typ)

2" HBP

6" Aggregate base course

or 6"x18" Dia round block

Concrete bearing block 6"x18"x18" 

10:1 or flatter foreslope

Wood posts shall be furnished and installed.

 

in the price bid for "3-cable guardrail".

intermediate anchorage assembly shall be included 

The end posts, hardware, and blocks for the 

The pay length shall be from end post to end post.  

listed above.

For intermediate curves, interpolate between values 

     15 minutes                               600 ft.

     30 minutes                               430 ft.

   1°                                    300 ft.

   2°                                    215 ft.

   3°                                    175 ft.

   4°                                    150 ft.

(‘ MEASUREMENT)    INTERMEDIATE ANCHORS

 DEGREE OF CURVE      DISTANCE BETWEEN

anchors shall be spaced at intervals not to exceed: 

On the inside of curves 4° or flatter, intermediate 

guardrail on the inside of curves sharper than 4°.  

outside of horizontal curves.  Do not use cable 

intervals not to exceed 1000 ft. on tangents and the 

Intermediate anchors shall be equally spaced at 

otherwise on the plans.

marking adjacent to that reflector unless noted 

reflector shall be the same color as the pavement 

50’ centers for guardrail over 250’ in length.  The 

centers on guardrail less than 250’ in length and at 

first and last posts.  Spacing in - between at 25’ 

Reflectorized Plates:  Reflector plates shall be on Notes:

REVISIONS

DATE CHANGE

DEPARTMENT OF TRANSPORTATION

NORTH DAKOTA

of Transportation

North Dakota Department

document is stored at the

on                  and the original

PE-         , 

Registration Number 

issued and sealed by 

This document was originally2-28-14
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+

 

3’ between posts of double supports

posts of multiple supports

9’ between

 0" (minimum)

12" (preferred)

width

Shoulder
at mail stop

Edge of shoulder

Direction of traffic Edge of traveled way

Center line of highway

mounting socket

Flush V-wing 

SIDE

SINGLE SUPPORT

Angle Leg

FRONT 

2"x 2"x �"

Angle leg

Mounting socket

Flush V-wing

support frame

Formed tube

5" R

4" R

4" RDetail B

4’- 8"

ALTERNATE "A" LOCATION

Direction of travel

Edge of traveled way

Center line of highway

� graded

rdwy widthPRIVATE DRIVE APPROACH

LOCATION OF MAILBOX

ALTERNATE "B" LOCATION

R/W line

Surface shldr.
Center line of approach

Varies

Mailboxes

8’ min.

C
ro
s
s
 
ro

a
d

200’300’

Mailboxes
Mailboxes

Mailboxes

Mailboxes

Stop sign

7
5
’

1
0
0
’

MAILBOX ALONG ROADWAY AT INTERSECTIONS

MINIMUM CLEARANCE DISTANCE TO NEAREST

4
2
" 
to
 
4
8
"

2
4
" 
to
 
3
0
" 

FRONT 

Wedge

ADAPTOR PLATE

3
"

8"

1" 1�"

MOUNTING BRACKET

SIZE 2 WITH ADAPTOR PLATE

1
1
�

"

�" steel

Adapter plate

�" steel

MOUNTING BRACKET

SIZES 1 AND 1�
�" �"

�" R

6
�
" 
to
 
8
" 

V
a
ri
a
b
le
 

�
"

�
"

3
�

"
�

"

1
�

"

�"

2�"2�"

1�" OD x 5"

Pipe Swaged to

with locking nut

�"x 2"- bolt

4"x �" angle

Single 2"x 4"x

4"x �" angle

Multiple 2"x 2"x

1�"

2
"

1�"

2

1A

1

Size

Flush v-wing socket

of traffic

Direction 

tube (.0825" wall thickness)

2�" OD thin wall formed

(also see notes 5 & 6)

See Detail A

of travel

Direction 

Graded shldr.

�"x 3" bolt with

lock washer and nut

�" stove bolts

lock washer and nut

�"x �" bolt with

�" stove bolts

TYPICAL MAILBOX DIMENSIONS

�" steel

1
0
" 

M
a
x

11.5"

8"

6.5"

Width

13.5"

10.5"

8.5"

Height

23.5"

21"

19"

Length

DETAIL B

DETAIL A

TABLE A

DETAIL C

1
0
" 

M
a
x

Through highway

SECTION A-A

POST MOUNTING SOCKET

FLUSH V-WING

AA

  and No. 2 mailboxes on multiple support frames.

  apart. Do not place more than five No. 1 mailboxes, three No. 2 mailboxes, or any combination of four No. 1-A

7.  Space multiple support frames a minimum of 4 feet apart. Space single support frames a minimum of 3 ft

 

  formed tube support frame. See Detail A.

  attach the adapter plate to  mounting bracket. The unit will then require 4 angle connections to attach to the

6.  Size 2 mailbox mounted on multiple support requires 2 each, �" by �" bolts with lock washers and nuts to

 

5.  Install angle connection parallel to traffic flow for size 2 mailbox mounted on single posts.

 

4.  Mailboxes installed on private drive approaches must always be located on the downstream side of the approach.

 

  mailboxes to verify the direction of travel.

  traveled by the carrier. Therefore, the Engineer shall contact the local carrier or postmaster before installing new

3.  Postal regulations require that mailboxes must be located on the right-hand side of the road in the direction

 

  Alternate "B" location if warranted by existing field conditions.

2.  The preferred location for all mailboxes is the Alternate "A" location.  However, the Engineer may approve the

 

  installed in the manner and arrangement crash tested.

  approved by the Federal Highway Administration may be used.  Approved alternate mailbox assemblies shall be 

  Any other equal support system meeting the requirements of NCHRP Report 350, which has been crash tested, and

        

      Traffic & Parking Control Co. Inc.

      Tapco

 

1.  The mailbox support and hardware details shall consist of the "V-Loc Mailbox Support System" manufactured by:

 

Notes:
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1
’-
0
"

M
in 4
"

T
ie
s
 
s
p
 

@
 

1
’-
0
"

2"

Min

3" Cl

(typ)

4
"

2
"2
"

 

Top of Curb or

Grade at ‘ of

Foundation

An anchor bolt cage

shall be shop fabricated

from #6 bar circle or �"

square stock or approved

equal welded to the inside

of anchor bolt to hold

alignment.

Conduit

Conduit

Bushings

Anchor bolts as per

manufacturer’s

recommendations (typ)

F
o
o
ti
n
g
 

D
e
p
th
 
(s

e
e
 
p
la

n
s
)

Ground Rod - copper

weld �" x 10’ min with

bolt type clamp at top

#4 Round or

Spiral Tie Bar  

(typ)

Longitudinal Reinforcing

(see table for size)

1�" Cl

(min)

3" Cl

(min)

Ground Rod

Conduit

�" V-groove

for drainage

(Curb side only)

#4 Round or Spiral

Tie Bar (typ)

6’-0"

2’-3"

9" 10"

Ground rod

�" x 10’-0"
Concrete Insert

for �" bolt

#4 Deformed re-bars

 6" Sand cushion

max. �" aggregate

1
1
"

2
’-
2
"

1
1
"

3
’-
0
" 
In
s
e
rt

6
"

6
"

4
’-
0
"

#
4
 

D
e
fo
rm

e
d
 
re
-b

a
rs

3
"

6
"

6
"

3
"

4"

2" Dia Rigid Conduit

Transformer

Feed Point Cabinet

Anchor bolts as

per manufacturer’s

recommendations

4 - 2" Dia Conduits

(unless otherwise

specified in plans)

Ground Rod

�" x 10’-0"

2
4
"

2
4
"

8
"

4
"

�" Bevel ~

Feed Point Cabinet

�" Bevel

Ground Rod

�" x 10’-0"

 

8
"

4
"

2
4
"

Conduit Bushings

2’-0"

Ground rod

�" x 10’-0"

6
"

3
"

6
’-
0
"

 
 

Conduit BushingsConduit Bushings

9" 9"3" 3"

~

Variable

V
a
ri
a
b
le

Ground rod

4’ x 4’ Working

area slab

Conduit

Use Mfgr’s template

for bolt location

Ground rod ~ copper

weld �" x 10’-0"

2
4
"

1
8
"

Anchor bolts as

per manufacturer’s

recommendations

2" min

4"

3
" 
to
 
6
"

�" V-groove for drainage

(Curb side only)

4
’-
0
" 

S
q

3
"

4
"

Place slab on same

side of base as door

on Control Cabinet

Foundation for Pad

Mounted Control Cabinet

Expansion Joint

Concrete

~

~

6" Sand cushion

max �" aggregate

Base

Plate

Finish elev of

foundation

Anchor

Bolt

Leveling Nut

Flat Washers

Min 2 threads

exposed 
 

Top Nut

 Max 1"

4
8
"

2" Dia Conduit

(unless otherwise

specified in plans)

3"

(typ)

 

 

#4

Deformed

re-bars

1’-2" 4 Sp @ 1’-0"

# and size of conduit

as shown on plans.

1" Bevel

1" Bevel

1" Bevel

on top 18"

Longitudinal

Reinforcing (typ)

Diameter

(see plans)

        

    

2" Dia Conduit

(unless otherwise

specified in plans)

6
"

3
"

#
4
 

D
e
fo
rm

e
d
 
re
-b

a
r

4 - 2" Dia Conduits

(unless otherwise

specified in plans)

8"

PLAN

ELEVATION

LIGHT & SIGNAL STANDARD FOUNDATION

˘ 12

13 - 14

15 - 16

17 - 19 

8 - #5

8 - #6

8 - #7

8 - #8

FOOTING DEPTH

(ft)

LONGITUDINAL

REINFORCING

LIGHT & SIGNAL FOUNDATION TABLE

TRANSFORMER & FEED POINT

CABINET FOUNDATION PAD MOUNT

A

A

PLAN

ELEVATION

PLAN

A-A

PLAN

ELEVATION

CONTROLLER CABINET FOUNDATION PAD MOUNT

The Controller Cabinet Foundation shall be bid as

Concrete Foundation - Traffic Signals.

ELEVATION

WORKING AREA SLAB

PLAN

ANCHOR BOLT DETAIL

WORKING AREA SLAB:  The materials and preparation of

this slab shall be as approved by the Engineer in the field.

NOTES:

ELEVATION

FEED POINT CABINET

FOUNDATION PAD MOUNT

The Feed Point Cabinet Foundation Pad Mount shall be

bid as Concrete Foundation ~ Feed Point ~ Type B.

The Transformer & Feed Point Cabinet Foundation Pad Mount

shall be bid as Concrete Foundation ~ Feed Point ~ Type A.

D-770-1

6-15-10

2674

(TRAFFIC SIGNALS & HIGHWAY LIGHTING)

CONCRETE FOUNDATIONS

 

The Working Area Slab shall be installed where

shown on the plans and shall not be bid separately

but shall be included in the price bid for Concrete

Foundation - Traffic Signals.

Terrence R. Udland

6/15/10

REVISIONS

DATE CHANGE

8/5/2010 R:\SUPPORT\DESSTD\D770-01.dgn

NORTH DAKOTA

DEPARTMENT OF TRANSPORTATION

This document was originally

issued and sealed by 

Registration Number 

   PE-         , 

on          and the original

document is stored at the

North Dakota Department

of Transportation

LIGHT & SIGNAL STANDARD FOUNDATIONS:

See plans for conduit size, number of bends and correct position

for each foundation.  When conduit does not continue beyond

the foundation, conduit with a 105^ bend and bushings on both

ends may be substituted for the 90^ bends shown.  See plans

for correct size & location of foundations.  The grade and exact

location shall be established by the Engineer in the field.  All

reinforcing shall be Grade 60.  Tie bars shall have a minimum

of a 12" lap.  Reinforcing may be omitted for Type I, II, V, VI &

VII signal standard foundations if the anchor bolts extend to

within 3" to 6" above the bottom of the foundation.  A minimum

of 6 anchor bolts shall be used for cantilevered structures.

CONTROLLER CABINET FOUNDATION PAD MOUNT

FOUNDATION:  See plans for the number of 90^ bends per

foundation and correct positioning.  The foundation for Pad

Mounted Controller Cabinet shall be of sufficient size so that

there is a minimum of 3" of clearance from the outside edge

of cabinet to the outside edge of the foundation on any side.

The contractor shall ensure a water-tight seal between the

controler cabinet and the foundation by caulking, except for

V-groove.

TRANSFORMER & FEED POINT CABINET FOUNDATION

PAD MOUNTED:  The foundation shall have a wood float

finish.  All conduits shown shall be installed.  Conduit that

is not used at this time shall be plugged with an expandable

plug.

FEED POINT CABINET FOUNDATION PAD MOUNTED:

The foundation shall have a wood float finish.  All conduits

shown shall be installed.  Conduit that is not used at this time

shall be plugged with an expandable plug.



Elevation

Plan

Mounting Detail

   Photo Cell

8"

5’ min.

power company

Transformer by

110^

"16
13

4"

" 2
1

2

" lag screws 2
1"x42

1Attach with 

3"

see note 5

Cabinet

see note 6

Grounding grid,

Ground rod

Cabinet, see note 5

"2
1"x14

1

" bolt4
1"x18

3

Steel band

"x1"16
7Slot 

Steel band

1" sq. oval washer

"x6" bolt8
3

Weld

"2
1"x14

1

"4
1"x4

11

Phase

Ground

Phase

to ground rod

1 No. 6 Type THW

Ground to cabinet

to photo cell

3 No. 12 Type THW

that of the panelboard

a rating not greater than

Main Circuit Breaker having

Phase

Neutral

Phase

Plastic bushing

brackets (if required)

Conduit stand-off

" Conduit4
11

to ground rod

1 No. 6 Type THW

Wood pole, see note 4

see note 1

Photo cell lens,

Service entrance head

  pole

Wood

  pole

Wood

Neutral (A)

Ground rod

(A) Install when festoon circuit is required.

specified in plans.

unless otherwise

Rigid conduit 2" dia. " dia. conduit2
1

copperweld

"x10’2
1Ground rod 

"x10’8
5Ground rod 

"x10’8
5Ground rod 

(see plans for size)

Rigid conduit

(see plans for size)

Rigid conduit Conduit size (varies)

Photo cell, see notes 1 and 7see notes 2 and 7

Meter socket (if required)

not required by the local utility company.

The conduit standoff brackets may be omitted if 

"16
93

Circuit 1

Circuit 2 Circuit 3

Circuit 4

Feed Point Type IV

Feed Point Pole Mounted

Transformer and Feed Point Cabinet Pad Mounted

see notes 2 and 7

Meter socket (if required),

from the feed point to the first light standard.

Use this detail if there is a continuous run of conduit 

Enclosed load center

see note 2

(if required),

Meter socket

12" Class 43 aggregate

below ground,1’ from pad.

No. I/O bare copper wire 6"

number variable

Conduit size and

"2
11

"2
17

"2
11

"4
1

7

24"

6’-0"

6" min.

Cabinet, see note 3

Steel band approx. 2’ long

"16
7

"16
7

50 Amp - 2 pole breaker

60 Amp - 2 pole

normally open,

Enclosed lighting relay,

15 Amp - 1 pole breaker

12" min.

see note 1

Photo cell lens,

cover, and chase nipple.

3-way switch, handy box,

Test switch to bypass photo cell,

See Detail A See Detail A

Double

Single

electric service

single phase

120 x 240 Volt

electric service

single phase

120 x 240 Volt

electric service

single phase

120 x 240 Volt

" conduit2
1single phase, 1

Electric service 120 x 240 Volt,

electric service

single phase

120 x 240 Volt

Electric Utility Company

Primary cable by

Electric Utility Company

Service connection by

ElevationPlan

and three lighting relays, normally open, shall be installed.

Type III feed point is similar to Type IV except only three electrical circuits, three 50 Amp - 2 pole breakers 

two lighting relays, normally open, shall be installed. 

Type II feed point is similar to Type IV except only two electrical circuit, two 50 Amp - 2 pole breakers and 

one lighting relay, normally open, shall be installed. 

Type I feed point is similar to Type IV except only one electrical circuit, one 50 Amp - 2 pole breakers and 

bolt through pole

" galvanized machine 2
1

B-Line B22 with end caps 

P-1000 Unistrut or Cooper 

cabinet as the photo cell.

Meter Location: The meter (if required) shall not be mounted on the same side of the 7.

shall be 6’0".

parallel or series at two corners.  Minimum distance between ground unit assemblies 

ohms.  This shall be obtained by one or more ×/ä"x10’ copperweld ground rods in 

Grounding Grid: The grounding grid shall have a ground resistance not to exceed 25 6.

enamel.

steel cabinet shall have one coat of primer and two coats of exterior dark green 

gauge steel or aluminum with provisions for padlock. Cabinet shall be weatherproof.  A 

Pad Mounted Cabinet: Cabinet shall be 56" high x 26" wide x 14" deep. Minimum 12 5.

required, see layout sheets)

Wood Pole: Minimum 20’ Class VII full length penta pressure treated wood pole. (if 4.

point shall be 30" high x 42" wide x 10" deep or 36" high x 36" wide x 10" deep.

Type I and II feed point shall be 30" high x 24" wide x 8" deep, Type III and IV feed 

with one coat of primer and have two coats of exterior gray enamel.

backing, stainless steel hardware, and side hinge door. Cabinet shall be shop coated 

Pole Mounted Cabinet: Cabinet shall have lock drip shield, factory installed steel 3.

Company.

required by local Utility Company.  Meter to be furnished and installed by Utility 

Meter Socket: The contractor shall install the meter socket and trim if the meter is 2.

photo lens shall face north.

Photo Cell: The electrical contractor shall furnish and install the photoelectric cell.  The 1.

Notes:

Detail A

Feed Point Cabinet Pad Mounted

REVISIONS

DATE CHANGE

DEPARTMENT OF TRANSPORTATION

NORTH DAKOTA
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document is stored at the
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FEED POINTS

(ROADWAY LIGHTING)

D-770-2

Conduit Standoff Bracket

Roger Weigel,

07/08/14

7-8-14          Revised note 3



greater than that of the panelboard.

Main Circuit Breaker having a rating not 

to photo cell

3 No. 12 Type THW

chase nipple.

3-way switch, handy box, cover, and

Test switch to bypass photo cell,

Ground to cabinet

Traffic signal circuit

switch box

Traffic signal

Meter trim

Phase

Neutral

Phase

greater than that of the panelboard.

Main Circuit Breaker having a rating not 

to photo cell

3 No. 12 Type THW

chase nipple.

3-way switch, handy box, cover, and

Test switch to bypass photo cell,

60 Amp - 2 pole

Enclosed lighting relay 

Ground to cabinet

Meter trim

Phase

Neutral

Phase

Flashing beacon circuit

switch box

Flashing beacon

(shown with dual)

flasher mechanism

Single or dual circuit

greater than that of the panelboard.

Main Circuit Breaker having a rating not 

to photo cell

3 No. 12 Type THW

chase nipple.

3-way switch, handy box, cover, and

Test switch to bypass photo cell,

60 Amp - 2 pole

Enclosed lighting relay 

Ground to cabinet

Traffic signal circuit

switch box

Traffic signal

center

Enclosed load

Meter trim

Phase

Neutral

Phase

switch box

Flashing beacon

(shown with dual)

flasher mechanism

Single or dual circuit

Lighting circuits

Lighting circuits

Lighting circuits

to ground rod

1 No. 6 Type THW

60 Amp - 2 pole

Enclosed lighting relay 

Enclosed load center

50 Amp - 2 pole breaker

15 Amp - 1 pole breaker

50 Amp - 2 pole breaker

15 Amp - 1 pole breaker

to ground rod

1 No. 6 Type THW

to ground rod

1 No. 6 Type THW

50 Amp - 2 pole breaker

15 Amp - 1 pole breaker

Enclosed load center

(A)  Install when festoon circuits are required

be installed.

three 50 Amp - 2 pole breakers and three lighting relays, normally open, shall

Type III feed point is similar to Type IV except only three electrical circuits,

 

be installed.   

two 50 Amp - 2 pole breakers and two lighting relays, normally open, shall

Type II feed point is similar to Type IV except only two electrical circuits,

 

installed.  

one 50 Amp - 2 pole breaker and one lighting relay, normally open, shall be

Type I feed point is similar to Type IV except only one electrical circuit,

Notes:

Feed Point Type IV

Combination Lighting and Flashing Beacon

Feed Point Type IV

Combination Lighting, Signal, and Flashing Beacon

Feed Point Type IV

Combination Lighting and Signal

electric service

single phase

120 x 240 Volt

electric service

single phase

120 x 240 Volt

electric service

single phase

120 x 240 Volt

Neutral (A)

Neutral (A)

Neutral (A)
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Roger Weigel,



Logo Logo

Plan

Cover

Elevation

PVC Pull Box

Bottom View

Elevation

Concrete Cover

Section E-E

Section F-F

4" max.

Half Top View

ring

Support

E E

F

F

Polymer Concrete Pull Box

see note  2

Eye bolts,

Section Cover

4
1Top 4

1Bottom 

25"

4"

28"

3"

3"

3"

24.803" ¨ 0.037"

specified
3" or as

6"
3"

24.803" ¨ 0.037"

3"

3"

2"

3"

=1"R

1" Cl

=1"R

25"

26"

24"

2"

0.711" min.

36"

22" min.

23" min.

2"

1"

" dia. holes4
3 7"

"¨2
12

1" on extension

" on box4
11

"2
115 "4

313

"4
123

" Cl4
3

"4
12

"4
12

"4
3

"4
1

"2
11

"4
11

"8
7

"8
3 " min.4

321

" min.8
3

"4
12

"2
1

" min.4
123

"8
5 "8

7

" dia.8
1" ¨ 8

722

Section Frame

"2
1

Cast Iron Frame and Cover

(future adjustment)

Extension Ring

specified
36" or as 

washed gravel

Sump filled with 

Knockouts

Extension

Box

surface

Skid resistant

Pull slots (2)

with washers (2)

hex head bolts

" - 16NC8
3

nuts and washers

galvanized U-bolt with 

" dia.2
1Lift handle - 

Wire mesh

 10
103"x3"x

washed gravel

Sump filled with

See note 1

to pull box

extension ring

PVC glue to attach 

Use approved 

dia. pipe

24" Nominal

See note 4

PVC strips

" thick8
32" wide x 

See note 3

see note 5

Plastic,
Finished Shoulder

Note: Polymer concrete reinforced by a heavy weave fiberglass

24"

0.711" min.

Cast Iron Cover castings shall be gray iron as per AASHTO M 105, Class 35B.   11.

by wire brush and shall be dry before application.

of the concrete to which the epoxy protective coating is applied, shall be cleaned 

color and shall be applied as recommended by the manufacturer. The surfaces 

coating.  The epoxy protective coating shall be light gray, clear, or neutral in 

Concrete cover shall be coated on top and sides with an approved epoxy 10.

fasteners to be galvanized as per AASHTO M-232.

Hex head bolts and nuts shall be austenitic stainless steel.  Other  9.

PVC pipe to meet requirements of ASTM F679T-1 or equal. 8.

water tight to the satisfaction of the Engineer. 

After pull box and conduit installation all inside walls and cover shall be made  7.

size of conduit being used.

Conduit holes located in barrel section shall be sized no more than 1" larger than  6.

Bolt assembly together. 5.

dia. x 2" long stainless steel hex head bolts with nuts at 90 degrees apart.

" 8
3Attach split 24" nominal diameter PVC cover support extension ring with four  4.

" long galvanized lag screws.  Screw assembly together. 4
1" x 14

1Four  3.

degrees apart (for lifting pull box and supporting electric cable).

" shank length with hex nuts 180 4
1" dia. x 18

3Two type 2 shoulder eye bolts,  2.

long stainless steel hex head bolts with nuts at 90 degrees apart.

" dia. x 2" 8
3Attach split 24" nominal diameter PVC cover support ring with four  1.

PVC Pull Box Notes:

1" max.

Typical Pull Box in Rural Section

           77.  

 3.       Polymer Concrete pull box shall be Tier 22 as per ANSI / SCTE 

Pull box shall have at least one knockout per side.   2.

earth or sodded areas on  level surfaces.

Place top of pull box flush with surfaced area and approximatley one inch above  1.

Notes:
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Roger Weigel,
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concrete

Existing 

"2
1

1
12"¨

Surface Patch Details

Concrete Patch Sidewalk Patch

Conduit Conduit Conduit

concrete

Patch with

sidewalk

Existing

(same as existing)

Compacted backfill

(same as existing)

Compacted backfill
(same as existing)

Compacted backfill

12"¨ 12"¨

24" min. 24" min. 24" min.

4"

3"

3"

4" min.

backfill

Compacted

cables

Underground

Washed sand

backfill

Compacted

cable

Multiple underground

Grade 4" min.

24" 24"

3"

Type I Type II

Cable Trench

Direction of travel

Pole

Pole

45^

3"

8’

Plan Elevation

Light Standard Numbering

Emergency Vehicle Detector Detail

Detector Detail (adjustable)

Alternate Emergency Vehicle

Emergency vehicle detector

" Mounting arm2
1

" Mounting arm2
1

Par lamp holderPar lamp holder

(Green)

Par 38 Lamp

(Green)

Par 38 Lamp Mast armMast arm

Conduit nipple

two-way detector

see note 1 for 

Type T Unilet,
Type T Unilet

" Pipe nipple4
3

see note 3

Adjustable detector,

Front ViewSide View

Terminal Block Detail

Terminal Block

standard base

Traffic signal 

foundation

Concrete 

Conduit
ground

Original

(rigid mounted)

Conduit

structure

Concrete

Top of sidewalk

Face of curb

Conduit

Curb Mounted Conduit

Revise Concrete Foundation

Elevation

above top of foundation

Conduit shall extend 1" 

Grade

17"¨3"¨

Plan View

Elevation View

Top of tie

‘ of Tracks

25’ min.

Jacking pit

Top of rail

Railroad track

8"¨

12"¨

"x3" bolt.4
1

receive 

Threaded insert to Existing concrete
"x3" bolt.4

1
receive 

Threaded insert to 

See note 2

Stencil location

Patch with cold mix

Gradeconcrete

Patch withh

asphalt
Existing

Finished elev. of roadway ‘

for pole numbers.the Engineer.  See layout sheets 

using black paint or an adhesive coated plastic such as Scotchcal by 3M or as approved by 

Note: On the roadway side of each light standard, the Contractor shall stencil on the pole number

shall be sodded or as directed by the Engineer.

Note: The entire area which is disturbed by the trenching 

    Type X Unilet with two Par lamp holders and lamps (one in each direction).

3. Two-way Detector shall have the detector lens rotated to face the direction of travel, and shall have

2. One-way Detector shall have the unused end plugged with metal pipe plug.

1. Two-way Detector shall have Type X Unilet with two Par lamp holders and lamps. (one in each direction).

Notes:

Direction of travel Direction of travel

5’-6" min.

Bridge Mounted Conduit Hanger

shall be painted with an approved epoxy compound.

approved by the Engineer.  Immediately prior to pouring replacement concrete, all surfaces 

and the coarse aggregate gradation, maximum size and method of curing shall be as 

Note: All trenches shall be saw cut.  The replacement concrete shall be P.C.C. pavement 

(one-way detection) (one-way detection)

2"x.188" wall (min.)

Steel conduit

see note

Conduit opening,

to original appearance.

opening no larger than necessary.  Place conduit, fill with concrete and finish foundation 

Note: Jackhammer or drill to remove material and provide a location for conduit.  Make 

under Railroad Tracks

Conduit Placement

Pole number

(see detail)

Terminal block

by the Engineer.

not more than 5’ spacing or as determined

Galvanized malleable iron pipe clamp at 
by the Engineer.

not more than 5’ spacing or as determined

Galvanized malleable iron pipe clamp at 

Asphalt Patch
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Concrete Foundation Location

Breakaway Support Stub Clearance Diagram

Truss Mast Arm

Multi-Directional Slip Base

Direction of traffic

Anchor Bolt Detail

Top View

Plan View

Pole Wiring Diagram

P

G

P

N

Slip Base Placement Detail

Detail A

Side View

Steel Base Detail

Light Standard Details

Davit Mast Arm

Anchor Base Transformer Base

Direction of traffic

1" max.

Min. 2 threads exposed

(see quantity sheet for length)
Mast Arm

(see quantity sheet for length)
Mast Arm

Anchor bolt

Leveling nut

Flat washers

Top nut

Base plate

Slip base

required by manufacturer

Plate thickness as

flat washer

place on top of middle

28 gauge keeper plate,

inside and outside

Continuous weld

11 gauge shaft thickness

" Plate4
11

Leveling nuts

Finished roadway surface

Survey ‘

Ground line

Curb and gutter Finished roadway surface

See "Detail A"

Leveling nuts Leveling nuts

Top of foundation

Slip bases of breakaway support

4" max.

60"

Ground line

See layout sheets for offset

One or two piece davit pole

" dia. bolt through shaft8
5

specification

manufacturer’s

Radius as per

" dia. bolt through shaft8
5

Gasket Hex bushings

Receptacle

Wires

Base plate

To ballast in luminaire

Light standard

from ground

mounted 15’-20’

Festoon receptacle

Ground rod

15 Amp fuses

12 AWG

Finish elev. of foundation

dia. 8.3" min.

Bottom shaft

torque to 1010 in-lbs

with three flat washers

high strength steel bolt

" dia. x 5" long4
11

roadway

Parallel to

"2
1shaft dia. + 7

Manufacturer’s

"2
1shaft dia. + 5

Manufacturer’s

shaft dia. + 8"

Manufacturer’s

"2
1shaft dia. + 5

Manufacturer’s

" dia. holes8
31

"8
12

"16
11R=

"4
1R=

"4
11

2"

"4
1dia. + 

Bottom shaft

120^

120^

" Slip base4
11

30^

30^

120^

120^

Receptacle Mounting Detail (B)

Keeper Plate Detail (A)

while in use cover

Waterproof

roadway

Parallel to

See Multi-Directional Slip Base details

 Joint2
1

 Joint2
1

specifications
manufacturer’s
Shaft as per

specifications
manufacturer’s
Shaft as per

(s
e
e
 q

u
a
n
ti
ty
 s

h
e
e
t 
fo
r 
le

n
g
th
)

M
o
u
n
ti
n
g
 h

e
ig

h
t

s
p
e
c
if
ic
a
ti
o
n
s

a
s
 p

e
r 

m
a
n
u
fa

c
tu
re
r’
s

D
a
v
it
 S

e
c
ti
o
n
, 
le

n
g
th

(see quantity sheet for length)
Mast Arm

in the plans)
otherwise specified

3’-0" (unless

mounted on multi-sided pole.

Optional: Festoon receptacle

3 per foundation

manufacturer’s specs,

Anchor bolts as per

Ground line

Hand hole
Hand hole

Round or multi-sided 11 guage steel
Round or multi-sided 11 guage steel

Hand hole

bolt circle

Equal to manufacturer’s

4" max. " max.2
13

washer.  The Keeper plate shall be galvanized after fabrication.

ASTM A446 Grade "A" 28 gauge keeper plate on top of middle flat (A) 

installed only when specified in the plans.

that faces the street side.  Festoon Receptacle shall be 

Receptacle shall be mounted on the side of the pole (B) 

4.  Burr threads of junction with nut using center punch to prevent nut loosening.

     retightening. 

3.  Loosen each bolt and retighten to prescribed torque in the same order as initial 

2.  Retighten bolts with a systematic order to prescribed torque.

     to clean bolt threads, then loosen.

1.  Tighten all bolts the maximum possible with 12" to 15" wrench to bed washers and

Slip Base Bolt Torque Procedure:  

Fusing:  Fusing in base, see specifications.

sheets for type of luminaire, wattage, I.E.S. distribution, and operating system.

Luminaire:  Shall be internal ballast-constant wattage 120x240 voltage.  See layout

Steel Standards:  Marred or scratched areas shall be touched up after erection.

or more, light standards shall be placed at least 16 feet from the driving lane.

speeds are less than 30 mph, may be placed at 3 feet.  Where speeds are 30 mph 

curb face of 3 feet.  Light standards that are placed in urban areas and where

Light Standard Locations: The offset distance shall have a minimum offset from the 
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1

NUMBER OF CONDUCTORS 

1 - 2 "4
11 2 1

2 - 3 "4
11 4 1

3 - 4 "4
11 6 1

4 - 5 "4
11 8 1

5 - 6 "4
11 10

6 - 7

8 - 9

9 - 10

10 - 11

12 - 13

13 - 14

12 1

1

1

1

1

1

1

18

20

22

24

26

7 - 8 114

16

2"11 - 12

"4
11

"2
11

"4
11

"2
11

"2
11

2"

2"

S
IZ

E

C
O

N
D

U
IT

LUMINAIRE

TO 

LUMINAIRE

FROM 

support

I-Beam walkway

Band conduit to

Luminaire
Luminaire

Luminaire

as shown

at 3 positions 

to walkway 

Band conduit 

as shown

at 3 positions 

to walkway 

Band conduit 

as shown

at 3 positions 

to walkway 

Band conduit 

Conduit body

Luminaire1 2

3

4 65

Conduit body
Luminaire

Conduit body
Luminaire

Conduit body
Luminaire

Conduit body

Sign

Chord

1 2 3 4 5 6

Phase

Ground

not greater than that of the panel board

Main circuit breaker having a rating 

to ground rod

1 No. 6 Type THW

Ground to cabinet

15 Amp-1 pole breaker

50 Amp-2 pole breaker

Phase

Neutral

Phase

Circuit 1 Circuit 3Circuit 2

Phase

line

Ground

2" conduit

CONDUIT SIZES AND NUMBER OF CONDUCTORS

4’

1’ min.

4’

Load Center Detail

Elevation

End View

Plan

(No. 12 AWG)

CONDUCTOR

FEEDER

(No. 12 THW)

CONDUCTOR

GROUNDING

Load Center

luminaires to be installed

depend on the number of

number of breakers will

Breaker panel board, the

electric service

single phase,

120x240 Volt

by a photo cell

cell or another system controlled 

fed from a feed point with a photo 

Photo cell will not be required if 

3 No. 12 Type THW to photo cell

cover, and chase nipple

3 way switch, handy box,

Test switch to bypass photo cell

Load Center

1/2" conduit

2" conduit

ground rod

copperweld

1/2" x 10’

6’

Ground Rod Detail

to the next sequential luminaire.

luminaire shall be the size and number shown as if running 

Conduit and conductor from the load center to the closest 

used.

The conduit sizes shown in the conduit size table shall be 

shall be installed. 

number other than what is shown, to which that number 

installed unless the appropriate shop drawings require a 

The number of luminaires shown in the plans shall be 

structure mounting details.

Sign Structure Mounting:  See layout sheet(s) for sign

of 4000K to 5000K light.

Optics:  The optical system shall provide uniform distribution

lighting layout sheet(s) for number and location of luminaires.

unless shown otherwise on layout sheet(s).  See sign

Luminaires:  LED luminaires shall be operated on 240 Volts

conduit.  See sign lighting layout sheet(s) for size of conduit.

to accommodate the required wiring, equipment, and feed

Load Center:  The load center shall be of sufficient size

with stainless steel buckles.

" width stainless steel4
3Banding:  All banding shall be of 

layout sheet(s) for feeder conduit layout.

steel banding and/or conduit hangers.  See sign lighting

Conduit:  Attach conduit to sign structure as required using
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4’

Load Center Detail

Elevation

Plan

13-14

12-13

11-12

10-11

9-10

8-9

7-8

6-7

5-6

4-5

3-4

2-3

1-2

26

24

22

20

18

16

14

12

10

8

6

4

2

1

1

1

1

1

1

1

1

1

1

1

1

1

S
IZ

E

C
O

N
D

U
IT NUMBER OF CONDUCTORS

(No. 12 AWG)

CONDUCTOR

FEEDER

L
U

M
IN

A
IR

E

T
O

L
U

M
IN

A
IR

E

F
R

O
M

2"

2"

2"

(No. 12 THW)

CONDUCTOR

GROUNDING

Conduit body

Conduit body

Luminaire

support

I-Beam walkway

Band conduit to

as shown

at 3 positions

to walkway

Band conduit

Sign

Bridge barrier wall

Luminaire Luminaire

Conduit body
Conduit body

Load center

Circuit no. 1

Circuit no. 2

Circuit no. 3

to ground rod

1 No. 6 Type THW

Ground to cabinet

by a photo cell

cell or another system controlled

fed from a feed point with a photo

Photo cell will not be required if

3 No. 12 Type THW to photo cell

15 Amp- 1 pole breaker

50 Amp- 2 pole breaker

Phase

Neutral

Phase

the panel board

rating not greater than that of 

Main circuit breaker having a 

Phase

Phase

Ground

Luminaire

"2
11

"2
11

"2
11

"4
11

"4
11

"4
11

"4
11

"4
11

"4
11

"4
11

1

2

1 2

1’ min.

NUMBER OF CONDUCTORS

CONDUIT SIZES AND

electric service

single phase

120x240 Volt

4’

End View

Luminaire

Sign

Bridge barrier wall

and chase nipple

3 way switch, handy box, cover,

Test switch to bypass photo cell

luminaires to be installed

depend on the number of

number of breakers will

Breaker panel board

Ground Rod Detail

Load Center

" conduit2
1

2" conduit

ground rod

copperweld

" x 10’2
1

the size and number shown as if running to the next sequential luminaire.

Conduit and conductor from the load center to the closest luminaire shall be 

The conduit sizes shown in the conduit size table shall be used.

which that number shall be installed. 

appropriate shop drawings require a number other than what is shown, to 

The number of luminaires shown in the plans shall be installed unless the 

Ground Line

details.

Bridge Mounting:  See sign lighting layout sheet(s) for bridge mounting 

5000K light.

Optics:  The optical system shall provide uniform distribution of 4000K to 

and location of luminaires.

otherwise on layout sheet(s).  See sign lighting layout sheet(s) for number 

Luminaires:  LED luminaires shall be operated on 240 Volts unless shown 

sheet(s) for size of conduit.  

the required wiring, equipment, and feed conduit.  See sign lighting layout 

Load Center:  The load center shall be of sufficient size to accommodate 

buckles.

" width stainless steel with stainless steel 4
3Banding:  All banding shall be of 

and/or conduit hangers.  See layout sheet(s) for feeder conduit layout.

Conduit:  Attach conduit to sign structure as required using steel banding 
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1

NUMBER OF CONDUCTORS 

1 - 2 "4
11 2 1

2 - 3 "4
11 4 1

3 - 4 "4
11 6 1

4 - 5 "4
11 8 1

5 - 6 "4
11 10

6 - 7

8 - 9

9 - 10

10 - 11

12 - 13

13 - 14

12 1

1

1

1

1

1

1

18

20

22

24

26

7 - 8 114

16

2"11 - 12

"4
11

"2
11

"4
11

"2
11

"2
11

2"

2"

S
IZ

E

C
O

N
D

U
IT

LUMINAIRE

TO 

LUMINAIRE

FROM 

support

I-Beam walkway

Band conduit to

Luminaire
Luminaire

Luminaire

as shown

at 3 positions 

to walkway 

Band conduit 

as shown

at 3 positions 

to walkway 

Band conduit 

as shown

at 3 positions 

to walkway 

Band conduit 

Conduit body

Luminaire1 2

3

4 65

" Pipe 4
11

grating

Walkway

Sign face

Ballast boxes (bolted to walkway supports)

Load Center

Feeder conduit

Conduit body

Luminaire

Conduit body
Luminaire

Conduit body
Luminaire

Conduit body
Luminaire

Conduit body

Sign

Chord

1 2 3 4 5 6

Phase

Ground

for banding

Slotted holes

Ballast box

" Aluminum plate8
3

Two bands around I-Beam

support

I-Beam walkway

I-Beam walkway support

beam, two bands minimum

Band around I-Beam and channel

" Aluminum channel beam8
3

Load center

not greater than that of the panel board

Main circuit breaker having a rating 

to ground rod

1 No. 6 Type THW

Ground to cabinet

15 Amp-1 pole breaker

50 Amp-2 pole breaker

Phase

Neutral

Phase

Circuit 1 Circuit 3Circuit 2

Phase

line

Ground

2" conduit

CONDUIT SIZES AND NUMBER OF CONDUCTORS

4’

1’ min.

4’

Note:  Load center and feeder conduit not shown for clarity

Ballast Box Mounting DetailLoad Center Mounting DetailLoad Center Detail

Ballast Box Detail

Load Center

Load Center

Load Center

Elevation

Front View Side View Front View

Top View

End View

Plan

Side View

Top View

(No. 12 AWG)

CONDUCTOR

FEEDER

(No. 12 THW)

CONDUCTOR

GROUNDING

and nut with washer and lockwasher

" Diameter hex head bolt8
34

and nut with washer and lockwasher

" Diameter hex head bolt8
32

luminaires to be installed

depend on the number of

number of breakers will

Breaker panel board, the

electric service

single phase,

120x240 Volt

by a photo cell

cell or another system controlled 

fed from a feed point with a photo 

Photo cell will not be required if 

3 No. 12 Type THW to photo cell

1/2" conduit

2" conduit

ground rod

copperweld

1/2" x 10’

Ground Rod Detail

to the next sequential luminaire.

luminaire shall be the size and number shown as if running 

Conduit and conductor from the load center to the closest 

used.

The conduit sizes shown in the conduit size table shall be 

shall be installed. 

number other than what is shown, to which that number 

installed unless the appropriate shop drawings require a 

The number of luminaires shown in the plans shall be 

structure mounting details.

Sign Structure Mounting:  See layout sheet(s) for sign

lighting layout sheet(s) for number and location of luminaires.

240 Volts unless shown otherwise on layout sheet(s).  See sign

Luminaires:  Metal halide luminaires shall be operated on

luminaire and ballast.

walkway support.  Conductor shall not be spliced between

mounted in the luminaire or in a ballast box bolted to the

Ballast:  Each luminaire shall have a separate ballast 

conduit.  See sign lighting layout sheet(s) for size of conduit.

to accommodate the required wiring, equipment, and feed

Load Center:  The load center shall be of sufficient size

with stainless steel buckles.

" width stainless steel4
3Banding:  All banding shall be of 

layout sheet(s) for feeder conduit layout.

steel banding and/or conduit hangers.  See sign lighting

Conduit:  Attach conduit to sign structure as required using

NOTES:

cover, and chase nipple

3 way switch, handy box,

Test switch to bypass photo cell
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4’

4’

Load Center Detail Load Center Mounting Detail Ballast Box Mounting Detail

Front ViewFront View Side View

Elevation End View

Plan Ballast Box Detail

13-14

12-13

11-12

10-11

9-10

8-9

7-8

6-7

5-6

4-5

3-4

2-3

1-2

26

24

22

20

18

16

14

12

10

8

6

4

2

1

1

1

1

1

1

1

1

1

1

1

1

1

S
IZ

E

C
O

N
D

U
IT NUMBER OF CONDUCTORS

(No. 12 AWG)

CONDUCTOR

FEEDER

L
U

M
IN

A
IR

E

T
O

L
U

M
IN

A
IR

E

F
R

O
M

2"

2"

2"

(No. 12 THW)

CONDUCTOR

GROUNDING

Conduit body

Conduit body

Luminaire

Load center
support

I-Beam walkway

Band conduit to

as shown

at 3 positions

to walkway

Band conduit

Sign

Bridge barrier wall

Luminaire Luminaire

Conduit body
Conduit body

Load center

Load center

Luminaire

Sign

Bridge barrier wall

Circuit no. 1

Circuit no. 2

Circuit no. 3

to ground rod

1 No. 6 Type THW

Ground to cabinet

by a photo cell

cell or another system controlled

fed from a feed point with a photo

Photo cell will not be required if

3 No. 12 Type THW to photo cell

15 Amp- 1 pole breaker

50 Amp- 2 pole breaker

Phase

Neutral

Phase

I-Beam walkway support

" aluminum channel beam8
3

Load center

Load center

Load center

for banding

Slotted holes

Two bands around I-Beam

" aluminum plate8
3

Ballast box

Ballast box

Ballast box

Walkway grating

" pipe4
11

Luminaire Luminaire

Conduit body

Feeder conduit

Load centerSign face

Ballast boxes (bolted to walkway supports)

the panel board

rating not greater than that of 

Main circuit breaker having a 

Phase

Phase

Ground

I-Beam walkway support

Luminaire

"2
11

"2
11

"2
11

"4
11

"4
11

"4
11

"4
11

"4
11

"4
11

"4
11

1

2

1 2

1’ min.

NUMBER OF CONDUCTORS

CONDUIT SIZES AND

electric service

single phase

120x240 Volt

nut with washer and lockwasher

" diameter hex head bolt and8
34

nut with washer and lockwasher

" diameter hex head bolt and8
32

beam, two bands minimum

Band around I-Beam and channel

luminaires to be installed

depend on the number of

number of breakers will

Breaker panel board

and chase nipple

3 way switch, handy box, cover,

Test switch to bypass photo cell

Ground Rod Detail

" conduit2
1

2" conduit

ground rod

copperweld

" x 10’2
1

the size and number shown as if running to the next sequential luminaire.

Conduit and conductor from the load center to the closest luminaire shall be 

The conduit sizes shown in the conduit size table shall be used.

which that number shall be installed. 

appropriate shop drawings require a number other than what is shown, to 

The number of luminaires shown in the plans shall be installed unless the 

Bridge Mounting:  See layout sheet(s) for bridge mounting details.

number and location of luminaires.

shown otherwise on layout sheet(s).  See sign lighting layout sheet(s) for 

Luminaires:  Metal halide luminaires shall be operated on 240 Volts unless 

not be spliced between luminaire and ballast.

luminaire or in a ballast box bolted to the walkway support.  Conductor shall 

Ballast:  Each luminaire shall have a separate ballast mounted in the 

layout sheet(s) for size of conduit.  

the required wiring, equipment, and feed conduit.  See the sign lighting 

Load Center:  The load center shall be of sufficient size to accommodate 

buckles.

" width stainless steel with stainless steel 4
3Banding:  All banding shall be of 

layout.

and/or conduit hangers.  See sign lighting layout sheet(s) for feeder conduit 

Conduit:  Attach conduit to sign structure as required using steel banding 
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High Mast Lighting Pole Detail

Luminaire Support Ring Details

Head Frame Detail

(without cover)

Top View
For 4 Luminaires For 5 Luminaires

For 7 LuminairesFor 6 Luminaires

For 8 Luminaires For 10 Luminaires

Head frame

Luminaire ring

Luminaires

Field slip joints

Field slip joints

Field slip joints

Access opening

Expansion joint

Concrete service slabGround line

Concrete foundation

Pole

and plug

receptacle

Twist lock

as shown on plan layout sheets

Size and number of conduit

Remote control switch

20’ remote control cable

Torque limiter

Plug into pole power source

Main power switch box

Hoisting cables

Power cable

Power cable

Non marking guide arms

Pole

shall be mounted on junction box.

for test in lowered position

Weatherproof power receptacle

house lightning arrestor.

Weatherproof junction box to

Power cable sheaves

Hoisting cable sheaves

Wiring to luminaire

ring and wire way

luminaire support

Fully enclosed

bracket

Luminaire mounting

Pole

Hoisting cables

51.43^ (all angles)

90^ (all angles)

72^ (all angles)

60^ (all angles)

45^ (all angles)

36^ (all angles)

H
e
ig

h
t 
v
a
ri
e
s

power supply

Incoming

assembly

Worm gear winch

frame cover

Spun aluminum head

See Detail B

(section through pole)

Head Frame and Luminaire Ring

Detail B

See Detail A

(section through base)

Lowering Device

Detail A

Portable power unit with frame
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(1000 watt)

Typical Luminaire Details

Anchor Bolt Detail

Rodent Screen

Wiring Diagram

Elevation View

480V

High mast lighting luminaires schematic shown is 10 luminaires and typical

1" max.

Min. 2 threads exposed

Section A-A

High mast pole

Access opening

double hex nuts

Anchor bolts with

Base plate

Expansion joint Service slab

Ground

Grounding nut

conduit

Ground

Ground rod

as shown on plan layout sheets

Rigid conduit number and size

Concrete foundation

1" dia. steel conduit

Conduit bushing (each end)

Ground rod

Main power switch box

Incoming power supply

Fuses

Fused switch

Luminaire support ring

(for testing)

Twist lock receptacle

Twist lock receptacle

Outlet for portable power unit

Junction box

Washer

Conduit

Nut

Leveling nut

Anchor bolt

Conduit

Concrete foundation

Top nut

Flat washer

Leveling nut

of foundation

Finish elevation

Anchor bolt

Base plate
Ballast

mounting bracket

Slipfitter to fit 2"

Wiring from power source

Reflector

Reflector

mounting bracket

Slipfitter to fit 2"

Air flow chimney effect

Bulb

Reflector

Refractor (open end)

Ballast

Refractor (enclosed)

Leveling nut

power source

Wiring from

(each end)

Conduit bushing

AA

arrestor

Lightning

cut same size as base plate and form tightly around the conduit.

" galvanized steel welded wire fabric (wire dia. 0.025") 4
1"x4

1(A) 

Conduit and Grounding Detail at Base

240V

240V

Rodent Screen (A)

Rodent Screen (A)
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Lightning Protection

Interconnect and Power Cable

Controller Cabinet
Lightning Protection

Feed Point Cabinet

Front View Side View

Circuit Breaker Cabinet Pad Mounted

ElevationPlan

Conduit Standoff Bracket

Ground rod

"4
1"x4

11

"2
1"x14

1

Steel band

"x6" bolt8
3

Weld

Feed point pole

" lag screws2
1"x42

1Attach with 

"x1"16
7Slot 

Steel band

" bolts4
1"x8

3

"2
1"x14

1

Utility pole

ground rod

copperweld

" dia. x 10’2
1

ground rod

copperweld

" dia. x 10’2
1

Incoming power

Ground rod

AC power breaker

Surge protector

wall

directly to cabinet

Ground bar bolted

To controller electronics

Terminal board

Interconnect cables

Fuses

Incoming power
Ground conduit to ground rod

Surge protector
AC power breaker

Steel band approx. 2’ long

"2
11

"16
13"16

7

"16
7

"2
17

4"

"4
17

110^

24"

12" min.

AC+

AC-
AC-

AC+

"16
93

"2
12

1
0
’ 

m
in
.

3"

"2
12

"2
11

Controller cabinet wall

1" dia. rigid conduit

rigid conduit

" dia.2
1

keys

padlock and 

(60 amp) with 

safety switch

Weatherproof 

To be used when required by local Utility Company.

Cabinet

(number and size varies)

Conduit

(size varies)

Conduit

(if required)

Meter socket

Cabinet (A)

electric service

single phase

120 x 240 Volt

electric service

single phase

120 x 240 Volt

required.)

Utility Company if 

(to be installed by 

Meter and meter trim 

electric service

single phase

120 x 240 Volt

by Utility Company,

Service connection

1" sq. oval washer

g
ro

u
n
d
 w
ir
e

N
o
. 
6
 A

W
G
 S

D
 c

o
p
p
e
r 

Metal oxide varistor surge suppressor

primer and two coats of exterior dark green enamel.

shall be weatherproof.  A steel cabinet shall have one coat of 

steel (min.) or aluminum with provisions for padlock.  Cabinet 

(A)   Cabinet shall be 56 in. high x 26 in. wide x 14 in. deep, 12 gauge 
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signal standard base.

In lieu of the transformer base the contractor may use the alternate Transformer Base:

See note sheet for required color of paint.Paint:

the face of the curb unless shown otherwise on the layout sheets.

The center of the signal standard shall be a minimum of 3 ft. from Steel Standards:

and arrangement of lenses.

See traffic signal layout for correct mounting position, number, size, Signal Heads:

Notes:

Alternate Signal Standard Base

For use only with Type V, VI, and VII signal standards.

Type V, VI, VIIType II

Side View Front View

Anchor Bolt Detail

Conductor cable

Push button

(B)

(B)

(B)

of the post over the conduit.

facilitate the placement

Slot post approx. 18" to

to be dug or driven

2" standard pipe

to be dug or driven

2" standard pipe

Face of curb

Flat washers

Leveling nut

Finish elev. of foundation

Anchor bolt

Top nut

Base plate

Leveling nuts

specs.

manufacturer’s

Base plate as per
Bolt cover casting

Grounding lug

Tamper proof screw

0.280" min.

3’-0" min.

42"

3’-0’

24"

2"

min. 2 threads exposed

" min. clear2
11

" min.2
11

4" min.

6"

8"

2
4
" 

m
in
.

V
a
ri
e
s

o
f 
v
e
h
ic
u
la
r 
s
ig

n
a
l

1
0
’ 
+
 c
le
a
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n
c
e
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o
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o
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o

m

o
f 
p
e
d
e
s
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n
 s
ig

n
a
l

8
’ 
+
 c
le
a
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n
c
e
 t
o
 b

o
tt
o

m

o
f 
p
e
d
e
s
tr
ia

n
 s
ig

n
a
l

8
’ 
+
 c
le
a
ra

n
c
e
 t
o
 b

o
tt
o

m

4
2
" 
a
b
o
v
e
 s
id
e

w
a
lk

12"

(rigid mounted)

20 connections

Terminal block - min.

Leveling nuts

Leveling nuts
Curb and gutter

See layout sheets for offset

‘ of roadway

specified in the plans)
(unless otherwise
3’-0" min.

Ground level

button

Push

(rigid mounted)

20 connections

Terminal block - min.

with neoprene gasket

Cover - 0.229" min.

 

Top of foundation

B 

A 

B
 

A 

Section B-BSection A-A

Pedestrian Push Button Post Details (A)

Minimum Clearance Details

Signal Standard

1" max.

2" min. radius

Post cap

R
o
u
n
d
 o
r 

m
u
lt
i-
s
id
e
d
 p

o
le

Hand hole
Hand hole

depend on the jurisdiction they are to be placed in. 

indicate which crosswalk is actuated by the push button.  The type of sign will 

(A)  The positioning of the sign, pushbutton, and direction of arrow shall clearly 

dimensions and legend series.  See plans for type of sign.

The material shall be 0.081 aluminum.  See Standard Signs book for 

(B)   Sign shall be attached to post using rust resistant bracket and banding.  

Pedestrian Push Button Detail

Signal Standard Mounted

recommendation

manufacturer’s 

Anchor bolts as per

away from the roadway

side of pole that faces

Place hand hole on
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Alternate Signal Standard Base

and Light Standard

Combination Signal Type IV Signal Standard

Twin Mast Arm

Anchor Bolt Detail

Luminaire (see note)

Flat washersBase plate

Top nut

Leveling nut

Finish elev. of foundation

Anchor bolt

Bolt cover casting

0.280" min.

Tamper proof screw

Bottom of vehicular signal

Bottom of pedestrian signal

Leveling nuts

Ground level
Leveling nuts

Leveling nuts

Bottom of pedestrian signal

Bottom of vehicular signal

Curb and gutter

" bolt circle4
38

" 10 NC 2 threaded hole4
3

" bolt circle4
38

(see note)
Mast arm

(see note)
Mast arm

(see note)
Mast arm

See layout sheets for offset

‘ of roadway

3" min.

3" min. clear

(s
e
e
 T
ra
ff
ic
 S
ig

n
a
l 
L
a
y
o
u
t)

M
o
u
n
ti
n
g
 h

e
ig

h
t

1" max.

Min. 2 threads exposed

4" min.

specs.

per manufacturer’s

Suitable cap as
8
’ 
+
 c
le
a
ra

n
c
e

1
0
’ 
+
 c
le
a
ra

n
c
e

2
4
" 

m
in
.

8
’ 
+
 c
le
a
ra

n
c
e

1
0
’ 
+
 c
le
a
ra

n
c
e

2
0
" 

m
in
.

2
0
" 

m
in
.

specs.

manufacturer’s

Base plate as per

  

 
 

(rigid mounted)

20 connections

Terminal block - min.

(rigid mounted)

20 connections

Terminal block - min.

Combination Signal and Light Standard

Type

Standard

Signal

height (ft)

Mounting

Luminaire

Mast Arm

Luminaire

Luminaire

Extension and

Light Standard

Install

specs.

per manufacturer’s

Suitable cap as

specified in the plans)
(unless otherwise
3’-0" min.

B

B

AA

lock washers.

hexagon machine bolt with

"4
3"x14

3" dia. hole for 8
7

Top of foundation

J

I

H

G

F

E

D

C

B

A

50

50

40

40

30

30

40

40

30

30

twin

single

twin

twin

twin

twin

single

single

single

single

shall be installed at a later date under a separate contract.

(A) The light standard extension for these signal standards 

yes

yes

(A)

yes

(A)

yes

(A)

yes

(A)

yes

Detail A

telescoping clamp type extension may be used.

Note: In lieu of the plate type connection a 

Pole cap (B)

Minimum Clearance Detail

Signal Standard

6"

Section A-A Section B-B

See Detail A

8"

8"

" Bottom Plate4
3

" Top Plate4
3

 

Leveling nuts

8"

Grounding lug

specifications.

Type IV signal standards install a suitable pole cap as per manufacturer’s 

(B) On combination signal and light standards Type B, D, F, and H, and on all 
Note: For use only with Type IV and combination signal standards

R
o
u
n
d
 o
r 

m
u
lt
i-
s
id
e
d
 p

o
le

Truss Type Mast Arm

Varies - see Traffic Signal Layout

specs.

per manufacturer’s

Suitable cap as

R
o
u
n
d
 o
r 

m
u
lt
i-
s
id
e
d
 p

o
le

Length varies - see Traffic Signal Layout
       Round or multi-sided mast arm

Length varies - see Traffic Signal Layout
       Round or multi-sided mast arm

Leveling nuts
Hand holeHand hole

recommendation

manufacturer’s

Anchor bolts as per

standard base.

In lieu of the transformer base the Contractor may use the alternate signal Transformer base:

is rotatable.  This feature shall be approved by the Engineer.

forces other than friction.  The pole shall be so fabricated so that the mast arm 

Shall have a means that will not allow the mast arm to be rotated by wind Multi-sided poles:

mast arm mounted signal heads shall be 17 ft. minimum and 19 ft. maximum.

arrangement of lenses.  Clearance from the ‘ of the roadway to the bottom of 

See Traffic Signal Layout for correct mounting position, number, size, and Signal head:

layout sheets for type of luminaire, wattage, and I.E.S. distribution.

Luminaires shall be internal ballast - constant wattage 120 x 240 voltage.  See Luminaire:

accordance with ASTM A 123.

The light standard extension shall be galvanized.  Galvanizing shall be in extension:

The mast arm shall be 6 ft. unless otherwise noted on the plans.Light standard

Notes:

away from the roadway

side of pole that faces

Place hand hole on

(r
o
u
n
d
 o
r 

m
u
lt
i-
s
id
e
d
)

L
ig

h
t 
s
ta

n
d
a
rd
 e

x
te

n
s
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n
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R

Y

G

R

Y

G

Y

G

R

Y Y

GG

R

Y

G

Y

R

G

G

Y

R

Y

G

R

Y

G

Type VII

Type VI

Type IVType II Type V

Head Bracket

Mast Arm Signal

Front View Front View

Side View

Isometric View Isometric View

(typical)

Plan Layout

two horizontal hubs

Pole clamp with

slip fitter

" three way2
14

three horizontal hubs

Pole clamp with

two horizontal hubs

Pole clamp with

Mast arm

5" backplate

5" backplate

Mast arm

Pedestrian head

Signal standard

pedestrian head

Signal and or

stainless steel

" band8
5Min. 

" set screw4
1

5" backplate

plumbizer

2" elevator

2" standard pipe

signal standard

Type IV or combination

horizontal hubs

Pole clamp with two

horizontal hubs

Pole clamp with two

slip fitter

" two way2
14

horizontal hubs

Pole clamp with two

horizontal hubs

Pole clamp with two

horizontal hubs

Pole clamp with two

horizontal hubs

Pole clamp with two

slip fitter

" two way2
141"

1" 1"

"8
76

"2
14

Pedestal Mounted - Pedestrian (A)

Post Mounted - Pedestrian (A)

Post Mounted - Vehicular

Post Mounted - Pedestrian (A)

Post Mounted - Vehicular

Post Mounted - Pedestrian (A)

Post Mounted - Vehicular

Pedestrian countdown timer

and type of pedestrian signal head to use.

(A) See plans for the appropriate orientation 

1
2
’ 
s
h
a
ll
 b

e
 p

a
in
te

d
 (
s
e
e
 n

o
te
s
)

5" C-C

Pedestrian Signal Head (A)

Light Standard Mounted

Signal Heads

End Mounted and Mast Arm Rigid Mounted

o
f 
tr
a
v
e
l

D
ir
e
c
ti
o
n

Signal Heads

Mast Arm Rigid Mounted

Mid-Span Mounted and

Post Mounted - Pedestrian (A)

Post Mounted - Vehicular

Face of curb

Note: Signal heads shall not protrude over the face of the curb.

Mounting Details:  All signal heads shown are viewed from direction of travel.

 

be painted the same color as the other traffic signal standards.  

When pedestrian heads are light standard mounted, the lower 12 ft. shall 

 

the same color as the signal standard shaft.

black.  Pole clamps and signal head mounting hardware shall be painted 

Signal housing shall be painted yellow.  Backplates shall be painted dull Paint:  

 

assembly may be used.

pedestrian signal heads are mounted one above the other, one pole clamp 

may be substituted for the pole clamps.  Where traffic signal heads and 

A pole plate with suitable banding material, as approved by the Engineer, Pole Clamps:  

 

arrangement of lenses.

Signal Heads:  See traffic signal layout for correct mounting position, numbers, size, and 

 

pedestrian signal heads shall be 8 ft. minimum.

pedestal mounted vehicular signal heads shall be 10 ft. minimum, from 

Clearance from the ground line or sidewalk to the bottom of post or Clearance:  

 

used reinforcing plates shall be placed on each side of the plumbizer.

the mounting hardware attaches to the signal head. Where a plumbizer is 

Polycarbonate signal heads shall have reinforcing plates installed where Plates:

Reinforcing 

Notes:

REVISIONS

DATE CHANGE

DEPARTMENT OF TRANSPORTATION

NORTH DAKOTA

of Transportation

North Dakota Department

document is stored at the

on                  and the original

PE-         , 

Registration Number 

issued and sealed by 

This document was originally

 

 

07/08/14

2930

TRAFFIC SIGNAL HEAD MOUNTING D-772-4

11-14-13

Roger Weigel,
7-8-14         Added reinforcing plate note



 

Number of loops and number of turns as shown in the plans

Construction Joint Detail

Saw Slot Details

Multiple Loop Connection

(Presence Loops)

Multiple Loop Details

This detail shall be used whenever a crack in the roadway is encountered.

Plan View Section B-B

6’

6’

9’

6’

9’

6’

9’

6’

6’

6" min.

2" 2"

(A)

"4
11

" max. dia.4
31

" min. dia.4
11

1’-0"

6" min.

" max.8
3

" min.4
1

(A)

Microloop lead wire Pull box

Microloop lead wire

with bushing

Conduit

with bushing

Conduit

with bushing

Conduit
Expansion joint

Pull box

Twist 5 turns per footTwist 5 turns per foot

loop wires

See slot for

Loop wires

Loop wires

‘ box

Curb Section Rural Section

Saw Slot to Pull Box Details

Edge of finished shoulder

4’

Varies

Edge of driving lane

2" max.

" min.4
31

Conduit opening

Conductor cable (see plans)

Roadway surface

Conduit
compound

Fill with filler

Conductor cable

Conduit opening

" saw slot4
11

" max. saw slot8
3

Contraction joint

in conduit

provided

Slack to be

6" 6"
B

B

full depth (typical)

slot at corner has

Overlap cut so

loop sealer

Fill with approved
Direction of travel Direction of travel

Pull box

Lane line

Pull box

Pull box

number of turns

See plans for

Pull box

1 2 3 4

2

1

1 2 3 4

1

number of turns

See plans for

L-1L-1 L-2 L-2

1
A

1
B

2
A

2
B 3
A

3
B

4
A

4
B1

A

1
B

V
a
ri
a
b
le

V
a
ri
a
b
le

4’-0" min.

surface or curb line

Edge of roadway 

surface or curb line

Edge of roadway 

(A) (A)

1" dia. rigid conduit
1" dia. rigid conduit

1" dia. rigid conduit

conduit

1" dia. rigid

plastic conduit

" dia. rigid4
3

6" min. 6’ min.
1.5’ min.

6’-0"

1’ min.

See slot for loop wires

minimize interaction.

The leads from the loop to the pull box shall be placed in saw slots and conduits to 3.

The number of turns, size of loop, and size of conductor shall be as shown on the plans.2.

Each loop shall be saw cut in the roadway.1.

Notes:

and location shall be as shown in plans.

pavement slots to form loops.  Dimensions 

Drill detector loop corners 2" deep then saw 

(Passage or Calling Loops)

Loop Detector Detail

Conduit with bushing

2" minimum on asphalt surface

1" minimum on concrete surface(A)

Single Loop Connection

pattern.

may vary with connections made following the same 

spliced in the pull box as shown.  Number of loops 

pull box as shown.  The loop connections shall be 

detection zone.  All conductors shall be labeled in the 

Where multiple loops are connected to create one 

be spliced in the pull box.

box as shown. The loop connections shall 

All conductors shall be labeled in the pull 
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Elevation

Preformed Loop Detector Layout

when placed in new pavement.

Installation of Preformed Loop detector 

Saw Slot Details

Microloop Placement in Existing Pavement

Microloop Placement in New Pavement

of conduits

seal around top

" dia. holes2
11

of conduits

seal around top

" dia. holes2
11

Microloop lead wire

sand

back filled with

4" wide trench
Pull box

Pull box

Pull box

Expansion joint

Microloop lead wire
Microloop lead wire

Sand1" dia. rigid conduit

1" dia. rigid conduit

microloop detector

continue to next

Microloop lead wires

around top of conduits

" dia. holes seal2
11

around top of conduits

" dia. holes seal2
11

Microloop lead wire

Saw slot 1" dia. rigid conduit

Pull box

by detector manufacturer

Sealant as recommended

microloop detector

continue to next

Microloop lead wires

double probe set

Microloop detector
double probe set

Microloop detector

Sand Sand

Microloop lead wire

Expansion joint

Pull box

lead wires

Microloop

Pull box

loop sealer

Fill with approved

" PVC2
1

" PVC tee2
1

Pull box

probe set

detector

Microloop

12’ driving lane

Varies

" min. clearance2
12

6’-0"

6’-0"

" max.8
3

" min.4
1

(A)

Varies

Varies4’

4’

1"

4’ Varies

Varies

4’

wire to pull box

and twisted loop

" PVC2
1Continue 

to
p
 o
f 
p
ro

b
e

1
8
" 

m
in
 t
o

Varies

3’ 6’ 3’

Preformed Loop Detector Layout
Varies

4"
2"

to
p
 o
f 
p
ro

b
e

1
8
" 

m
in
. 
to

1" dia. rigid conduit

1" dia. rigid conduit

1" dia. rigid conduit
1" dia. rigid conduit

detector probe.

 in. dia. holes shall be drilled a minimum of 2 in. below the bottom of the microloop 2
1The 1

surrounding material and the microloops shall be tested prior to PCC pavement placement.

the sand as shown.  The aggregate base shall be recompacted to the density of the 

 in. dia. holes.  The microloop detectors shall be installed, embedded in 2
1trench and drill the 1

After the installation and compaction of the aggregate base, the contractor shall trench a 4 in. 

Notes:

detector probe.

 in. dia. holes shall be drilled a minimum of 2 in. below the bottom of the microloop 2
1The 1

microloops shall be tested.

surface.  The 1 in. dia. conduit shall be filled with sand and the saw slot sealed.  The 

conduit and install the microloop detectors so the tops of the probes are 15 in. below the road 

 in. dia. holes, cut the saw slot in the pavement, install the 1 in. 2
1The contractor shall drill the 1

Notes:

Elevation with curb Elevation without curb

Elevation without curbElevation with curb

Plan with curb

Plan with curb

Saw slot see detail

Saw slot see detail

Saw slot see detail

2" minimum on asphalt surface

1" minimum on concrete surface(A)

the loop from floating while placing the concrete.

The Preformed Loop shall be securely tied down to prevent 
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R

Y

G G

Y

R

G

R

Y

G

Y

R

Jumper wire

of conductor

size and type

See plans for

metal hangers

non-corrosive

18" max. between

cable

single conductor

3 No. 8 Type RHW

5" Louvered backplate

aggregate

12" Class 54

Duct seal or

Span wire clamp

Balance adjuster

fitting

Wire entrance

(galvanized)

locking nut

Double nut or

(galvanized)

3" curved washer

16" threaded

bolt with a min. of

" dia. eye4
324"x

" I.D. pipe2
11

Signal head housingSerrated locking ring

Washer

Span wire

Weld

Bracket
Schedule 40 pipe

and lock washers

with hex nuts

" dia. u-bolt8
3

and lock washers

with hex nuts

" dia. u-bolt8
3

" I.D. schedule 40 pipe2
11

Span wire

lock washers

with hex nut and

" dia. u-bolt8
3

Edge of driving lane

Typical section

Curb and gutter

Backfill with gravel

of 5000 lbs.

a minimum tension

capable of resisting

Expanding soil anchor

5’ min.

1’

1’

3’

3’

8’¨

’ min.2
14

6’

8"

"8
5

"16
3

"2
1

"8
3 O.D. + 2

1

"8
3 O.D. + 2

1

"16
3

"4
3

"4
11

"16
3

6" max.

(ft)

Length of pole

55

50

45

40

35

(A) Pole Depth of Setting

(B) Guy Wire

Angle

15^

30^

24,500 lbs.

12,000 lbs.

min. (ft)

Depth of pole

Resistance min.

Anchor

End View

Top View Eye Bolt Detail

"4
3

1
7
’ 

m
in
. 
- 
1
9
’ 

m
a
x
.

lock washers

with hex nuts and

" dia. u-bolt8
3

1"

ground rod

"x10’ Copper weld2
1

tightening of span wire
on eye bolt for future
Min. 10" of thread left

rigid conduit

" dia.2
12

" dia. rigid conduit2
12

" dia. rigid conduit2
1

driving surface

‘ elevation of

(A)

6" to 12"

6" to 12"

6" to 12"

15^ min.
(B)

copper ground wire

No. 6 AWG SD

heads

entrance

Service

(s
id
e

w
a
lk
 t
y
p
e
 g

u
y
)

1
0
’ 

m
in
.

2" galv. pipe - length as required

Span Wire Mounted

(typical)

See eye bolt detail

installations

multiple pole

For use with

for location)

(see plans

Controller

(see plans for location and length)

Class II wood poles

backplate

5" Louvered

Detail B Detail A

by Utility Company

Service connection

See Detail A
See Detail A

1" dia. rigid conduit

(to be installed by Utility Company if required.)

Meter and meter trim

(60 amp) with padlock and keys

Weatherproof safety switch

Varies (see plans)

See Detail B

and number of heads

See plans for size, location,

(galvanized)

Wire rope thimble
"

8
3

p
ip
e
 +
 

s
c
h
e
d
u
le
 4

0
O
.D
. 
o
f

Signal head attachment nuts

7.5

7

6.5

6

6

Signal Mounting Disconnect Hanger Assembly

assembly (optional)

disconnect hanger 

Signal mounting

at the ground. (typical, all guys)

plastic (fiber glassed) guy guard mounted

high strength with 8’ reflectorized yellow,

" steel guy wire - 7 strand8
3Double galv. 

     sag = 5% of span

conduit

" dia. rigid2
12

10’¨

1/2" Span wire - 7 strand steel

1/2" Stability wire - 7 strand steel

All span wire and stability wire shall have thimble type connections.5.

Traffic signal controller shall be operated on 120 volts.4.

be bid separately but shall be included in the price bid for interim signals.

requirement.  The cost of maintaining the signal head elevation shall not 

unless written permission is granted the engineer to waive the 90 day 

the roadway for a minimum period of 90 calendar days after installation, 

The contractor shall maintain the required 17 to 19 ft. signal height over 3.

expanding soil anchor to resist tensions on site must be increased.

If a guy wire angle of less than 45^ is used, the capability of the 2.

stated in the Standard Specifications Section 772 and 896.

The span wired mounted traffic signals shall meet the requirements as 1.

Notes:
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Top View

End View

Eye Bolt Detail

(Post Mounted)

Feed Point

Post Mounted

Span Wire Mounted

pass through Flashing Beacon location.

Detail where more than one set of wires

Front View Side View

Flasher shall be operated on 120 volts.

To be used when required by local Utility Company

Conduit Standoff Bracket

(ft)

Length of pole

55

50

45

40

35

(A) Pole depth of Setting

(B) See layout for number

Span wire

Weld

Span wire clamp

Balance adjuster

lock washers

with hex nut and

" dia. u-bolt8
3

Signal head housing

attachment nuts

Signal head

Serrated locking ring

Washer

Bracket

Weld

lock washers

with hex nuts

" dia. u-bolt8
3

and lock washers

with hex nuts

" dia. u-bolt8
3

Jumper wire

installations

three pole

For use with

2" galv. pipe - length as required

driving surface

‘ elevation of

" x 10’ Copper weld ground rod2
1

Edge of driving lane
Flasher cabinet

Meter (if required)

this control equipment pole

See plans for the location of

Jumper wire

conductor cable

No. 12 AWG (B)

5" Louvered backplate

3 or 4 way

Bottom bracket

Top bracket (3 or 4 way)

(galvanized)

3" Curved washer

16" threaded

bolt with a min. of

" dia. eye4
324"x

(galvanized)

Wire rope thimble

Anchor plate

Ground line

aggregate

Duct Sealer or 12" Class 54

the Engineer.

shall be approved by

Structural splice box

"4
1"x4

11

"2
1"x14

1

Weld

"x6" Bolt8
3

Steel band

of conduit varies

Number and size

" lag screws2
1"x42

1Attach with 

"x1"16
7Slot 

Conduit (size varies)

Steel band

" Bolts4
1"x18

3
"2

1"x14
1

cable

single conductor

3 No. 8 Type RHW

Utility pole

Flasher cabinet
Flasher cabinet

aggregate

12" Class 54

Duct sealer or

backplate

5" Louvered
backplate

5" Louvered

see plans for color

Flashing beacon

see plans for color

Flashing beacon

Sign

90^ Elbow

Nipple

fitting

Standard tee

Beacon head

head

entrance

Service
and lock washers

with hex nuts

" dia. u-bolt8
3 pole

point

Feed

oval washer

1" square

"16
7

"16
7

"2
17

"2
11"16

13

"2
11

8"

24"

4"

"4
17

"2
1

"8
5

"16
3

"16
3

"4
11

"16
3

12"

1’-0"

Distance varies -see plans

1’-0"

tightening of span wire
on eye bolt for future
Min. 10" of thread left

6" max.

(galvanized)

locking nut

Double nut or

6"-12"6"-12"6"-12"6"-12"

conductor cable

3 No. 8 Type RHW single

hangers

non-corrosive metal

18" max. between

2’

3’

15^ min.
(C)

15^ min.

30’ min.

4
’-
6
" 

m
in
.

6
’-
0
"

1
0
’ 

m
in
.

"16
93

"2
12

3"

"2
12

8"

Span wire

"4
3

"16
3 O.D.+ 2

1

"16
3 O.D.+ 2

1

"4
3

8’

to
p
 o
f 
ro

a
d

w
a
y

8
’ 

m
in
. 
c
le
a
ra

n
c
e
 t
o

post size

smaller than

" ¨4
1Pipe 

(A)

fitting

entrance

Wire

min. (ft)

Depth of pole

" I.D. pipe2
11

8"

Steel band approx. 2’ long

1"

110^

"
8

3
p
ip
e
 +
 

s
c
h
e
d
u
le
 4

0
O
.D
. 
o
f

schedule 40 pipe

" I.D.2
11

Schedule 40 pipe

washer

lock washer and 

" dia. bolts with8
3

rigid conduit

" dia.2
1

rigid conduit

1" dia.

rigid conduit

1" dia.

1" dia. rigid conduit

1" dia. conduit

pipe straps

sign supports with 

to be fastened to 

1" dia. rigid conduit 

pipe straps

sign supports with 

to be fastened to

1" dia. rigid conduit 

1" dia. rigid conduit

lock washer

" Nipple with4
31

(s
id
e

w
a
lk
 t
y
p
e
 g

u
y
)

1
0
’ 

m
in
.

(60 amp) with padlock and keys

Weatherproof safety switch

keys

padlock and 

(60 amp) with 

safety switch

Weatherproof 

ground rod

copperweld

" dia.x 10’ 2
1

ground rod

copperweld

" dia.x 10’ 2
1

1" dia.  rigid conduit

o
f 
"S

" 
c
u
rv

e
s
 i
n
 t
re

n
c
h

3
’ 
o
f 
s
la
c
k
 i
n
 a
 s
e
ri
e
s
 

(C) Guy wire

Angle

15^

30^

24,500 lbs.

12,000 lbs.

Resistance min.

Anchor

copper ground wire

No. 6 AWG SD

c
o
p
p
e
r 
g
ro

u
n
d
 w
ir
e

N
o
. 
6
 A

W
G
 S

D

aggregate

12" Class 54 

Duct seal or 

(typical)

See eye bolt detail

see standard drawings.

For sign and sign support details, 

(see plans for location and length)

Class II wood poles

soil anchor

Expanding 

Backfill with gravel

heads

entrance

Service

aggregate

12" Class 54 

Duct seal or 

Detail A Detail A

Detail C

Detail B and

Detail C

Detail B and

Detail B

Detail E

Detail D

Detail C

Detail D

See Detail E

Detail A

by Utility Company

Service connection

by Utility Company

Service connection

(if required)

Utility Company 

to be installed by 

Meter and meter trim 

7.5

7

6.5

6

6

Engineer to waive the 90 day requirement.

days after installation unless written permission is granted by the 

beacon height over the roadway for a minimum period of 90 calendar 

The contractor shall maintain the required 17 ft. to 19 ft. flashing 

Note:

Rigid conduit

lens color.

see plans for correct

12" beacon heads,

1, 3, or 4 - one way -

1/2" Span wire steel - 7 strand

 sag= 5% of span

1/2" Stability wire - 7 strand

at the ground. (typical, all guys)

plastic (fiber glass) guy guard mounted

high strength with 8’ reflectorized yellow,

" steel guy wire - 7 strand8
3Double galv. 
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FLASHING BEACON D-772-7

Roger Weigel,

07/08/14

7-8-14         Span wire size and sag



Check Point

L1 Elevation

Check Point

R1 Elevation

Check Point

R2 Elevation

Check Point

L2 Elevation

Check Point

L1 Elevation

(typ)

Abutment

Check Point

R1 Elevation

L3

R3

(typ)

PierL2

R2

in 12" | hole.

Concrete anchor poured

anchor concrete is placed.

Earth well compacted before

Sand Backfill

Earth Backfill

4
1

" | Rod (galv)4
3

Ground Line

standard pipe thread

Galvanized Cap with

~ Weld to rod.

" x 6" Flat Bar2
1" x 14

1

~ Weld to pipe.

with 1" hole in center 

" x 9" Octagonal Plate4
1

Fill with insulation.

pipe thread.

~ Upper end with std

3" I.D. Galv Pipe

plate.

~ Spot welded to pipe & octagonal

" Triangular Plates4
12 - 3" x 3" x 

4
1

1
’-
0
"

7
"

6
’-
9
"

1
" 3
"

5
’-
0
"

finished concrete.

" above8
1~ Top of head is 

" | x 3" Galv Carriage Bolt8
3

smooth & square.

Cut top of rod

(typ)

standard pipe thread

Galvanized Cap with

from bench mark.

thread.  Located 2’-0"

~ Upper end with std pipe

3" I.D. Galv Pipe (6’-6")

Advancing Station

A
d
v
a
n
c
in

g
 S
ta
ti
o
n

R "n"

L "n"
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BRIDGE BENCH MARKS D-900-1

NOTES:

BENCH MARK DETAILMULTIPLE SPAN

GENERAL LAYOUT FOR

SINGLE SPAN

GENERAL LAYOUT FOR

LOCATION DETAIL

CHECK POINT

09/14/11

Terrence R. Udland,

After fabrication the complete assembly shall be hot-dip galvanized.

 

GALVANIZING:

 

galvanizing and greasing, necessary to complete this item.

pipe, caps, rods, sand backfill, concrete, rock equipment, tools and incidentals, including

clean-up, and for furnishing, hauling and placing all elevation check points, galvanized

Bench Marks, which price shall be full compensation for all excavation, backfill and

Bridge Bench Marks shall be paid for at the contract price bid for each set of Bridge

 

BASIS OF PAYMENT:

 

been installed complete in place and accepted by the Engineer.

quantity to be paid for shall be the number of sets of bridge bench marks which have

of elevation check points shall be considered as one unit for bidding purposes and the

Each set of Bridge Bench Marks consisting of two bench marks and the required number

 

METHOD OF MEASUREMENT:

 

threads are to be coated with synthetic grease with teflon and cap screwed to a snug fit.

Threads of cap and pipe are not to be galvanized.  At the time of installation these

 

fabrication.

All metal parts are to be hot dip galvanized after punching, shearing, welding and

 

Engineer with adequate information locating each check point and bench mark.

elevation.  This information shall be recorded on SFN 13420 and submitted to the Bridge

bridge.  Bench Mark #1 can be listed as having elevation 1000 or the actual surveyed

point on the structure and the two bench marks immediately after the completion of the

The Project Engineer shall run a set of levels determining the elevation of each check

 

galvanized steel surfaces.

shall extend 4’-0" above ground and be painted with two coats of white paint suitable for

detailed on this sheet and located near the Highway Right of Way lines.  The two pipes

bridges (if more than one at a location).  These bench marks shall be constructed as

from the structure location and at least 300 feet from the nearest point on the bridge or

Two bench marks as detailed hereon shall be set at diagonal opposite positions away

 

structural location.

shall be placed on each barrier over each unit of the substructure for each bridge at a

".  Elevation check points8
1of the bolt head shall project above the finished concrete 

in the concrete barrier at the points indicated on the General Layout sketches.  The top

" | x 3" galvanized carriage bolts (or equal) set8
3Elevation check points shall consist of 



Railroad Tie

Ballast

Concrete Pavement

Aggregate Base

(as needed)

Underdrain System

Geotextile Fabric

Crossing to be completed by Railroad

Rubber or Concrete

Crossing Surface - Timber,

Pavement crown to be eliminated at a rate of 1% in 25 LF

Crown

Pavement

Normal

as railroad track(s).

Pavement to be in same plane

All pavement crown removed.

7’

Bituminous Pavement

Railroad Tie

Ballast

Aggregate Base

(as needed)

Underdrain System

Geotextile Fabric

Crossing to be completed by Railroad

 Bituminous Pavement

Rubber or Concrete

Crossing Surface - Timber,

Pavement crown to be eliminated at a rate of 1% in 25 LF

Concrete Pavement Approach and Joint Treatment

Section B - B

A A

B B

Pavement

Concrete

‘ Roadway

Limits of Curb and Gutter

Transition Crown

Transition Paved Shoulder - 10:1 Taper

15’

1’
2’

14"

15’

1" Expansion Joint

Doweled Contraction Joint

12’

E
x
p
a
n
s
io

n
 J

o
in
t

Pavement Approach at Railroad Crossing

Plan View

in the price bid for concrete pavement pay items.

additional concrete slab thickness shall be included

Basis of Estimate:  The preformed expansion joint and2.

pavements and finished shoulder widths.

See typical section on plans for thickness of aggregate base,1.

Notes:

Varies 2’ to 10’ (Typ.)
Shoulder Width

‘ R.R. Track

‘ R.R. Track

‘ R.R. Track

Level

Grade Level

Grade

Vertical Profile

3" Max.

2’2’

3" Max.

‘ Rail ‘ Rail

‘ R.R. Track

30’ Min. 30’ Min.

Bituminous Pavement Approach

Section A - A
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Pavement Details at Railroad Crossing

Roger Weigel,



�"

CLOSED

ROAD

MILE12

CLOSED

ROAD

CLOSED

ROAD
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ROAD CLOSURE GATE DETAIL D-900-3

Roger Weigel,

9/20/11

post (see detail)

Cable tie down

Shoulder

4’-0"

G
a
te
 i
n
 o

p
e
n
 p

o
s
it
io

n

Gate in closed position

8’

2’
length (std weight)

5" dia pipe 4’-0" 

Post cap

tubing

aluminum 

2" square

connections

weld or threaded 

4"

4"

4"

" round bar4
3

"2
11

back post (see detail)

Cable tie down/hold 

Gate post and footing

Road closure gate

See Hinge Detail

length-galvanized

standard pipe 4’-0"

Gate post-5" diameter

Concrete foundation

18’-0", 28’-0", or 40’-0" closure gate

4’-1" 5’-1"

2"

2"

2"12"

12"

12"

Flasher (C)

(Inch)

Size 

Tube 

2 X 2

4
1 X 24

12

Telescoping Perforated Tubes

(I
n
c
h
)

T
h
ic
k
n
e
s
s

W
a
ll

G
u
a
g
e

S
ta

n
d
a
rd

U
S

(L
b
s
)

P
e
r 
F
o
o
t

W
e
ig

h
t

(I
n
c
h
)

o
f 
In

e
rt
ia

M
o

m
e
n
t

A
re

a
 (
In

c
h
)

S
e
c
ti
o
n

G
ro
s
s

(I
n
c
h
)

M
o
d
u
lu
s

S
e
c
ti
o
n

0.105 12 0.372 0.590 0.372

0.105 12 2.773 0.561 0.695 0.499

2.416

" spacer4
1

"4
12

1"

1" 3"

2"

"4
1

Strap

Weld

A B C D E F

Width

Gate

Closure

Required

Stands

No. of 

Markers

Object

Type I

No. of

Downs

To Tie-

Distance

5’-0" Centers

Supports @

Vertical

Additional

Spacing

Support

Vertical

40’-0"

28’-0"

18’-0"

3

2

1

5

3

1

3

2

2

4

2

0

5’-10"

3’-10"

3’-10"

Hinge

closed position (typ)

Additional holes for

"2
113

4"

19"19" 5"5"

to gate tubing

" bolt2
1Spot weld 

Slot in stand

" flat aluminum4
1

aluminum base

"x3" square4
1Welded connection

Washer and wing nut

(8" length)

tubing-weld to gate

2" square aluminum

across roadway

Gate must set level

cast coupling

Aluminum die

Concrete

36"

48"

4" max

24"

5" dia pipe std weight

Welded connection

nut or heavy hex nut

Aluminum torque limiting

Cover assembly

Anchor bolt

Pole base plate

1" threaded stainless steel stud

See Detail "A"

"x2" OD washer8
3

" OD washer4
32

Aluminum die cast coupling

12"

2"

Bolted (typ)

diamond grade panel

symmetrically on yellow

3" yellow reflectors mounted

"4
12

tubing

aluminum

2" square 

Ground line

lock washer

washer &

" dia bolt,8
3

& lock washer

" dia bolt, washer 8
3

Detail 1 & 2

See Bracket

1" inside dia eyelet

Anchor plate

Anchor plate

4" max

3"

6"

6"
1"

4"

1"
6"6"

24"

12"

12"

12"

4
’-
6
"x

2
" 
te
le
s
c
o
p
in

g
 p

e
rf
o
ra
te

d
 t
u
b
e
 p

o
s
t

4
’-
6
"x

2
" 
te
le
s
c
o
p
in

g
 p

e
rf
o
ra
te

d
 t
u
b
e
 p

o
s
t

"x
4
’-
0
" 
a
n
c
h
o
r 
u
n
it

4
1

"x
2

4
1

2

"x
4
’-
0
" 
a
n
c
h
o
r 
u
n
it

4
1

"x
2

4
1

2

GATE DETAIL

CLOSURE GATE DETAILS (IN CLOSED POSITION)

down post

and hooked to cable tie 

Cable fastened to gate 

BRACKET DETAIL 1

BRACKET DETAIL 2

END VIEW FRONT VIEW

CABLE TIE DOWN POST DETAIL

HINGE DETAIL

DETAIL "A"

W20-3-48

SIGNING DETAILS

OBJECT MARKER

R11-2-48

GATE POST FOOTING DETAIL

STAND DETAIL

Hook

Clamp

Bolt and washer

CABLE DETAIL

Warning Lights

Flashing 

High Intensity

No. of Type "B"

above the roadway

to obtain 12" clearance 

" dia pipe.  Field weld 4
3

and padlock

and install chain 

District will furnish 

5’-0" (E)

Stand (A)-see Stand Detail

Type I object marker (B)

30’

20’

10’

(F)

(D)

(D)

object marker

18"x18" type I 

of support posts

to allow for proper installation 

Additional embankment placed 

Anchor plate

" angle-2" length4
12"x3"x

" dia bolt with washer & lock washer8
3

" angle-2" length4
12"x3"x

accomodate breakaway system

hook.  Anchor bolts to be set to 

4-40"x1" anchor bolts with 4" 

CLOSURE GATE DETAIL TABLE

(see CABLE DETAIL)

Cable connection

CABLE TIE DOWN/HOLD BACK POST DETAIL (SEE GATE DETAIL)

lock washer

washer and 

" dia bolt, 8
3

dia eyelet

1" inside 

Traffic

of

Direction

GATE POST BREAKAWAY DETAIL

TOP VIEW

FRONT VIEW

ANCHOR PLATE:  Anchor plates shall be a minimum of 10 gauge material and galvanized same as post.

warning lights.

mainline closure gate.  Sign supports shall have provisions for mounting type B high intensity flashing 

 mile in advance of the 2
1SIGNS:  Hinged W20-3-48 signs shall be installed on both sides of the roadway 

the 4’-1" taper area.

TUBING:  Tubing shall be covered with red and white reflectorized tape in all areas which face traffic except 

 inch diameter and galvanized.8
3GENERAL:  All fittings and accessories shall be galvanized.  Cable shall be 

thickness shall be 0.125 inches.

GATE:  Gate shall be constructed of 2 inch square aluminum tubing conforming to ASTM B-308.  The wall 

ramp radius.  Other roadway locations shall be as directed by the Engineer in the field.

exit sign.  Interstate ramp gate post shall be located approximately 20 feet beyond the end of the outside 

LOCATION:  Interstate mainline gate post shall be located approximately 20 feet beyond the in-place gore 
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