


BORROW AREA LIST 
North Dakota Department of Transportation, Design Division 
SFN 9683 (Rev. 01-2015) 

 
Project Control No.:  20677 
 
Project:   NH-1-049(027)067 
 
Type of Project: Minor Rehab and Major Rehab with HMA Overlay 
 
Borrow Area No.:   1 
 
Borrow Entered   Approximate Minimum Cost Per  
Cu. Yd. at Station __Topsoil__ Payment Cu. Yd. Acreage 
45,000 OCL2 3929+00 8,067 CY $14,625 $0.65 10 
 
Location:  SW ¼ of Section 10, Township 139N, Range 88W 
 
Owner:  Ernest A. Fritz and Francis Fritz 
 
Contractor's Responsibilities: 
 
1. Make a minimum payment of $14,625.00 equivalent to 50 percent of the 

estimated 45,000 cubic yardage.  After the contractor has removed the minimum 
quantity estimated, the contractor shall pay the grantor 80 percent of the 
minimum payment within 30 days after NDDOT has made payment to the 
contractor.  The balance of the royalty payment shall be paid to the grantor within 
30 days after NDDOT makes final payment to the contractor and the contractor 
has obtained a pit release from the grantor. 

2. The contractor will contact the landowner to determine final leveling 
requirements.  A copy of the final plan signed by the owner and contractor will be 
submitted to the engineer before any borrow is removed. 

3. In accordance with Section 203.04 D of the Standard Specifications. 
4. A minimum depth of 6" topsoil will be stripped.  In those areas where topsoil 

depth is in excess of 6", a maximum of 12" will be stripped. 
 
N.D. Department of Transportation Responsibilities: 
 
1. Pay cash rent on the disturbed acreage at the rate of $50.00 per acre.  If the 

optioned area is still being utilized for borrow after May 15 of the following year, 
an additional year's cash rent will be paid. 

2. Make an additional rehabilitation payment on the disturbed acreage in the sum of 
$50.00 per acre. 

Total estimated NDDOT responsibility = $1,000.00 
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2018

139 8810

County: Morton

Conditions:

S. T. N,   R WSW1/4

NDDOT Material Source Certificate of Approval
Expires December 31st

Pit Name: Fritz

MO‐1057

This location is approved for use, provided all avoidance areas shown on the map are avoided and all 
Conditions listed above and below are complied with. 

NDDOT advises that all applicants (contractors or their representatives) may be subject to meeting 
certain legal responsibilities pursuant to one or more of the following authorities administered by the 
USFWS: Migratory Bird Treaty Act (MBTA) (16 U.S.C. 703 et seq.); Endangered Species Act (ESA) (16 
U.S.C. 1531 et seq.); and Bald and Golden Eagle Protection Act (BGEPA) (16 U.S.C. 668‐668d, 54 Stat. 
250). It is the responsibility of the applicants and/or any individual conducting activities at any approved 
site to fulfill the requirements of these Acts.  The contractor will be responsible obtaining all applicable 
permits outlined in Section 107 of the Standard Specifications for Road and Bridge Construction (SSRBC).  
Additionally, contractor will be responsible for any impacts to wetlands, including permitting those 
impacts and mitigating the loss of the wetlands. As with all projects, if cultural artifacts and/or features 
(e.g., stone tools, fire hearths, stone circles, burials) are encountered, provisions outlined in Section 
107.06 of SSRBC shall be followed.

This approval does not imply landowner permission to acquire material at this location. An agreement 
with the landowner is still necessary. If you have any questions regarding material sources please email 
materialsource@nd.gov



BORROW AREA LIST 
North Dakota Department of Transportation, Design Division 
SFN 9683 (Rev. 01-2015) 

 
Project Control No.:  20677 
 
Project:  NH-1-049(027)067  
 
Type of Project: Minor Rehab and Major Rehab with HMA Overlay 
 
Borrow Area No.:  2 
 
Borrow Entered   Approximate Minimum Cost Per  
Cu. Yd. at Station __Topsoil__ Payment Cu. Yd. Acreage 
45,000 OCL2 4105+75 7,865 CY $14,625 $0.65 9.75 
 
Location:  NW1/4 Section 27, Township 140N, Range 88W 
 
Owner:  Keith Gietzen and Sherrie Gietzen 
 
Contractor's Responsibilities: 
 
1. Make a minimum payment of $14,625.00 equivalent to 50 percent of the 

estimated 45,000 cubic yardage.  After the contractor has removed the minimum 
quantity estimated, the contractor shall pay the grantor 80 percent of the 
minimum payment within 30 days after NDDOT has made payment to the 
contractor.  The balance of the royalty payment shall be paid to the grantor within 
30 days after NDDOT makes final payment to the contractor and the contractor 
has obtained a pit release from the grantor. 

2. The contractor will contact the landowner to determine final leveling 
requirements.  A copy of the final plan signed by the owner and contractor will be 
submitted to the engineer before any borrow is removed. 

2. In accordance with Section 203.04 D of the Standard Specifications. 
4. A minimum depth of 6" topsoil will be stripped.  In those areas where topsoil 

depth is in excess of 6", a maximum of 12" will be stripped. 
 
N.D. Department of Transportation Responsibilities: 
 
1. Pay cash rent on the disturbed acreage at the rate of $50 per acre.  If the 

optioned area is still being utilized for borrow after May 15 of the following year, 
an additional year's cash rent will be paid. 

2. Make an additional rehabilitation payment on the disturbed acreage in the sum of 
$50 per acre. 

Total estimated NDDOT responsibility = $975.00 
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County: Morton

Conditions:

S. T. N,   R WNW1/4

NDDOT Material Source Certificate of Approval
Expires December 31st

Pit Name: Gietzen

MO‐1055

This location is approved for use, provided all avoidance areas shown on the map are avoided and all 
Conditions listed above and below are complied with. 

NDDOT advises that all applicants (contractors or their representatives) may be subject to meeting 
certain legal responsibilities pursuant to one or more of the following authorities administered by the 
USFWS: Migratory Bird Treaty Act (MBTA) (16 U.S.C. 703 et seq.); Endangered Species Act (ESA) (16 
U.S.C. 1531 et seq.); and Bald and Golden Eagle Protection Act (BGEPA) (16 U.S.C. 668‐668d, 54 Stat. 
250). It is the responsibility of the applicants and/or any individual conducting activities at any approved 
site to fulfill the requirements of these Acts.  The contractor will be responsible obtaining all applicable 
permits outlined in Section 107 of the Standard Specifications for Road and Bridge Construction (SSRBC).  
Additionally, contractor will be responsible for any impacts to wetlands, including permitting those 
impacts and mitigating the loss of the wetlands. As with all projects, if cultural artifacts and/or features 
(e.g., stone tools, fire hearths, stone circles, burials) are encountered, provisions outlined in Section 
107.06 of SSRBC shall be followed.

This approval does not imply landowner permission to acquire material at this location. An agreement 
with the landowner is still necessary. If you have any questions regarding material sources please email 
materialsource@nd.gov



BORROW AREA LIST 
North Dakota Department of Transportation, Design Division 
SFN 9683 (Rev. 01-2015) 

 
Project Control No.:  20677 
 
Project:  NH-1-049(027)067  
 
Type of Project: Minor Rehab and Major Rehab with HMA Overlay 
 
Borrow Area No.:  3 
 
Borrow Entered   Approximate Minimum Cost Per  
Cu. Yd. at Station __Topsoil__ Payment Cu. Yd. Acreage 
45,000 4237+50 8,470 CY $14,625 $0.65 10.5 
 
Location:  SE1/4 Section 9, Township 140N, Range 88W 
 
Owner:  Beierlein Bros, Glen, Jerry & Jim 
 
Contractor's Responsibilities: 
 
1. Make a minimum payment of $14,625.00 equivalent to 50 percent of the 

estimated 45,000 cubic yardage.  After the contractor has removed the minimum 
quantity estimated, the contractor shall pay the grantor 80 percent of the 
minimum payment within 30 days after NDDOT has made payment to the 
contractor.  The balance of the royalty payment shall be paid to the grantor within 
30 days after NDDOT makes final payment to the contractor and the contractor 
has obtained a pit release from the grantor. 

2. The contractor will contact the landowner to determine final leveling 
requirements.  A copy of the final plan signed by the owner and contractor will be 
submitted to the engineer before any borrow is removed. 

3. In accordance with Section 203.04 D of the Standard Specifications. 
4. A minimum depth of 6" topsoil will be stripped.  In those areas where topsoil 

depth is in excess of 6", a maximum of 12" will be stripped. 
 
N.D. Department of Transportation Responsibilities: 
 
1. Pay cash rent on the disturbed acreage at the rate of $50 per acre.  If the 

optioned area is still being utilized for borrow after May 15 of the following year, 
an additional year's cash rent will be paid. 

2. Make an additional rehabilitation payment on the disturbed acreage in the sum of 
$50 per acre. 

Total estimated NDDOT responsibility = $1050.00 
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NDDOT Material Source Certificate of Approval
Expires December 31st

Pit Name: Beierlein

MO‐1056

This location is approved for use, provided all avoidance areas shown on the map are avoided and all 
Conditions listed above and below are complied with. 

NDDOT advises that all applicants (contractors or their representatives) may be subject to meeting 
certain legal responsibilities pursuant to one or more of the following authorities administered by the 
USFWS: Migratory Bird Treaty Act (MBTA) (16 U.S.C. 703 et seq.); Endangered Species Act (ESA) (16 
U.S.C. 1531 et seq.); and Bald and Golden Eagle Protection Act (BGEPA) (16 U.S.C. 668‐668d, 54 Stat. 
250). It is the responsibility of the applicants and/or any individual conducting activities at any approved 
site to fulfill the requirements of these Acts.  The contractor will be responsible obtaining all applicable 
permits outlined in Section 107 of the Standard Specifications for Road and Bridge Construction (SSRBC).  
Additionally, contractor will be responsible for any impacts to wetlands, including permitting those 
impacts and mitigating the loss of the wetlands. As with all projects, if cultural artifacts and/or features 
(e.g., stone tools, fire hearths, stone circles, burials) are encountered, provisions outlined in Section 
107.06 of SSRBC shall be followed.

This approval does not imply landowner permission to acquire material at this location. An agreement 
with the landowner is still necessary. If you have any questions regarding material sources please email 
materialsource@nd.gov
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704-450    LANE CLOSURE - SIGNAL CONTROL/FLAGGING CONTROL: Install either the signal 

controlled lane closure on Standard D-704-16 or the flagging controlled lane closure on 
Standard D-704-17. 
 
Obtain an electrical source for traffic signals. Solar powered signals may be used. Place 
generators a minimum of 60 feet from the roadway centerline, unless the generator and 
signal are part of a trailer mounted unit. 
 
Place utility poles and equipment a minimum of 60 feet from the roadway centerline and 
place power conductors a minimum of 6 inches below the ground surface. Remove poles 
after they are no longer necessary. 
 
The Engineer will measure individual traffic control devices, other than the signal system and 
flaggers, shown on the standards. Payment will be made at the respective contract unit price. 
 
Include the cost of either a traffic signal system or flaggers in the contract unit price for "Lane 
Closure – Signal Control/Flagging Control". 

 
704-P01 TRAFFIC CONTROL FOR BITUMINOUS PAVEMENT: Provide traffic control consisting of a 

temporary road closure, flagging, and a pilot car. 
 
Traffic control device quantities are based on a 6 mile limitation and the list below. Provide 
additional devices at no additional cost to the Department. 

  
1. Standard D-704-12; 
2. Standard D-704-15, layout A; 
3. Standard D-704-16, 
4. Standard D-704-17, 
5. Standard D-704-20, layout G;  
6. Standard D-704-22, layouts K and L; 
7. Standard D-704-24, layouts R and S (use delineator drums in place of cones); 
8. Standard D-704-26, layouts BB, EE, GG, and KK; 
9. Standard D-704-27; 
10. Standard D-704-30; and 
11. Standard D-704-56. 

 
When installing layout G from Standard D-704-20, move sign W-3-5-48 and the sign 
assembly containing signs R2-1-48 and R2-1a-24 with the work area as it progresses 
through the construction zone. Place the R2-1-48 assembly a minimum of 500 feet in 
advance of flagging signs. 
 
Place flaggers and traffic control devices as shown on Standard D-704-15, layout A at the 
following intersections when the lane closure spans across them:  

1. West Jct County Road 139 and ND 49 
2. East Jct 41st St and ND 49 
3. East Jct County Road 139 and ND 49 
4. East and West Jct County Road 140 

 
 
 
 

 
714-P01   PIPE CLEANOUT:  Clean out all centerline culverts designated in the plans for extension 

before extending them.  When necessary, remove material 50 feet beyond the end of the 
pipe.  Include the cost of cleaning the pipes in the bid price for centerline pipe. 

 
752-P01 TEMPORARY SAFETY FENCE:  Use temporary safety fence at cattle passes when 

removing and resetting existing fence as necessary.  A quantity of 50 LF has been provided. 
 
752-P02 FENCE REMOVE & RESET:  Remove and reset fence at cattle pass extensions as 

necessary.  Existing fence includes 4-strand barbed wire, stockgates, and woven fencing.  A 
quantity of 120 LF has been provided. 

 
754-P01    STOP SIGNS - REFLECTIVE STRIPS: Install 2 inch wide red reflective strip on the side that 

faces the same direction as the sign. 
 
 Use reflective material that meets the requirements of Section 894.02 C, "Type IV 

Retroreflective Sheeting". 
 
 Install the strips on STOP signs at the following locations: 
 - RP 70.860 Lt 
 
 Include the cost of furnishing and installing retroreflective strips in the contract unit price for 

"Steel Galvanized Posts – Telescoping Perforated Tube". 
 
770-P01   DESTINATION LIGHT LUMINAIRE: Provide the following destination light luminaire: 
 
 American Electric Autobahn ATBS LED Luminaire with drop refractor.  Catalog Number:  

ATBS H MVOLT D3, no photo control on luminaire. 
 
Include all cost associated with the destination light LED luminaire in the bid price for 
“Destination Lighting”. 

 
885-001 CAST IRON DETECTABLE WARNING PANELS: If cast iron detectable warning panels are 

used, provide cast iron panels with a minimum thickness of 0.2 inches. 
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