
High Mast Lighting Pole Detail

Luminaire Support Ring Details

Head Frame Detail

(without cover)

Top View
For 4 Luminaires For 5 Luminaires

For 7 LuminairesFor 6 Luminaires

For 8 Luminaires For 10 Luminaires

Head frame

Luminaire ring

Luminaires

Field slip joints

Field slip joints

Field slip joints

Access opening

Expansion joint

Concrete service slabGround line

Concrete foundation

Pole

and plug

receptacle

Twist lock

as shown on plan layout sheets

Size and number of conduit

Remote control switch

20’ remote control cable

Torque limiter

Plug into pole power source

Main power switch box

Hoisting cables

Power cable

Power cable

Non marking guide arms

Pole

shall be mounted on junction box.

for test in lowered position

Weatherproof power receptacle

house lightning arrestor.

Weatherproof junction box to

Power cable sheaves

Hoisting cable sheaves

Wiring to luminaire

ring and wire way

luminaire support

Fully enclosed

bracket

Luminaire mounting

Pole

Hoisting cables

51.43^ (all angles)

90^ (all angles)

72^ (all angles)

60^ (all angles)

45^ (all angles)

36^ (all angles)

H
e
ig

h
t 
v
a
ri
e
s

power supply

Incoming

assembly

Worm gear winch

frame cover

Spun aluminum head

See Detail B

(section through pole)

Head Frame and Luminaire Ring

Detail B

See Detail A

(section through base)

Lowering Device

Detail A

Portable power unit with frame
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