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Alternate A

Breakaway U-Channel Detail

Detail A

(see detail)

Retainer strap

See Detail A

See Alt. A Note 4

See Alt. A Note 1c

(see Alt. A Note 1b)

Retainer strap

(see Alt. A Note 3)

and lock washer

Grade 8 bolt, nut,

(see Alt. A Note 3)

and lock washer

Grade 8 bolt, nut,

18"

Note 4

See Alt. A
anchor unit

and on back side of

front side of sign post

Retainer strap is on

(60" min.)

Anchor unit

(42" min.)

Anchor unit

lock washers

lock nuts and

2- bolts grade 5,

lock washers

lock nuts and

2- bolts grade 5,

lock washers

lock nuts and

2- bolts grade 5,

lock washers

lock nuts and

2- bolts grade 5,

(2.5 and 3 lb/ft)

Alternate C

Breakaway U-Channel Splice Detail

(2.5 and 3 lb/ft)

Alternate B

Breakaway U-Channel Splice Detail

A maximum of 2 posts shall be installed within 7’.

A maximum of 3 posts shall be installed within 7’.A maximum of 3 posts shall be installed within 7’.

sign post at the bolts have full contact across the entire width.

5. The base post, strap and sign post shall be properly nested.  Proper nesting occurs when all flat surfaces of the base post, strap, and 

"x2" bolt (this fastens sign post to retainer strap).16
54. Complete assembly by tightening 

b) Alternately tighten two connector bolts.

"x2" bolt, lock washer and nut in bottom of sign post to facilitate alignment of sign post with proper hole in anchor unit.16
5a) Place 3.

b) Rotate strap to vertical position.   

a) Drive anchor unit to 4" above ground.2. 

d) Rotate strap 90° to left.

"x2" bolt, lock washer and nut.16
5c) Assemble strap to back of anchor unit using 

b) Proper assembly established by lining up the bottom hole of retainer strap with the 6th hole from the top of the anchor unit.

a) Drive anchor unit to within 12" of ground level.  1.

Alternate A Steps of Installation:
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