PROGRAMMATIC CATEGORICAL EXCLUSION
Project #:  

PCN:  

Date:  


The work for this project is confined to the roadway surface (except signs and structures).  The pavement marking will be replaced if removed or covered as a part of this project.  The work to be performed consists of:


1)
Surface Treatments:  Surfacing projects consist of placing aggregate, hot bituminous pavement, or concrete on top of the existing roadway surface.  Use additional pages to discuss the applicable ADA requirements.  An asterisk (*) denotes ADA requirements may be required as a part of the project.  The abbreviation in the parentheses tells the designer where the project can be found in the Design Guidelines (PM = Preventive Maintenance, MiR = Minor Rehabilitation, 
SI = Structural Improvements).  Select one of the following surface treatments.


Seal Coat (PM)


Macrosurfacing (PM)


Slurry Seal (PM)


Microsurfacing (PM)


*Patching (PM)


*HBP ≤ 2” (PM)


Crack Pouring/Sealing (PM)


*HBP 2”-3” (MiR)


Route and Seal (PM)


*HBP > 3” (SI)


Repair of depressed cracks (PM)


*Cold in Place Recycle (MiR)


Aggregate Surfacing


*White Topping (SI)


*Mill and Overlay ≤ 2” (PM)


*Mill and Overlay 2”-3” (MiR)


2)
Preventive Maintenance Concrete Pavement Repair (CPR):  The purpose is to repair the concrete panels that are severely deteriorating.  Preventive Maintenance CPR projects will consist of replacing only the deteriorated concrete panels in the driving lane and passing lane.  Dowel Bar Retrofits and Grinding may be included on Preventive Maintenance CPR projects.  Preventive Maintenance CPR is when less than 10% of the pavement surface area per mile is affected.


3)
Grinding:  The purpose is to reestablish a smoother riding pavement surface.  Grinding projects can consist of grinding the driving and passing lanes of concrete pavements and enough of the shoulders to tie in.  Grinding projects can also include any auxiliary lanes or ramps.


4)
Mudjacking:  The purpose is to improve the ride quality on concrete pavements that have settled.  Mudjacking projects are commonly done on concrete panels and bridge approach slabs. Approach slabs should not be raised on the bridge end adjacent to a bridge abutment.  Safety improvements are not addressed on this type of maintenance work.


5)
Miscellaneous Items:  The purpose is to install, replace, or update items.
_______
Fencing
_______

Signs

_______
Pavement Markings
_______

Traffic Signals

_______
Railroad Warning Devices
_______

Rumble Strips



6)
Minor Structural Work:  This work consists of work done to a structure that does not result in temporary or permanent impacts to wetlands or water bodies.  The work will not require placement of embankment or disturb the foreslopes.  Select the appropriate minor structural projects.



Deck Rehabilitation


Abutment Repair




Painting


Rail Retrofit


Approach Slabs
_______

Deck Replacement


7)
Guardrail Removal, Resetting, or Installation:  This work can be performed as the primary project work or in conjunction with any of the above project types, and will not require placement of embankment or disturb the foreslopes.
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