
Without Guardrail

With Guardrail

Finished shoulder

8' max.
6' min.

Finished shoulder

6' max.
4' min.

Point of

P
o
in
t 
o
f

C
u
rv

a
tu
re

Curvature

Advisory Speed Curve Radius

more than 1250 ft

701 to 1250 ft

401 to 700 ft

200 to 400 ft

less than 200 ft

200 ft

160 ft

120 ft

80 ft

40 ft

more than 60 mph

50 to 60 mph

35 to 45 mph

20 to 30 mph

15 mph or less

18"

24"

6' max.
4' min.

Spacing of Chevron Signs

8' max. (A)
6' min.

2' min.

Chevron Single Sign Assembly Chevron Double Sign Assembly

Top View

18"

Edge of driving lane

Edge of driving lane

Foreslope

Foreslope

Sign support (B) Sign support (C)

W1-8R chevron sign

W1-8L chevron sign

W1-8(L or R) chevron sign

Sign

Sign

` of roadway

` of roadway

Spacing

bracket (D)

adjustable angle

"16
3L 2"x3"xbracket (D)

adjustable angle

"16
3L 3"x2"x

angle brace (D)

"16
3"x2"x4

3L 1

18" angles

brackets above

Mount adjustable 

18" angles

brackets below

Mount adjustable 

      and 2.5x2.5x12ga. perforated tube anchor unit.

(C) Use 2.25x2.25x12ga. perforated tube double sign support

      and 2.25x2.25x12ga. perforated tube anchor unit.

(B) Use 2x2x12ga. perforated tube single sign support

2. Do not place chevrons on tangent section.

1. Align chevrons in line with and at right angles to approaching traffic.

Notes:

(A) May exceed 8 feet when guardrail is more than 6 feet from finished shoulder.

    use larger sizes only when approved by the Engineer.

(D) Use aluminum or steel angles.  Sizes are minimums, 
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